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RECORD OF REVISION 
 

Revision 
Number 

Date 
Approved 

Description of Revision 

0 10/02/2003 Initial Issue. 

1 03/31/2004 Incorporated CBFO Comment resolutions, and updated 
Section 2.0-4.0 and Attachment 1. 

2 04/02/2004 Incorporated LANL Facility Oversight Review Committee 
Comment resolutions into Sections 1.0, 2.0, and 4.0. 

3 02/27/2005 Incorporated process changes to include the removal of 
WIPP-approved drum venting system (DVS) Filter Vents 
and updated equipment list.  Revised to incorporate Host 
site-specific requirements.  

4 03/21/2005 Revised to address Carlsbad Field Office (CBFO) 
Document Review Record (DRR) comments and to 
address filter replacement criteria.  

5 04/13/2005 Revised to address Carlsbad Field Office (CBFO) 
Document Review Record (DRR) comments.  

6 10/10/2005 Revised to add provision for multiple container filter 
change form and to incorporate Host site-specific 
requirements. 

7 08/15/2007 Revised to include DOE/WIPP-06-3345, Waste Isolation  
Pilot Plant Flammable Gas Analysis and to delete CCP  
procedures that are obsolete, and to change references  
to drums to include sampling other containers.  

8 02/22/2011 Removed elements no longer required or redundant to  
host site procedures.  
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1.0 PURPOSE 
 

The purpose of this procedure is to describe the protocol for preparing, removing, 
and replacing filter vents on waste containers in designated filter vent change out 
areas.   
 
1.1 Scope  

 
This procedure defines the processes for preparing, removing and 
replacing filter vents on waste containers in designated filter vent areas.  

  
2.0 REQUIREMENTS 
  

2.1 References 
 

Baseline Documents 
 
C None 
   
Referenced Documents 
  
C CCP-QP-002, CCP Training and Qualification Plan 

  
C CCP-QP-008, CCP Records Management 

  
2.2   Training Requirements 

 
2.2.1 Personnel performing this procedure will be trained and qualified in 

accordance with CCP-QP-002, CCP Training and Qualification Plan 
prior to performing this procedure.  

  
2.3 Equipment List  

 
2.3.1 Recommended Tools 
 

[A] 15/16-in. Long Arm Hex Key   
 
[B] 15/16-in. Square Drive Socket Hex Key  
 
[C] Square Drive Ratchet 
  
[D] Square Drive Socket   
 
[E] Calibrated Torque Wrench  
  
[F] Filter Socket  
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2.3.2 Recommended Materials 
 

[A] Loctite 271 
 
[B] Loctite 680 
  
[C] Cheesecloth  
 
[D] Kimwipes  
 
[E] Waste Isolation Pilot Plant (WIPP) approved container filter 

vent     
  
[F] Room Temperature Vulcanized (RTV)-732 Sealant OR 

Equivalent 
  

2.4 Precautions and Limitations 
  
2.4.1 Continuous Radiological Control Technician (RCT) coverage will be 

maintained during the performance of this procedure.  
  

2.4.2 When a filter is removed, it must be replaced immediately in order 
to maintain the Drum Age Criteria (DAC).   

  
2.4.3 All personnel must don appropriate Personal Protective Equipment 

(PPE) in accordance with Host site work requirements.  
 

2.5 Prerequisite Actions 
 

2.5.1 Read all applicable Material Safety Data Sheets (MSDSs) prior to 
performing this procedure. 

 
2.6 Definitions  

 
2.6.1 None. 
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3.0 RESPONSIBILITIES 
  

3.1 Operator    
   
3.1.1 Prepares, removes, and replaces filter vents.  

 
3.1.2 Documents filter vent change out.  
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4.0 PROCEDURE  
  

4.1 Removal and Replacement of Filter Vents   
 

WARNING 

DO NOT stand between the container and the High Efficiency Particulate Air  
(HEPA) inlet when removing a container filter vent.    

   

NOTE 
When a filter vent is removed, it must be replaced immediately in order to  
maintain the DAC.  

 
4.1.1 Remove the applicable Container Traveler from the container, if 

necessary.  
 

4.1.2 Verify the drums are at the host site designated filter change out 
area. 
  

NOTE  
At Oak Ridge National Laboratory (ORNL) the Ventilation System Magnehelic  
Differential Pressure Gauge(s) for Flammable Gas Analysis (FGA) is in the FGA  
area.   

 
4.1.3 Check that the Ventilation System Magnehelic Differential     

Pressure Gauge(s) is less than three inches H2O, if applicable.   
  

4.1.4 Verify the contamination control system is operational according to 
the host site requirements.    
 

4.1.5 Remove the old filter vent.  
 

4.1.6 Clean the gasket surface on the waste container as appropriate. 
  

CAUTION 

Loctite could damage neoprene gaskets.  

 
4.1.7 Apply Loctite 271 OR Loctite 680 on the first three threads of the 

WIPP-approved container filter vent.    
 
4.1.8 Install a WIPP approved container filter vent with the neoprene 

gasket provided, if required.    
 

4.1.9 Engage the filter threads.  
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4.1.10 Torque the filter vent to manufacturer’s specifications.    
 

4.1.11 IF a stripped thread(s) is encountered,  
THEN seal the new filter vent to the container surface with  
RTV-732 sealant or equivalent.   

 
4.1.12 AFTER the RTV-732 sealant OR equivalent has set,  

THEN make an additional seal between the filter vent and the 
container surface, completely covering the gasket, but NOT the 
vent holes, with RTV-732 sealant OR equivalent, if applicable.   
  

4.1.13 Request the RCT to survey the container for radiological 
contamination.    

  
4.1.14 Record data on Container Filter Vent Change Out Form as follows: 

 
[A] Container Number.  

 
[B] New Filter vent Install Date. 

  
[C] New Filter vent Model Number. 

  
[D] New Filter vent Manufacture Date.  

 
[E] New Filter vent Serial Number.  

 
[F] Filter Torque Value  

  
[G] Comments such as encountering a stripped thread or an old 

filter vent, as required.  
 

[H] Torque Wrench M&TE ID and Calibration Due Date, if 
applicable, OR N/A.   

 
[I] Print name, sign, AND date. 

  
4.1.15 Remove container from the negative air pressure HEPA filtration 

area, hood, containment room, OR sampling filter change-out area, 
if applicable.   

  
4.1.16 Re-attach the Container Traveler (label) to the container, if 

necessary.  
   

4.1.17 Repeat steps 4.1.1 through 4.1.16 until all containers are complete.  
  

4.1.18 Review Container Filter Vent Change Out Form to ensure the form 
is completely filled out.  

 



CCP-TP-082, Rev. 8        Effective Date:  02/22/2011 
CCP Waste Container Filter Vent Operation  Page 9 of 11  

 

Controlled 
Copy 

4.1.19 Forward Container Filter Vent Change Out Form to another 
operator for review.   

  
4.1.20 Review Container Filter Vent Change Out Form to ensure the form 

is completely filled out. 
 

4.1.21 Print name, sign, AND date Container Filter Change Out Form.    
 

4.1.22 Submit the records generated by this procedure to the facility 
records custodian to be managed in accordance with  
CCP-QP-008, CCP Records Management.   
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5.0 RECORDS 
 

5.1 Records generated during the performance of this procedure are 
maintained as Quality Assurance (QA) records in accordance with  
CCP-QP-008.  The records are the following: 

 
5.1.1 QA/Lifetime 

  
[A] Container Filter Vent Change Out Form    
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Attachment 1 – Container Filter Vent Change Out Form – Example   
 

 
Container 
Number 

New  
Filter Vent  
Install Date 

New Filter 
Vent   

Model  
Number 

New Filter 
Vent  

Manufacturer 
Date 

New 
Filter Vent  

Serial 
Number 

Filter Torque 
Value (ft/lb    

or in/lb)  

 
 

Comments 

       

       
       
       
       
       
       
       
       

 
Torque Wrench M&TE/Serial Number:      
Calibration Due Date:        
 
Operator  
 
               
Print Name      Signature     Date 
 
Operator  
 
          
Print Name  Signature    Date 


