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1.0 PURPOSE 
 

This procedure provides instructions for remediation of prohibited items, 
identified within containers destined for disposal at the Waste Isolation Pilot Plant 
(WIPP).  This procedure is invoked only through the use of the Nonconformance 
Report (NCR) process, CCP-QP-005, CCP TRU Nonconforming Item Reporting 
and Control, to address the nonconforming item or condition as identified by 
Real-Time Radiography (RTR).  Remediation is defined as the process of 
removing, treating (e.g., solidifying liquid), or verifying containers destined for 
WIPP do not contain prohibited items. 
 
1.1 Scope 
 

This procedure is designed to be accomplished in conjunction with Host 
site facility operating procedures that address the use of those facilities for 
Visual Examination (VE).  This procedure only provides the actions for the 
collection of data/information required by CCP-PO-001, CCP Transuranic 
Waste Characterization Quality Assurance Project Plan, CCP-PO-002, 
CCP Transuranic Waste Certification Plan, and CCP-PO-003, CCP 
TRUPACT-II Authorized Methods for Payload Control (TRAMPAC).  All 
site-specific requirements for health, safety, and operations in the work 
place will be addressed in a site-specific operating procedure.  Use of this 
procedure is limited to Summary Category Group S5000 waste streams 
and is intended to be used to remediate drums with containerized liquids, 
pressurized containers, and/or sealed containers greater than four liters. 
 

2.0 REQUIREMENTS 
  

2.1 References 
 

 CCP-PO-001, CCP Transuranic Waste Characterization Quality 
Assurance Project Plan  

 
 CCP-PO-002, CCP Transuranic Waste Certification Plan 

 
 CCP-PO-003, CCP TRUPACT-II Authorized Methods for Payload 

Control (TRAMPAC) 
 

 CCP-QP-002, CCP Training and Qualification Plan 
 
 CCP-QP-005, CCP TRU Nonconforming Item Reporting and Control 

 
 CCP-QP-008, CCP Records Management 

 
 CCP-TP-113, CCP Standard Waste Visual Examination 
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2.2 Training Requirements 
 
2.2.1 Personnel performing this procedure will be trained and qualified in 

accordance with CCP-QP-002, CCP Training and Qualification 
Plan, prior to performing this procedure. 
 

2.3 Equipment List 
 

2.3.1 Calibrated Torque Wrenches 
 
2.3.2 Certified VE Scale (optional) 

 
2.3.3 Certified Weight(s) (if VE scale used) 

 
2.4 Precautions and Limitations 

 
2.4.1 VE Operators are to know and understand the site authorization 

requirements and perform only those sections that do not violate 
these requirements. 
 

2.5 Prerequisite Actions 
 
2.5.1 VE Operator, verify VE facility is operational. 
 
2.5.2 VE Operator, obtain a copy of the NCR with an approved interim or 

final disposition. 
  

2.5.3 VE Operator, verify the Output Container is configured to receive 
the waste, if used. 
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3.0 RESPONSIBILITIES 
 

3.1 Visual Examination Expert (VEE)  
 
3.1.1 Provides oversight for prohibited item remediation, as applicable. 

 
3.2 Visual Examination (VE) Operator 
 

3.2.1 Remediates prohibited items and document the actions. 
 

3.3 Vendor Project Manager (VPM) or Designee 
 
3.3.1 Determines the processes (e.g., Headspace Gas [HSG], 

Nondestructive Assay [NDA]) the container must be processed 
through after remediation has been completed. 
 

3.4 Facility Records Custodian 
 
3.4.1 Receives, processes, and transmits Attachment 1, Remediation 

Data, in accordance with CCP-QP-008, CCP Records 
Management. 
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4.0 PROCEDURE 
 

NOTE 
Weights will be recorded in kilograms (kg) to one-tenth of a kg. 

 

NOTE 
If the remediation continues for more than one day, a scale calibration check will 
be conducted prior to continuing the remediation for the new day. 

 

NOTE  
If VE Scale is not used, reference Table 4, Waste Item Weights and Weighing  
Codes, in CCP-TP-113, CCP Standard Waste Visual Examination.  

 
4.1 VE Scale (Optional) 

 
4.1.1 Verify the scale is operational. 
 
4.1.2 Record the Scale Serial/Identification (ID) Number and the 

Calibration Due Date in Section 1 on Attachment 1, Remediation 
Data. 

 
4.1.3 Record the test weight(s) (Weight Serial/ID Number and Calibration 

Due Date) information in Section 1 on Attachment 1. 
 

4.1.4 Place test weight(s) on the scale to verify the scale’s calibration 
AND record as “SAT” in Section 1 of Attachment 1. 

 
[A] IF the scale is NOT within the calibration tolerance,  

THEN notify the VPM. 
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4.2 Prohibited Item Identification and Processing 
 

NOTE 
Two qualified VE Operators (audio/video recording is optional) or one  
qualified VE Operator with audio/video recording is required to perform  
Prohibited Item Remediation (PIR).  

 
Due to the nature of this operation, NOT all conditions encountered 
during the examination can be proceduralized.  When unexpected 
operating conditions occur, work must be stopped, the VPM or designee 
must be notified, the condition must be evaluated, and the issue must be 
resolved.   Resolution and corrective actions taken to resolve the 
condition will be documented in the Operational Logbook.  

 
4.2.1 Record the Input Container ID in Section 1 of Attachment 1. 
 
4.2.2 Record the Waste Stream ID for the Input Container in Section 1 of 

Attachment 1. 
 

4.2.3 Record the NCR ID that dispositioned the container to be 
processed with this procedure in Section 1 of Attachment 1. 

  
4.2.4 Record the Container Type in Section 1 of Attachment 1. 

 
4.2.5 Camera(s) Check (when camera will be used) 

 

NOTE 
If the PIR continues for more than one day, a camera check will be 
conducted prior to continuing the PIR for the new day.  The results of the 
second camera check will be recorded on tape and noted in the 
Comments block of Section 1 of Attachment 1.  The video camera will be 
checked prior to each PIR to ensure proper operation of the camera.  The 
test image segment shall remain intact without being erased or recorded 
over. 

 
[A] Record the date, container ID number, NCR number, and 

the video and audio media recording number on the video 
and audio media recording label. 

 
[B] Ensure the video and audio media recording is at its 

beginning or at the point where recording was stopped the 
previous day. 

 
[C] Start the camera(s). 

 
[D] Record a test image and narrative. 
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[E] Review the test segment by playing the video and audio 
media recording AND verify the image is in focus and the 
narration is clear. 

 
[F] Save the test recording (i.e., stop the tape at the end of the 

playback). 
 

[F.1] IF the results are “UNSAT”, 
THEN notify the VPM. 

 
(a) Repeat steps [A] through [F] when the 

camera/video and audio media recording 
system is operational. 

 
[G] Record the results of the camera/video and audio media 

recording check as “SAT” in Section 1 of Attachment 1. 
 
4.2.6 Remove the container lid. 
 
4.2.7 START audio/video recording (as appropriate) 
 
4.2.8 IF a rigid liner is installed,  

THEN remove the rigid liner lid. 
 

NOTE 
If the package can NOT be removed due to size, the bag may be cut 
and items removed separately. 

 
4.2.9 Remove inner package. 

 
4.2.10 Open package. 

 

NOTE 
If waste is to be placed back into the Input Container, all the waste must 
be removed from the container prior to the waste being replaced into the 
container and the rigid liner lid is to be placed in the bottom of the Input 
Container. 

 
4.2.11 Remove waste from package and place into Output Container (if 

applicable). 
 

NOTE  
Liquids may be absorbed/solidified as they are encountered in  
accordance with Section 4.3.  

 
4.2.12 WHEN a prohibited item is identified, 

THEN segregate the item. 



CCP-TP-136, Rev. 2 Effective Date:  05/04/2007 
CCP Standardized Prohibited Item Remediation Page 10 of 16 
 

Controlled 
Copy 

4.2.13 Repeat steps 4.2.9 to 4.2.11 until all waste has been removed from 
the container. 

 

NOTE 
The following sections identify how to remediate prohibited items:  
Section 4.3 Remediation of Containerized Liquids.  
Section 4.4 Remediation of Pressurized Containers.  
Section 4.5 Remediation of Sealed Containers > 4 Liters.  

 
4.2.14 IF the prohibited item(s) is to be remediated, 

THEN perform applicable section(s) to remediate the item(s), AND 
GO TO step 4.2.16. 

  
4.2.15 IF the prohibited item(s) is NOT to be remediated, 

THEN perform the following: 
 
[A] Weigh OR estimate the weight of the prohibited item(s). 
 
[B] Record the following for prohibited items removed from the 

waste in Section 2 of Attachment 1: 
 

• Waste Material Parameter (WMP) 
• Indicate “Subtracted” 
• Brief Description of the Prohibited Item 
• Weight of Item 

 
[C] Record that the prohibited item(s) “Returned to Host Site” in 

Section 1 of Attachment 1 (Comment field). 
 

4.2.16 Record the following for the Output Container in Section 2 of 
Attachment 1: 

 
 Container ID 
 Container Type (e.g., 55-gallon drum, Standard Waste Box 

[SWB], etc.) 
 Rigid Liner (Yes or No) 
 Rigid Liner Type (e.g., 90 mil) (if rigid liner is Yes) 
 Rigid Liner Lid (Yes or No) 
 Liner Lid Venting Method (e.g., hole size or N/A if no liner lid) 
 Layers of Confinement  
 Volume Utilization Percentage (VUP) 

 
4.2.17 STOP the audio/video recording process.   
 
4.2.18 Install container lid per vendor instructions. 
 
4.2.19 Install filter vent(s) per vender instructions (if applicable). 
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4.2.20 Record the following for the Output Container in Section 2 of 
Attachment 1: 

 
 Filter Manufacturer, Model, and Serial Number  
 Lid Torque Wrench Information (Measuring & Test Equipment 

(M&TE) ID number and Calibration Expiration Date) for  closure 
and torque value used 

 Vent Torque Wrench Information (M&TE ID Number and 
Calibration Expiration Date) and Torque Value used (if 
applicable) 

 Closure Date 
 Vent Date 
 Tare Weight, including steel and plastic, as applicable  

 
4.2.21 VE Operator Number 1, print name, sign, and date Attachment 1. 

 
4.2.22 VE Operator Number 2, print Name, sign, and Date Attachment 1, if 

applicable. 
 

4.2.23 Attach a copy of Attachment 1 to NCR and forward to the VPM for 
NCR closeout. 

 
4.2.24 Submit completed original Attachment 1 to the Facility Records 

Custodian. 
 
VPM  
 
4.2.25 Determine processes the container must complete. 

 
4.2.26 Initiate the actions to complete the processes. 

 
Facility Records Custodian  
  
4.2.27 Receives, processes, and transmits Attachment 1 in accordance 

with CCP-QP-008. 
 

VE Operator 
 
4.3 Remediation of Containerized Liquids 
 

4.3.1 Determine and record the amount of liquid to remediate in Section 
1 of Attachment 1 (Comment field). 
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4.3.2 Record the following for the material that will be used to absorb the 
liquid in Section 2 of Attachment 1: 

 
• WMP 
• Indication that absorbent is “Added” to the Waste 
• Brief Description (e.g., Brand name) 

 
4.3.3 Weigh OR estimate the weight of the material and record in Section 

2 of  Attachment 1. 
 

4.3.4 Absorb the liquid. 
 

4.3.5 Place absorbent into Output Container and return to step 4.2.16. 
 

4.4 Remediation of Pressurized Container 
 

4.4.1 Determine the method for depressurizing the container (e.g., open 
valve gas cylinder, puncture aerosol can) and record on Attachment 
1 (Comment field). 

 
4.4.2 Depressurize container. 

 
4.4.3 Place depressurized container into Output Container and return to 

step 4.2.16. 
 

4.5 Remediation of Sealed Containers > 4 Liters 
 

4.5.1 Determine the method for unsealing the container (e.g., remove lid 
from can) and record on Attachment 1 (Comment field). 

 
4.5.2 Unseal the container. 

 
4.5.3 Place the unsealed container into Output Container and return to 

step 4.2.16 
 

NOTE  
During the remediation process, there may be additional material added  
to the waste due to the nature of the process (e.g., plastic packaging  
material from Input Container, glovebox wipedown material, pigtails,  
etc.)  

 
4.6 Waste Added in Process (WAIP) 

 
4.6.1 Weigh or estimate the weight of the WAIP. 
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4.6.2 Record the following in Section 2 of Attachment 1 for WAIP: 
 

• WMP 
• Indicate “Added” 
• Brief Description of WAIP 
• Weight of Item 

 
4.6.3 Place the WAIP into the Output Container and RETURN to step 

4.2.16. 
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5.0 RECORDS 
 

5.1 Records generated during the performance of this procedure are 
maintained as Quality Assurance (QA) records in accordance with CCP-
QP-008, CCP Records Management.  The records are the following: 
 
5.1.1 QA/Lifetime 
 

[A] Attachment 1 – Remediation Data  
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Attachment 1 − Remediation Data 
    Page 1 of 2 
Section 1           VE Scale (Optional) 

Scale Serial/ID No: Cal. Due Date: Weight Serial/ID No: Cal. Due Date: Scale Check:   

 
Camera/Video and Audio Media Check:     □ SAT     

 
Input Container 

Container ID: Waste Stream ID: Container Type: NCR ID: 

 
 

Comment: 
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Attachment 1 − Remediation Data (continued) 
         Page 2 of 2 
Section 2         Output Container    
Container ID: Container Type:  Layers of Confinement: VUP                                    % 

Rigid Liner  Yes  No Rigid Liner Type: Rigid Liner Lid  Yes  No Liner Lid Venting Method: 

Tare Weight (kg): Steel (kg): Plastic (kg): 

Filter Manufacturer Filter Model: Filter Serial No.: 
 

Vent Torque Wrench ID No:    Calibration Expiration Date: Torque Value: 
  

Lid Torque Wrench ID No:    Calibration Expiration Date: Torque Value: 
 

Closure Date: Vent Date: 
 

Waste Material Parameter adjustments from Input to Output Container 

WMP Added  Subtracted Description Weight (kg) 
     

     

     

     

     

     

VE Operator 1,  Print Name/Sign/Date 
 

VE Operator 2,  Print Name/Sign/Date 

 

   


