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INTRODUCTION

This procedure provides guidance for operating the Hyster Forklift at the Waste Isolation|
Pilot Plant (WIPP).

 Performance of this procedure generates the following record(s), as applicable.  Any|
records generated are handled in accordance with departmental Records Inventory and|
Disposition Schedules.|

! Equipment Logbook

REFERENCES

BASELINE DOCUMENTS

! Title 30 Code of Federal Regulations (CFR) Part 56, "Safety and Health
Standards - Surface Metal and Nonmetal Mines"

! 40 CFR §264.15, "General Inspection Requirements"

! DOE Standard 1090-2007, Hoisting and Rigging

! DOE/WIPP-07-3372, Waste Isolation Pilot Plant Documented Safety
Analysis

! DOE/WIPP-07-3373, Waste Isolation Pilot Plant Technical Safety
Requirements

! Hyster Forklift Operator's and Owner's Manual

! WP 13-1, Washington TRU Solutions LLC Quality Assurance Program
Description

REFERENCED DOCUMENTS

! WP 04-AD3001, Facility Mode Compliance

PRECAUTIONS AND LIMITATIONS

The Technical Safety Requirements (TSRs) contain Limiting Conditions for Operations
(LCOs) and Specific Administrative Controls (SACs) which provide specific preventative
or mitigative limits and required actions for identified accident scenarios.  Failure to
comply with LCOs or SACs may constitute a violation and must be immediately reported
to the Facility Shift Manager (FSM).  The step affected by the LCO/SAC is followed by
the LCO/SAC number in bold brackets (e.g. [LCO 3.X.X]).  Applicable LCO/SAC
Surveillance Data Sheets SHALL be completed as required by WP 04-AD3001.

! Preoperational checks are required prior to operating forklift on each shift.

! The rated capacity is 12,000 lb at 24 inches.|
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! Operator must be aware of overhead obstacles at all times, when forklift is
in operation.

! To prevent personal injury, hands, feet, and other body parts must remain
inside Forklift Operators Designated Area at all times.

! Carrying passengers is prohibited.

! During load movements that impair the Forklift Operator's view, a Spotter
shall be utilized.|

! Airlock doors must be FULLY OPEN prior to entering/exiting with mobile
equipment.|

! Prior to forklift operation, wheel chocks must be removed.

! If forklift becomes inoperable, waste handling engineer (WHE) must be
notified and must generate Action Requests (ARs) as applicable.|

! Operation of diesel-powered equipment is prohibited in the contact
handled (CH) Bay unless in Standby Mode.  In addition, operation of
diesel-powered equipment is only allowed in the Shaft Access Area when
it is in Standby or Storage Mode.  [LCO 3.3.2, LCO 3.3.3] 

! When waste is stored in the southwest corner of the CH BAY,
diesel-powered equipment used in the TRUPACT Maintenance Facility
(TMF) shall maintain a 15-foot standoff distance from the common wall
between the CH Bay and the TMF; or a fire watch is to be posted when
the diesel-powered equipment is being operated.

! Caution must be used when operating the forklift in enclosed areas as the|
mast elevates with fork lifting.|

|
! Hearing protection is required for use of the forklift.|

PREREQUISITE ACTIONS

1.0 Review Equipment Logbook for outstanding deficiencies and ARs.|

2.0 WHE, review Equipment Logbook on a weekly basis, generally the last day of the
work week.

3.0 Record hour meter reading, equipment number, and procedure number in|
Equipment Logbook.
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PERFORMANCE

NOTE
Any deficiencies found during the following inspection that affect safe
operation must be corrected before operating the forklift.

NOTE
Hydraulic fluid can be checked cold.  If fluid level is between "full" and
"add", it is okay.

1.0 PREOPERATIONAL CHECKS

  1.1 Prior to forklift operation at beginning of each shift, inspect the following:|
|

 ! Hydraulic oil level is in proper range on dipstick.|
|

 ! Batteries are free from acid spills and have NO loose or missing|
caps or cables.|

|
 ! Engine oil level is in proper range on dipstick.|

|
 ! Engine coolant level is in proper range in reservoir tank.|

|
 ! Air cleaner trap indicator is below the white line (if applicable).|

|
 ! Tires are in good condition: NOT excessively worn or cracked.|

|
 ! Torque paint/tabs are installed on all accessible wheel lugs and is|

not cracked or broken.|
|

 ! Upright and Lift Chains:|
|

 — NO obvious wear, damage, or missing parts|
|

 — NO slack or broken chains|
|

 ! Forks (if used):|
|

 — NO obvious cracks, breaks, bends, twists, or wear|
|

 — Correctly installed and locked in the proper position|
|

 ! Seat belts are in good condition.|
|

 ! Sufficient fuel is available for operation.|
|

1.1 Remove wheel chocks.
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1.2 Sit in seat and fasten seat belt.

1.3 Adjust seat to provide easy access to all controls.

1.4 Verify seat locking mechanism locks.

1.5 Ensure Directional and Fork Controls are in NEUTRAL.

1.6 Press service brake pedal.

1.7 Start forklift.

1.8 Immediately investigate any unusual noises.

1.9 Verify the following:

! When brake pedal is fully depressed, three inches or more
clearance exist between the brake pedal and floor plate.

! Brake pedal is NOT springy or spongy, and does NOT stick or bind
when pressed.

! All gauge indications show within their normal ranges.

! All fault/warning lights are OFF.

! Horn sounds.

! Front lights illuminate.

! Back lights illuminate.

! Fork or attachment controls operate normally.

! Parking brake does NOT bind when set or released.

! Forklift does NOT move when attempting to move FORWARD and
BACKWARD with the parking brake engaged.

1.10 With the brakes released, verify the following:

! Steering operates smoothly during operation.

! Brakes do not drag during operation.

! Backup alarm sounds while moving in reverse.
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1.11 Enter date, time, and signature in Equipment Logbook to document
performance of preoperational checks, equipment number, and checks as
satisfactory or unsatisfactory.

1.12 Initiate ARs to address any deficiencies that CANNOT be corrected by the|
operator.|

2.0 FORKLIFT OPERATION

2.1 Remove wheel chocks.

2.2 Ensure battery disconnect switch is in the ON position, if installed.

2.3 Sit in seat and fasten seat belt.

2.4 Adjust seat to provide easy access to all controls.

2.5 Verify seat locking mechanism locks.

2.6 Ensure Directional and Fork or Attachment Controls are in NEUTRAL.

2.7 Press service brake pedal.

2.8 Start Forklift.

2.9 Release parking brake.

2.10 Raise forks or attachment 6 to 10 inches above the floor.

2.11 Select direction of travel and High or Low range on transmission.

2.12 Release service brake.

2.13 Press accelerator pedal to move forklift.
|

3.0 FORKLIFT SHUTDOWN

3.1 Perform the following:

! Place forks flat on floor.

! Set parking brake.

! Shift Directional Control Lever to NEUTRAL.

3.2 Turn key to OFF position.

3.3 Ensure wheels are chocked.
|


