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 Well Name: LF2-08
Facility:        CFA
Well Type:      Observation Well                   
Well Status:    Inactive
Year Drilled:    1988
Total Depth:   526
Completion Depth:  495

Driller:              Denning             
Geologist:         T. Dube             
Drilling Method:  Air rotary               
Drilling Fluid:      NF                       

Water Level:            480
Water Level Date:     5/6/88
Water Level Access:  NF    

08/15/1993

Sand and Gravel
0 to 17 ft.

Brown Gravelly Clay
17 to 27.5 ft.

Gray Basalt
27.5 to 50 ft.

Brown Silty Sandy Gravel
50 to 70 ft.

Dense Basalt (Fractured 
80-81 / 94-98 ft)
70 to 142 ft.

Basalt with Clay 
Infillings
142 to 185 ft.

Red-Brown Clay with 
Cinders
185 to 200 ft.

Soft Yellow-Brown Basalt
200 to 208 ft.

Black Basalt
208 to 219 ft.

Highly Fractured Basalt
219 to 230 ft.

Gray Basalt
230 to 240 ft.

Basalt
240 to 247 ft.

Probable Interbed
247 to 255 ft.

Red-Brown to Brown 
Basalt
255 to 377 ft.

Red-Brown Sandy Clayey 
Silt (?)
377 to 383 ft.

Highly Fractured Basalt
383 to 395 ft.

Basalt
395 to 525 ft.

Borehole Interval: 0 to 28.5 ft.
Borehole Size:    12.75 in.

Borehole Interval: 28.5 to 526 ft.
Borehole Size:    12 in.

Seal Interval: 0 to 481 ft.
Seal Material: Cement/Grout

Water Level: 480 ft. BLS
Date:        5/6/88
Seal Interval: 481 to 482 ft.
Seal Material: Bentonite
Seal Interval: 482 to 497 ft.
Seal Material: Pea gravel(.25 in.)
Seal Interval: 497 to 526 ft.
Seal Material: Grout
Total Depth: 526 ft. BLS

Concrete Pad or Apron
Survey Marker: Protective Posts: 

or Fence Posts

Locking Cap: Yes

Casing Interval: 0 to 28.5 ft.
Casing Size:     12.25 in.
Casing Material: Steel

Casing Interval: -1.5 to 444.5 ft.
Casing Size:     6.0 in.
Casing Material: Steel

Casing Interval: 444.5 to 445 ft.
Casing Size:     6.0 in.
Casing Material: Dielectric Coup
Casing Interval: 445 to 485 ft.
Casing Size:     6.0 in.
Casing Material: Stainless Steel
Screen Interval: 485 to 495 ft.
Screen Type:     Sl. screen
Screen Material: Stainless Steel
Slot Size:       .020
Slot Length:     NF
Screen Packing:  Gravel

Easting:

Northing:

Longitude:

Latitude:

Land Surface:

294362.308(27)

Easting:

Northing:

Longitude:

Latitude:

Brass Cap

Measuring Point

(83)
682878.807(27)
(83)

1125631.767(27)
(83)

433216.352(27)
(83)

4931.72(29)BC
4935.20(88)BC

(29)MP
(88)MP

294360.903(27)
450313.086(83)

682878.456(27)
682855.258(83)

1125631.786(27)
1125634.773(83)
433216.349(27)
433216.015(83)

Modification Date:
10/31/2007

Pump Removal 10/31/2007

Water Level Access Line
Replacement, Stainless Steel
05/21/02-07/09/02
Depth +1.67-470'
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 WellName: LF2-09
Facility:        CFA
Well Type:      Observation Well                   
Well Status:    Inactive
Year Drilled:    1988
Total Depth:   676
Completion Depth:  497

Driller:              Denning             
Geologist:         J.Jaacks,S.Ansley   
Drilling Method:  Rotary                   
Drilling Fluid:      NF                       

Water Level:            483
Water Level Date:     5/3/88
Water Level Access:  NA    

08/15/1993

Sand and Gravel
0 to 17 ft.

Gravelly Clay
17 to 32 ft.

Red to Red-Brown Basalt
32 to 45 ft.

Sand and Clay
45 to 65 ft.

Gray Basalt
65 to 88 ft.

Fractured Gray Basalt
88 to 97 ft.

Gray Basalt (Fractured 
103-107 / 116-118 ft)
97 to 145 ft.

Sediment (No Recovery)
145 to 185 ft.

Brown to Gray Basalt
185 to 260 ft.

Basalt with Clay 
Infillings
260 to 270 ft.

Gray Basalt
270 to 377 ft.

Silt and Clay
377 to 385 ft.

Gray Basalt
385 to 625 ft.

Silt and Clay
625 to 645 ft.

Sand and Gravel
645 to 670 ft.

Basalt
670 to 676 ft.

Borehole Interval: 0 to 32 ft.
Borehole Size:    12.25 in.

Seal Interval: 0 to 457.4 ft.
Seal Material: Concr./Sand/Bent
Borehole Interval: 32 to 676 ft.
Borehole Size:    11.88 in.

Seal Interval: 457.4 to 459.9 ft.
Seal Material: Bentonite

Seal Interval: 459.9 to 502.5 ft.
Seal Material: #20 Silica sand
Water Level: 483 ft. BLS
Date:        5/3/88
Seal Interval: 502.5 to 512.7 ft.
Seal Material: Bentonite

Seal Interval: 512.7 to 615.1 ft.
Seal Material: Grout

Seal Interval: 615.1 to 676 ft.
Seal Material: Cavings

Total Depth: 676 ft. BLS

Concrete Pad or Apron
Survey Marker: Protective Posts: 

or Fence Posts

Locking Cap: Yes

Casing Interval: 0 to 32 ft.
Casing Size:     12.25 in.
Casing Material: Carbon Steel

Casing Interval: -2.0 to 463.8 ft.
Casing Size:     4.0 in.
Casing Material: Carbon steel

Casing Interval: 463.8 to 464.3 ft.
Casing Size:     4.0 in.
Casing Material: Dielectric Coup
Casing Interval: 464.3 to 469.6 ft.
Casing Size:     4.0 in.
Casing Material: Stainless steel
Screen Interval: 469.6 to 497 ft.
Screen Type:     Sl. screen
Screen Material: Stainless Steel
Slot Size:       .020
Slot Length:     NF
Screen Packing:  Silica Sand

Easting:

Northing:

Longitude:

Latitude:

Land Surface:

294198.308(27)

Easting:

Northing:

Longitude:

Latitude:

Brass Cap

Measuring Point

(83)
682900.532(27)
(83)

1125633.996(27)
(83)

433216.552(27)
(83)

4932.23(29)BC
4935.72(88)BC

(29)MP
(88)MP

294198.770(27)
450150.964(83)

682899.021(27)
682875.823(83)

1125633.990(27)
1125636.977(83)
433216.537(27)
433216.203(83)

Pump Removed 11/1/2007

Modification Date:
11/01/2007

Water Level Access Line
1" Stainless Steel, 471' bls
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