GENERAL NOTES:

1. WORKING DRAWINGS MAY BE INCHES OR MILLIMETERS. DIMENSIONS ARE IN INCHES UNLESS OTHERWISE SPECIFIED. A TOLERANCE OF ± 1/32" ± 0.8MM IS ACCEPTABLE. ALL TOOLS AND MACHINE TOOLS ARE SPECIFIED FOR WORKING DRAWINGS EXCEPT THOSE SPECIFIED AS "AS FABRICATED"

2. MATERIALS SHALL BE DEDUCIBLE FROM EXISTING DESIGN SPECIFICATIONS OR AS EQUIVALENT AS PER MANUFACTURER'S SPECIFICATIONS.

3. USE ITEM 23 (HOSE CLAMP) AS REQUIRED TO SECURE THE HOSE CAPTURE PLATE, 1/4 THK

4. HOSE SUPPORT ASSY

5. DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-94.

6. FABRICATE, INSPECT, AND TEST IN ACCORDANCE WITH ASME B31.3 NORMAL FLUID SERVICE.

7. BEND RADIUS.

8. HOSE NOT TO EXCEED 16" MINIMUM.

9. USE ITEM 23 (HOSE CLAMP) AS REQUIRED TO SECURE THE HOSE CAPTURE PLATE, 1/4 THK

10. BREAK ALL SHARP EDGES, REMOVE ALL BURRS. ROUND ALL BORES AND HOLES.

11. THE USE OF ITEM 16 IS OPTIONAL, TO BE FIELD FITTED AS NEEDED.

12. ALL SAFETY SIGNIFICANT COMPONENTS SHALL BE MARKED TO NON-INTERFERING JAN 2012

13. ALL NEW DESIGN SPECIFICATIONS.

14. ALL WELDS SHALL BE EXAMINED BY AN AWS QC-1 CERTIFIED PERSONNEL.