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1.0   OBJECTIVE 

This report documents the contractually required inspections of paved and unpaved areas at the Paducah 
Gaseous Diffusion Plant (PGDP), Paducah, Kentucky as specified in scope of the U.S. Department of 
Energy (DOE) Task Order DE-EM0003733, Section C, paragraph C.5.6.3.3 and C.3.5.6.3.4, awarded to 
Swift & Staley, Inc., Paducah Infrastructure Support Services (the Contractor). The contract requires that 
the Contractor shall 1) inspect all surfaced areas and related structures; 2) inspect all unpaved roads, 
parking areas and ancillary areas; and 3) prepare an inspection report. The inspection report shall 
document the results of the inspection(s) as to the condition/deficiencies along with a prioritized list of 
repairs with estimated price for repair. 
 

2.0   SCOPE 

Roads and areas listed in Attachment J-8.C.3.5.6a of the Paducah Infrastructure Support Services 
Contract DE-EM 0003733 were inspected during the months of April and May of 2019. 

3.0   LIMITATIONS AND RESTRICTIONS 

There were no limitations or restrictions related to the completion of the inspections documented in this 
2019 Paved and Unpaved Surfaces Inspection Report.   
  

4.0   METHODOLOGY 

Paved and unpaved roads and areas were visually inspected for defects or nonconformance’s related to 
their designed purpose and configuration. Inspections were conducted by a licensed professional engineer. 
Inspections are documented on PGDP Pavement Condition Survey forms and associated red-lined 
satellite image photos provided in Attachment “A” of this report. 

The field rating system used to judge the infrastructure condition is as follows: 5 = Excellent; 4 = Good; 3 
= Fair; 2 = Poor; 1 = Fail.    

The priority of recommended maintenance and repairs is based on how important the area is to current 
and future PGDP missions.  

 High priority areas are those considered critical to supporting the current mission of the plant.  
 Medium priority areas are those supporting daily operations not considered critical to future 

PGDP missions.  
 Low priority areas are those that are used infrequently.  

5.0   INSPECTION SUMMARY 

5.1 PATROL ROAD #1 

Description: Patrol Road #1 is an asphalt perimeter patrol road, approximately 0.72 miles long, running 
north/south along the west side of the plant inside the security fence.  
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Comments: Transverse cracking; vegetation in cracks; vegetation in shoulders; shoulders not flush with 
pavement edge at south end of road; depressed shoulder area north of Virginia Avenue; concrete patch 
over culvert at Ditch 001; gravel fill over culvert draining to the C-613 basin with potholes and large 
depression holding water; low shoulders at north end of road; cracked concrete patch over northern 
culvert (south of Patrol Road 2); partially blocked storm drain inlet on east side of road over Ditch 015; 
subsidence area east side of road at Ditch 001 storm drain inlet; damaged culvert ends at monitoring well 
access, approximately 165 feet south of Gate 38D on the east side. Erosion of bank near culvert inlet at 
intersection of Service Road “A” and Patrol Road 1. Gravel road around the C-764 trailer complex has 
depressions and wash boarding, requires grading. 

Rating: Fair Priority: Medium  

Recommended Maintenance: 

1) Clear vegetation and seal cracks. 
Estimated 2019 Cost = $6,710 
 

2) Add gravel to potholes and low shoulder areas (approximately 2,000 square feet). 
Estimated 2019 Cost = $12,891 
 

3) Repair culvert ends. 
Estimated 2019 Cost = $4,729 
 

4) Repair bank erosion at Service Road “A” and Patrol Road 1 intersection. 
Estimated 2019 Cost = $3,572 
 

5) Grade gravel road around the C-764 Trailer Complex. 
Estimated 2019 Cost = $3,116 

Recommended Rehabilitation: 

1) Repair subsidence area at Ditch 001 storm drain inlet. 
Estimated 2019 Cost = $110,440 
 

2) Replace concrete patch over northern culvert crossing. 
Estimated 2019 Cost = $3,137 

5.2 PATROL ROAD #2 

Description: Patrol Road #2 is an asphalt perimeter patrol road, approximately 1.1 miles long, running 
east/west along the north side of the plant inside the security fence.  
 
Comments: Cracking (longitudinal, transverse, block, edge, joint reflection, alligator); vegetation in 
cracks; shoulders not flush with pavement; previously mentioned damaged culver at entrance to C-760-A 
has been replaced; slight settling of pavement at trench patch near 14th street intersection; standing water 
in south ditch, adjacent to C-747-A (east culvert inlet purposely set high to restrict flow to the C-613 
basin); standing water in ditch on north side of road at east end, near C-537-2; poor drainage in ditch just 
north of C-745-H due to gravel washing from storage yard; Damaged culvert inlet 450 feet west of 14th 
Street, running parallel to road on north side; subsidence area approximately 310 feet west of 14th Street 
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on north side over culvert crossing; ditch erosion where drainage swale intersects south roadside ditch 
near northwest corner of C-745-H. 
 
Rating: Fair  Priority: Medium 
 
Recommended Maintenance: 
 

1) Clear vegetation and seal cracks. 
Estimated 2019 Cost =$10,551 
 

2) Add gravel to low shoulder areas. 
Estimated 2019 Cost =$32,249 

 
3) Grade ditch sections on east end to drain.  

Estimated 2019 Cost =$16,558 
 

4) Repair damaged culvert inlet (450 feet west of 14th Street). 
Estimated 2019 Cost = $4,729 
 

5) Repair subsidence area (310 feet west of 14th Street). 
Estimated 2019 Cost = $2,546 

 
Recommended Rehabilitation: None 

5.3 PATROL ROAD #3 

Description: 
 
Patrol Road #3 is an asphalt perimeter patrol road, approximately 1.32 miles long, running north/south 
along the east side of the plant inside the security fence from Patrol Road #2 to Patrol Road #4. The road 
is separated by C-225 (Post 48) at Tennessee Avenue. The southern portion of the road lies within the 
DUF6 area. 

Comments: 
 
Cracking (longitudinal, transverse, block, edge, alligator); vegetation in cracks; vegetation in shoulders, 
shoulders not flush with pavement, poor drainage on west side at C-745-Z (south); damaged culvert 100 
feet north of Vermont Avenue, at south east corner of C-745-Y; damaged culvert on east side 55’ north of 
Vermont Avenue; Depressions/potholes at Gate 47E, gravel in west ditch at C-745-E restricting flow; 
damaged culvert on east side, north of Gate 48D, damaged culvert at monitoring well 255 entrance has 
been repaired; damaged culvert at C-617 entrance; blocked culvert at Ohio Avenue intersection; faulting 
at trench patches across road (south end); gravel trench repair across road (south end), southern end of 
road is concrete (east of C-745-V, inside DUF6 area); southernmost end is located within the DUF6 fenced 
area; gravel section inside DUF6 fencing, south of C-745-V; new gravel truck turn-around just inside the 
DUF6 area fencing is starting to wash out. Culvert under security fence at ditch 012 is about half plugged 
with silt restricting flow. 
 
Rating: Fair Priority: Medium 
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Recommended Maintenance: 
 

1) Clear vegetation and seal cracks. 
Estimated 2019 Cost =$10,551 

 
2) Add gravel to low shoulder areas. 

Estimated 2019 Cost =$9,030 
 

3) Repair damaged culverts. 
Estimated 2019 Cost =$18,916 
 

4) Patch gravel trench fill across road. 
Estimated 2019 Cost =$3,002 
 

5) Clear blocked culverts. 
Estimated 2019 Cost = $19,376 
 

6) Grade ditches to drain. 
Estimated 2019 Cost =$17,139 
  

 
Recommended Rehabilitation: None 

5.4 PATROL ROAD #4 

Description: 
 
Patrol Road #4 is an asphalt perimeter patrol road, approximately 0.68 miles long, in the southeast section 
of the plant inside the DUF6 Property Protection Area, between Patrol Road #3 and 14th Street. 

Comments: Pavement heaving at interface with Montana Avenue; longitudinal and transverse cracks; 
depressions (significant south of C-745-T where cylinder hauler traffic is frequent). 
 
Rating: Fair  Priority: Medium 
 
Recommended Maintenance: None 
 
Recommended Rehabilitation:  
 

1) Replace entire asphalt road (approximately 28,000 square feet).  
Estimated 2021 Cost = $834,857 
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5.5 PATROL ROAD #5 

Description: 
 
Patrol Road #5 is an asphalt/concrete perimeter patrol road, approximately 0.59 miles long, running 
north/south in the southeast section of the plant inside the security fence, between Ohio Avenue and 
Montana Avenue. The majority of the road is inside the DUF6 Area.  

Comments: 
 
North Asphalt Section – Asphalt with cracks and depressions. Blocked culvert inlet at south entrance to 
C-100-B. 
 
South Asphalt Section – Asphalt cracking (transverse, block, alligator, edge); depressions; and asphalt 
patches.  Culvert with damaged inlet and is possibly blocked; running under security fence, south of the 
C-810 gravel lot. 
 
South Concrete Section – Fault at expansion joint just south of DUF6 entrance gate in worse condition 
than previous year; joint in poor condition at intersection of Montana Avenue. 
 
Rating: Poor Priority: Low 
 
Recommended Maintenance: 
 

1) Clear blocked culvert at north asphalt section. 
Estimated 2019 Cost = $2,171 
 

2) Repair damage culvert inlet and clear culvert running under security fence at south asphalt 
section. 
Estimated 2019 Cost = $6,837 
 

3) Seal cracks and joint at Montana Avenue. 
Estimated 2019 Cost = $3,137 

 
 

Recommended Rehabilitation:  
 

1) Replace entire asphalt road section (approximately 28,000 square feet). 
Estimated 2020 Cost = $834,857 

 
2) Replace concrete pavement south of DUF6 entrance (approximately 300 square feet). 

Estimated 2020 Cost = $16,161 

5.6 4TH STREET 

Description: 4th Street is an asphalt plant road, approximately 0.31 miles long, on west side of plant 
between Ohio Avenue and Virginia Avenue. 
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Comments: Cracking (longitudinal, transverse, joint reflection); depressions, rough north rail crossing; 
pavement in poor condition north of Tennessee Avenue to Virginia Avenue; poor drainage on east side 
north of Ohio Avenue and at north end; trash over inlet at entrance to C-207; damaged/blocked culverts at 
both entrances to C-206; blocked culvert, south of Tennessee Avenue; blocked culverts crossing 4th 
Street, north and south of rail crossing.  
 
Rating: Poor Priority: Medium 
 
Recommended Maintenance: 
 

1) Clear blocked storm drain inlet at C-207. 
Estimated 2019 Cost = $2,107 
 

2) Clear blocked culverts. 
Estimated 2019 Cost = $12,648 
 

3) Repair damaged culverts. 
Estimated 2019 Cost = $9,455 
 

4) Grade, fertilize, seed & mulch depression in ditch 
Estimated 2019 Cost = $3,906 

 
Recommended Rehabilitation: 
 

1) Replace pavement north of Tennessee Avenue to Virginia Avenue (approximately 14,300 square 
feet).  
Estimated 2020 Cost = $413,955 
 

2) Remove rail crossing located north of Tennessee Ave. (Cost included in item 1 above). 

5.7 6TH STREET 

Description: 6th Street is an asphalt plant road, approximately 0.31 miles long, on the west side of the 
plant between Ohio Avenue and Virginia Avenue. 

Comments: Cracking (longitudinal, transverse, alligator, edge); restricted to one lane at C-743 fence; rail 
crossings in poor condition; rail crossing just north of Tennessee Ave has been replaced; 
damaged/blocked culvert south of Ohio Avenue; damaged and plugged between Tennessee Avenue and 
Virginia Avenue. Locations and issues are: 

 ~38 feet north of Tennessee Ave, both sides of road, culvert plugged and gravel washing; 
 ~74’ feet north of Tennessee Avenue, west side, plugged culvert, damaged ends. 
 ~112’ feet north of Tennessee Avenue, east side; plugged culvert, damaged ends. 
 `183’ south of Virginia Avenue, east side, plugged culvert. 

Rating: Poor Priority: High 

Recommended Maintenance: 
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1) Clear blocked culverts. 
Estimated 2019 Cost = $10,542 
 

2) Repair damaged culverts. 
Estimated 2019 Cost = $9,457 
 

Recommended Rehabilitation: 

1) Replace north rail crossing, north of Tennessee Avenue intersection. 
Estimated 2019 Cost = $95,795 
 

2) Remove rail crossing south of Tennessee Avenue. (Cost included in item 3) 
 

3) Replace entire length of pavement (approximately 35,000 square feet). 
Estimated 2019 Cost = $983,666 

5.8 8TH STREET 

Description: 8th Street is concrete plant road, approximately 0.18 miles long, east of C-720 between Ohio 
Avenue and Tennessee Avenue.  

Comments: Significant slab cracking, scaling, polishing, spalling, poor joint condition, asphalt patches, 
faded pavement markings north of C-720. Broken sections around storm drain inlet near C-200 are worse. 

Rating: Poor Priority: High 

Recommended Maintenance: None 

Recommended Rehabilitation:  

1) Replace entire length of pavement except new concrete sections (approximately 20,500 square 
feet) at south end.  
Estimated 2019 Cost = $1,091,992 

5.9 10TH STREET 

Description: 10th Street is a concrete/asphalt plant road, approximately 0.71 miles long, in the central 
section of the plant running north/south between Ohio Avenue and Patrol Road #2. The road is concrete 
between Ohio Avenue and Virginia Avenue. The road is asphalt between Virginia Avenue and Patrol 
Road #3. 

Comments: 

Ohio Avenue to Tennessee Avenue - Concrete portion shows polishing, slab cracking, scaling, poor 
joints, asphalt patches; Rail crossing at C-409 is in poor condition; road drainage restricted by graven 
along east edge at entrances to C-412 area has been cleared. 
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Tennessee Avenue to Virginia Avenue – Concrete portion shows polishing, slab cracking, scaling, poor 
joints; partially blocked culvert on west side at Virginia Avenue; poor drainage on east side at Virginia 
Avenue. 

Virginia Avenue to Patrol Road #2 – Asphalt cracking (joint reflection, longitudinal, alligator); poor 
drainage/blocked culvert at C-752 pad entrance. Damaged culvert end at entrance to C-753-A. Ditch 
erosion at C-616-A entrance; blocked culvert at rail crossing near C-616; broken pavement edge near 
Virginia Avenue intersection. 

Rating: Poor  Priority: High 

Recommended Maintenance: 

1) Seal cracks & joints. 
Estimated 2019 Cost = $32,098 
 

2) Clear blocked culverts and repair erosion at entrance to C-616-A. 
Estimated 2019 Cost = $7,695 
 

3) Clear blocked culvert and correct drainage issue at Virginia Avenue. 
Estimated 2019 Cost = $10,742 
 

4) Clear blocked culvert and grade ditch to drain at C-752.  
Estimated 2019 Cost = $10,429 
 

5) Repair damaged culvert at entrance to C-753-A. 
Estimated 2019 Cost = $4,729 
 

Recommended Rehabilitation: 

Ohio Avenue to Tennessee Avenue 

1) Replace concrete pavement sections (approximately 7,800 square feet). 
Estimated 2019 Cost = $415,773 

Tennessee Avenue to Virginia Avenue 

1) Replace concrete pavement sections (approximately 3,200 square feet). 
Estimate 2019 Cost = $171,015 

5.10 11TH STREET 

Description: 11th Street is a concrete/asphalt plant road, approximately 0.53 miles long, running 
north/south from Tennessee Avenue to Wyoming Avenue. The majority of the road is concrete from 
Tennessee Avenue to Vermont Avenue with a small section of asphalt overlay at the rail crossing 
southeast of C-400. The road is asphalt from Vermont Avenue to Wyoming Avenue. 
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Comments: 

Tennessee Avenue to Vermont Avenue – Asphalt overlay section at rail crossing on southern end with 
wide cracks; several filled holes from borings and utility crossings; asphalt utility crossing in poor 
condition; concrete with polishing, poor joints, cracking (significant between Virginia Avenue and 
Vermont Avenue), and scaling; new concrete recently placed over culvert between Virginia Avenue and 
Vermont Avenue. The northwest corner of the intersection with Virginia Avenue holds water. 

Vermont Avenue to Wyoming Avenue – Cracking (longitudinal, transverse); depressions at northern end; 
broken sections at north end; rail crossing to switchyard in poor condition; vegetation in cracks; low area 
on north side of C-335 west entrance; damaged culvert end at entrance to west grass area, near curve at 
Vermont Ave. Damaged culvert at access to monitoring well 205. New culvert installed at entrance to C-
760. Gravel has been placed over old rail crossing west of C535-2. Blocked culvert on west side of road 
across from door C335-1. 

Rating: Poor Priority: Low 

Recommended Maintenance: 

1) Seal cracks and joints 
Estimated 2019 Cost = $16,937 
 

2) Repair asphalt utility crossing. 
Estimated 2019 Cost = $2,943 
 

3) Grade area north of the C-335 west entrance to drain properly. 
Estimated 2019 Cost = $8,569 
 

4) Repair damaged culvert end, west side near Vermont Ave. and at MW 205 access. 
Estimated 2020 Cost = $9,742 
 

5) Clear curb cut at Virginia Avenue to allow road drainage. 
Estimated 2019 Cost = $5,842 
 

6) Clear culvert across from door C-335-1. 
Estimated 2020 Cost = $2,172 

Recommended Rehabilitation: 

1) Replace remaining original concrete between Virginia Avenue and Vermont Avenue 
(approximately 2500 square feet). Estimated 2022 Cost = $141,483 
 

2) Replace all pavement from Washington Avenue to Wyoming Avenue (approximately 13,300 
square feet). Estimated 2022 Cost = $408,454 

5.11 12TH STREET 

Description: 12th Street is a concrete plant road, approximately 0.17 miles long, on the east side of C-310 
between Ohio Avenue and Tennessee Avenue. 
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Comments: Concrete cracking, polishing, previous patches, scaling, poor joints; northeast curb separated 
from pavement; scaled and broken curb sections; asphalt curb on east side, north of C-310 is in poor 
condition; evidence of ponding water on north side of entrance to C-303; roadway drainage blocked at 
curb cuts. 

Rating: Poor Priority: High 

Recommended Maintenance: 

1) Correct drainage issues at C-303 entrance and at curb cuts. 
Estimated 2019 Cost = $16,638 
 

2) Seal joints and cracks. 
Estimated 2019 Cost = $30,550 

Recommended Rehabilitation:  

1) Replace pavement sections (approximately 16,500 square feet). 
Estimated 2019 Cost = $878,614 

5.12 13TH STREET 

Description: 13th Street is an asphalt/concrete plant road, approximately 0.38 miles long, in the central 
part of the plant, running between Washington Avenue and Wyoming Avenue on the north end and 
Michigan Avenue and Ohio Avenue on the south end. 13th Street (North) is an asphalt plant road, 
approximately 0.12 miles long. 13th Street (South) is a concrete road, approximately 0.26 miles long, west 
of C-333 between Michigan Avenue and Ohio Avenue. 

Comments:  

North - Cracking (longitudinal, transverse, alligator); vegetation in cracks; depressions, previous patches 
in poor condition; standing water at intersection of 13th and Washington. 

South - Concrete scaling, polishing, and cracking; broken sections at south end; broken curb sections; 
poor drainage at Gate 52B; poor joint condition. 

Rating: Poor Priority: High 

Recommended Maintenance: 

1) Seal joints and cracks. 
Estimated 2019 Cost = $44,040 
 

2) Grade area at Gate 52B to properly drain. 
Estimated 2019 Cost = $16,639 
 

3) Grade area at intersection of 13th and Washington to properly drain. 
Estimated 2019 Cost =$5,842 
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Recommended Rehabilitation: 

1) Replace all asphalt pavement at north end (approximately 13,300 square feet). 
Estimated 2022 Cost = $408,454 
 

2) Replace concrete pavement sections at south end (approximately 23,500 square feet).  
Estimated 2019 Cost = $1,252,025 

5.13 14TH STREET 

Description: 14th Street is a concrete/asphalt plant road, approximately 1.15 miles long, in the central 
section of the plant, between Montana Avenue and Patrol Road #2. The north section of 14th Street is an 
asphalt road, between Washington Avenue and Patrol Road #2. The central section of 14th Street is a 
concrete road, approximately 0.44 miles long, located in the central part of the plant running from Ohio 
Avenue to Tennessee Avenue; Virginia Avenue to Vermont Avenue; and from Vermont Avenue to 
Washington Avenue. The southern section of 14th Street is concrete, approximately 0.32 miles long, 
located within the DUF6 are between Montana Avenue and Michigan Avenue. 

Comments:  

North section pavement cracking (longitudinal, transverse, alligator, joint reflection), raveling, heaving, 
depressions; transition from asphalt to concrete at the south end is in poor condition; previous utility 
crossing patches in poor condition; partially filled culvert at the west entrance to C-541. Previously noted 
erosion at culvert outlet on west side of road, 250 feet south of Patrol Road #2 has been repaired. 

Central section concrete polishing, scaling, cracking, poor joints; poor shoulder drainage near northwest 
corner of C-337; pavement pulled away from curb at Washington Avenue east intersection; curb broken 
on west side at Vermont Avenue; drainage blocked at curb cuts between Vermont Avenue and Virginia 
Avenue; asphalt/concrete patches; gravel washout near fire hydrant west of C-331; poor drainage at Ohio 
Avenue, east side. 

Southern section concrete polishing, cracking, spalling, poor joints; vegetation in cracks at Gate 53; two 
panels on east side at C-745-K, rows M&N need to be replaced; 2 panels at C-745-G electrical manhole 
need to be replaced. Broken pavement needing patch south of Alabama Avenue. 

Rating: Poor Priority: High 

Recommended Maintenance:  

7) Clear blocked culvert at entrance to C-541. 
Estimated 2019 Cost = $9,688 
 

8) Clear vegetation and seal joints and cracks in concrete. 
Estimated 2019 Cost = $32,995 
 

9) Clear curb cuts to allow road drainage. 
Estimated 2019 Cost = $8,319 
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Recommended Rehabilitation: 

1) Replace all asphalt pavement with concrete at north end (approximately 19,000 square feet). 
Estimated 2019 Cost = $1,011,975 
 

2) Replace concrete pavement sections in central part of road (approximately 33,500 square feet). 
Estimated 2019 Cost = $1,783,900 
 

3) Replace concrete pavement sections in south (DUF6 area) part of road (approximately 1,000 
square feet). 
Estimated 2019 Cost = $53,344 

5.14 15TH STREET 

Description: 15th Street is an asphalt plant road, approximately 0.12 miles long, located in the northwest 
part of the plant, west of C-537-2, between Washington Avenue and Wyoming Avenue. 

Comments: Significant cracking (alligator, edge, transverse); broken sections; rutting; depressions, 
potholes. Minimal standing water at intersection of 15th Street and Washington Ave. 

Rating: Failed Priority: Low 

Recommended Maintenance: None 

Recommended Rehabilitation:  

1) Replace all pavement (approximately 12,000 square feet).  
Estimated 2022 Cost = $368,530 

5.15 16TH STREET 

Description: 16th Street is a concrete/asphalt plant road, approximately 1.19 miles long, located on the 
east side of the plan, between Montana Avenue, in the DUF6 area, and Vermont Avenue. The road is 
concrete from Montana Avenue to Tennessee Avenue (approximately 0.75 miles). The road is asphalt 
from Tennessee Avenue to Vermont Avenue (approximately 0.19 miles). 

Comments: 

Montana Avenue to Alabama Avenue (DUF6 Area) – Concrete polishing; cracking on west edge near 
Alabama Avenue; faulting at rail crossing; vegetation growth in rail crossing; spalling at edge of radius 
section at Montana Avenue. Gravel in roadway. 

Alabama Avenue to Michigan Avenue – Some concrete polishing; cracking; mild scaling; spalling at 
joints; joint condition fair; and wide joints at southeast corner of C-746-Q1. New fence installed across 
road south of C-746-Q. 

Michigan Avenue to Ohio Avenue – Concrete polishing; multiple slab cracks; poor joint condition; poor 
drainage on east edge near Ohio Avenue. 
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Ohio Avenue to Tennessee Avenue – Concrete polishing; cracking, poor joints, previous asphalt patches 
at joints in poor condition; spalling at north rail crossing; northern section has asphalt overlay in fair 
condition; poor drainage in northeast corner of Ohio Avenue intersection. New culvert added at access to 
monitoring wells 538 and 539. 

Tennessee Avenue to Vermont Avenue – Cracking (longitudinal, transverse, alligator, edge); depressions; 
water standing in ditch near rail crossing on east side (~ 140 feet north of Tennessee Ave); plugged 
culvert ~200 feet north of Tennessee Avenue, west side. 

Rating: Poor Priority: High 

Recommended Maintenance: 

1) Clear vegetation from rail crossing between Montana Avenue and Alabama Avenue. 
Estimated 2019 Cost = $375 
 

2) Seal joints and cracks at C-746-Q1. 
Estimated 2019 Cost = $7,309 
 

3) Seal joints and cracks in pavement from Michigan Avenue to Ohio Avenue. 
Estimated 2019 Cost = $46,289 
 

4) Clear culverts to drain area north of Tennessee Avenue 
Estimated 2019 Cost = $4,216 

Recommended Rehabilitation: 

1) Replace concrete pavement panels (approximately 1,000 square feet) south of Alabama Avenue. 
Estimated 2019 Cost = $53,345 
 

2) Replace concrete pavement (approximately 6,500 square feet) between Michigan Avenue and 
Ohio Avenue. 
Estimated 2019 Cost = $345,169 
 

3) Construct new drainage system along east side of road near Ohio Avenue. 
Estimated 2019 Cost = $115,641 
 

4) Replace all concrete pavement (approximately 20,500 square feet) from Ohio Avenue to 
Tennessee Avenue. 
Estimated 2019 Cost = $1,091,992 

5.16 17TH STREET 

Description: 17th Street is an asphalt plant road, approximately 0.12 miles long, located in the northwest 
part of the plant, east of C-537-2, between Washington Avenue and Wyoming Avenue.  

Comments: Significant cracking (alligator, edge, transverse, longitudinal); vegetation growth; broken 
sections; depressions, potholes, vegetation growth; rail crossing in poor condition. Water standing at 
intersection of 17th Street and Washington Avenue. 
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Rating: Failed Priority: Medium 

Recommended Maintenance: 

1) Grade north road edge to drain intersection of 17th Street and Washington Avenue. 
Estimated 2019 Cost = $5,842 

Recommended Rehabilitation:  

2) Replace all pavement (approximately 12,000 square feet). 
Estimated 2021 Cost = $357,796 

5.17 18TH STREET 

Description: 18th Street is a concrete/asphalt road, approximately 0.52 miles long, located on the east side 
of the plant between Kentucky Avenue and Ohio Avenue. 

Comments: 

Northern asphalt section (approximately 340’) – Significant cracking (transverse, longitudinal, alligator); 
depressions; drainage poor at intersection of Tennessee Avenue, west side. 

Concrete section (north of Ohio Avenue) – Concrete polishing; spalling; cracking; poor joints; vegetation 
in joints; mild scaling; erosion near drain inlet, north of Oklahoma Avenue intersection on east side; poor 
drainage south of Oklahoma Avenue intersection on east side. 

Asphalt section (South of Ohio Avenue) – Cracking (longitudinal, transverse, alligator, edge); 
depressions; bleeding; potholes; south rail crossing in poor condition. 

Concrete section (north of Kentucky Avenue) – Polishing; moderate cracking; poor joints, curb pulled 
away from curb near Kentucky Avenue. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Seal cracks and joints. 
Estimated 2019 Cost = $20,098 
 

2) Correct erosion and drainage issues at Oklahoma Avenue intersection. 
Estimated 2019 Cost = $8,319 

Recommended Rehabilitation: 

1) Replace entire northern asphalt pavement with concrete (approximately 8,200 square feet). 
Estimated 2019 Cost = $436,168 
 

2) Replace concrete pavement sections north of Ohio Avenue (approximately 5,800 square feet). 
Estimated 2019 Cost = $309,084 
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3) Replace southern asphalt pavement from Ohio Avenue to Michigan Avenue (approximately 

21,500 square feet).  
Estimated 2019 Cost = $604,252 
 

4) Replace southern rail crossing. 
Estimated 2019 Cost = $90,050 

5.18 20TH STREET 

Description: 20th Street is a concrete plant road, approximately 0.23 miles long, on east side of C-337 
between Vermont Avenue and Washington Avenue. 

Comments: Polishing; poor joints; spalling at joints; minor scaling; cracking (significant in 7 panels); 
damaged culvert inlet on east side at rail crossing, ~ 250 feet from Vermont Avenue intersection; gravel 
in road along east edge of road near C-337-A and intersection of access to C-637-1 affecting drainage. 

Rating: Poor Priority: High 

Recommended Maintenance:  

1) Seal joints and cracks. 
Estimated 2019 Cost = $41,209 
 

2) Repair damaged culvert. 
Estimated 2019 Cost = $4,729 
 

3) Grade area around intersection of road to C-637-1 to drain properly. 
Estimated 2019 Cost = $8,319 

Recommended Rehabilitation:  

1) Replace concrete pavement sections (approximately 1,700 square feet).  
Estimated 2019 Cost = $108,258 

5.19 21ST STREET 

Description: 21st Street is an asphalt/gravel road, approximately 0.45 miles long, on the east side of the 
plant in two sections. The south section is asphalt and runs between Arkansas Avenue and Missouri 
Avenue. The north section is gravel and runs between Vermont Avenue and Washington Avenue.  

Comments: 

Asphalt South Section – Significant cracking (transverse, longitudinal, alligator, edge); vegetation in 
cracks; ruts; depressions; broken pavement; potholes; standing water at culvert between road and rail spur 
to the west (south of Kentucky Avenue); curb cuts blocked at intersection of Kentucky Avenue. Some 
new asphalt patching noticed. 
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Gravel North Section – Mild wash boarding; vegetation on shoulders; poor drainage on shoulders at north 
end; water standing in sump at north end (east side). 

Rating: Poor  Priority: Medium 

Recommended Maintenance: 

1) Clear blocked culvert next to rail spur south of Kentucky Avenue. 
Estimated 2019 Cost = $9,688 
 

2) Repair grade at north end, south of Washington Avenue to improve drainage. 
Estimated 2019 Cost = $8,319 
 

3) Clear curb cuts to drain at Kentucky Avenue. 
Estimated 2019 Cost = $5,842 

Recommended Rehabilitation:  

1) Replace all asphalt pavement (approximately 25,000 square feet).  
Estimated 2020 Cost = $723,697 

5.20 22ND STREET 

Description: 22nd Street is an asphalt plant road, approximately 0.59 miles long, between Arkansas 
Avenue to Pennsylvania Avenue. 

Comments: Cracking (longitudinal, transverse, alligator, edge); cracking significant from Ohio Avenue 
to south edge of C-340 site and entire length from Missouri Avenue to Arkansas Avenue; depressions; 
potholes; settlement; standing water noticed in ditch on west side of road at C-533-2; possible blocked 
culvert inlet at C-531-2; subsidence area on west edge at fire hydrant, ~300 feet south of Pennsylvania 
Avenue. East side ditches near C-533 have temporary berms constructed to control runoff to ditch 012. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Correct drainage issues at C-531-2 and C-533-2. 
Estimated 2019 Cost = $4,216 
 

2) Repair subsidence area at fire hydrant, approximately 300 feet south of Pennsylvania Ave. 
Estimated 2019 Cost = $2,546 
 

3) Repair damaged culvert outlet and grade ditch at culvert inlet. 
Estimated 2019 Cost = $5,995 
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Recommended Rehabilitation:  

1) Replace asphalt pavement sections at the north end from Ohio Avenue to the south edge of the C-
340 site and from Arkansas Avenue to Missouri Avenue (approximately 27,000 square feet).  
Estimated 2020 Cost = $781,593 

5.21 24TH STREET 

Description: 24th Street is a gravel plant road, approximately 0.23 miles long, at the northeast side of the 
plant between Vermont Avenue and Washington Avenue. 

Comments: Depressions; potholes; vegetation in shoulders; rutting along edges; concrete section at C-
745-Z is in good condition; poor drainage along east side at south end, damaged culvert outlet at north 
entrance to C-745-Z1 near Washington Avenue; water standing in east ditch at Washington Avenue; 
Previously mentioned valve box cover ajar and valve leaking water into ditch at C-745-Z has been 
repaired. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Grade road. 
Estimated 2019 Cost = $27,527 
 

2) Repair damaged culvert at north entrance to C-745-Z1. 
Estimated 2019 Cost = $4,729 

Recommended Rehabilitation: None 

5.22 ALABAMA AVENUE 

Description: Alabama Avenue is a concrete plant haul road, approximately 0.51 miles long, at the 
southern part of the plant between Patrol Road #3 and Patrol Road #5 and is located inside the DUF6 
boundary. 

Comments: Polishing; scaling; poor joints; spalling at joints; spalling at corner of C-745-N & L on south 
side of road; cracking at electrical manhole at C-745-L; cracking between C-745-K on the west side; 
failed expansion joint at west end of C-745-F. 

Patrol Road #3 to 16th Street – Polishing; hairline cracking; scaling; poor joints; minor spalling at joints. 

Rating: Poor Priority: Low 

Recommended Maintenance: 

1) Seal joints and cracks. 
Estimated 2019 Cost = $88,034 
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2) Repair expansion joint at west end of C-745-F. 
Estimated 2019 Cost = $585 

Recommended Rehabilitation: 

1) Replace pavement section (approximately 250 square feet) at the C-745-L electrical manhole. 
Estimated 2019 Cost = $15,690 
 

2) Replace pavement sections (approximately 2,500 square feet) at the west end of C-745-K. 
Estimated 2019 Cost = $156,900 

5.23 ALASKA AVENUE 

Description: Alaska Avenue is a concrete plant haul road, approximately 0.33 miles long, in the 
southeast part of the plant in the DUF6 area, between C-745-M and S-745-S. 

Comments: Vegetation in joints; polishing; mild scaling; previous crack repairs. 

Rating: Fair Priority: Low 

Recommended Maintenance: None 

Recommended Rehabilitation: None 

5.24 ARKANSAS AVENUE 

Description: Arkansas Avenue is an asphalt plant road, approximately 0.06 miles long, in the southeast 
corner of the plant between 21st Street and 22nd Street. 

Comments: Cracking (alligator, edge); depressions, standing water in ditches on both sides of road. 

Rating: Failed Priority: Low 

Recommended Maintenance:  

3) Correct drainage issues. 
Estimated 2019 Cost = $16,640 

Recommended Rehabilitation:  

1) Replace all asphalt pavement (approximately 7000 square feet).  
Estimated 2021 Cost = $208,714 

5.25 KENTUCKY AVENUE 

Description: Kentucky Avenue is a concrete plant road, approximately 0.04 miles long, in the southeast 
corner of the plant, between 18th Street and 21st Street. 
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Comments: Polishing; cracking; poor joints; faulting at utility crossing patch, vegetation in joints; broken 
curb on east end. 

Rating: Poor Priority: Low 

Recommended Maintenance: 

1) Clear vegetation/seal cracks and joints. 
Estimated 2019 Cost = $7,309 

Recommended Rehabilitation: None 

5.26 MICHIGAN AVENUE 

Description: Michigan Avenue is a concrete plant road, approximately 0.27 miles long, in the southern 
part of the plant between 13th Street and 18th Street. 

Comments: Polishing; mild scaling, significant cracking; faulting; vegetation between curb and 
pavement; broken sections; drainage through curb cuts at 16th Street and 18th Street intersections is 
blocked. 

Rating: Failed Priority: High 

Recommended Maintenance:  

1) Clear area behind curb cut outs to allow road to drain. 
Estimated 2019 Cost = $5,786 

Recommended Rehabilitation:  

1) Replace entire length of pavement (approximately 35,000 square feet).  
Estimated 2020 Cost = $1,863,917 

5.27 MISSOURI AVENUE 

Description: Missouri Avenue is an asphalt plant road, approximately 0.1 miles long, in the southeast 
part of the plant between 18th Street and 22nd Street. 

Comments: Cracking (longitudinal, transverse); depressions; settlement at old rail crossing; vegetation in 
cracks. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Clear vegetation and seal cracks. 
Estimated 2019 Cost = $17,281 

Recommended Rehabilitation: 
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1) Replace pavement section (approximately 3,000 square feet) on east end at 22nd Street.  
Estimated 2021 Cost = $89,449 

5.28 MONTANA AVENUE 

Description: Montana Avenue is a concrete plant road, approximately 0.52 miles long, located in the 
south section of the plant, between the Entrance Road and Patrol Road #4. The western section is 
approximately 0.13 miles long and is located outside the DUF6 Property Protection Area (PPA). 

Comments:  

Outside PPA - Light cracking, pop-outs at joints; edge spalling; polishing; D-cracking & broken corner in 
panel at expansion joint (approximately 120’ from the Entrance Road); damaged expansion joint east of 
DUF6 East Road at Gate 49A has worsened.; failed expansion joint west of DUF6 East Road; joints in fair 
condition. 

Inside PPA – Previous epoxy patches at joints failed; broken concrete radius at Gate 49A (north side); 
polishing; vegetation in joints; mild scaling; (8) failed expansion joints. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

2) Replace sealant in two expansion joints outside PPA. 
Estimated 2019 Cost = $1,169 

Recommended Rehabilitation:  

3) Replace concrete sections at eight (8) expansion joints (approximately 7,700 square feet). 
Estimated 2019 Cost = $484,807 

5.29 NEBRASKA AVENUE 

Description: Nebraska Avenue is an asphalt plant road, approximately 0.08 miles long, in the southeast 
part of the plant between 18th Street and 22nd Street. 

Comments: East end of road with significant failure; cracking (alligator, edge); settlement; depressions 
throughout. Curb has been removed and is laying in sections on side of road at intersection of 22nd Street 
on the south side. 

Rating: Failed Priority: Medium 

Recommended Maintenance: None 

Recommended Rehabilitation:  

1) Replace all pavement (approximately 9,000 square feet). 
Estimated 2022 Cost = $276,397 
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5.30 OHIO AVENUE 

Description: Ohio Avenue is a concrete/asphalt plant road, approximately 1.03 miles long, in the central 
part of the plant between Patrol Road #1 and Patrol Road #3.  

Comments: Patrol Road #1 to 4th Street (A.K.A. Service Drive “A”) – Asphalt cracking (joint reflection, 
transverse); vegetation in cracks; gravel washout east of active rail spur has been repaired; shoulders not 
flush with pavement from 4th Street to active rail spur; blocked culvert outlet, south side at 4th street (Gate 
32); blocked culverts at active and inactive rail crossings on south side of road; ditch erosion downstream 
of weir in south ditch; damaged culvert outlet on south side just west of active rail spur has been 
removed; Shoulder washing near power pole 22-T2; gravel washing along both sides of roads. 

4th Street to C-720-G – Asphalt cracking (alligator; edge, longitudinal, transverse); depressions; raveling; 
west portion south of C-743 is considered in fair condition. 

C-720-G to 18th Street – Concrete cracking; scaling; polishing; pavement heaving south of C-720; poor 
joints; numerous crack repairs; undermining of road at fire hydrant south of C-300; sidewalk along north 
side at C-300 and C-302 shows polishing, vegetation in cracks, and a fault at the east side of C-300. 

22nd Street to Patrol Road #3 – Asphalt cracking (longitudinal, transverse, edge, alligator); vegetation in 
cracks; broken pavement at Patrol Road #3, blocked culvert under road at Patrol Road #3. 

Rating: Poor Priority: High 

Recommended Maintenance: 

1) Clear blocked culverts and grade ditches. 
Estimated 2019 Cost = $18,121 
 

2) Fill eroded ditch section downstream of weir. 
Estimated 2019 Cost = $8,319 
 

3) Place gravel on low shoulder areas. 
Estimated 2019 Cost = $20,138 
 

4) Repair fault in sidewalk on C-300 sidewalk (east side). 
Estimated 2019 Cost = $1,961 
 

5) Repair undermining of pavement near C-300 fire hydrant. 
Estimated 2019 Cost = $2,205 
 

6) Seal cracks in asphalt pavement. 
Estimated 2019 Cost = $24,239 
 

7) Patch broken pavement sections. 
Estimated 2019 Cost = $2,859 
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Recommended Rehabilitation: 

1) Replace all concrete pavement from 6th Street to 18th Street (approximately 110,500 square feet). 
Estimated 2019 Cost = $5,886,716 

5.31 OKLAHOMA AVENUE 

Description: Oklahoma Avenue is an asphalt plant road, approximately 0.08 miles long, in the southeast 
part of the plant between 18th Street and 22nd Street. 

Comments: Cracking (longitudinal, transverse, alligator); vegetation growth on east end; poor drainage at 
18th Street and at 22nd Street (south side at C-340). 

Rating: Poor Priority: Medium 

Recommended Maintenance:   

1) Correct drainage issues at east and west end of road. 
Estimated 2019 Cost = $8,319 

Recommended Rehabilitation:  

2) Replace pavement section at east end (approximately 1,200 square feet).  
Estimated 2022 Cost = $36,853 

5.32 PENNSYLVANIA AVENUE 

Description: Pennsylvania Avenue is an asphalt plant road, approximately 0.08 miles long, on the east 
part of the plant between 18th Street and 22nd Street. 

Comments: Minor cracking (transverse, longitudinal); bleeding; gravel rail crossing is in poor condition. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Fill and compact gravel in rail crossing. 
Estimated 2019 Cost = $775 

Recommended Rehabilitation: None 

5.33 TENNESSEE AVENUE 

Description: Tennessee Avenue is a concrete/asphalt plant road, approximately 0.96 miles long, in the 
central part of plant between 4th Street and Post 48. The west section from 4th Street to C-725 is asphalt, 
approximately 0.05 miles long. The central section from C-725 to 16th Street is concrete, approximately 
0.60 miles long. The east section from 16th Street to Post 48 is asphalt, approximately 0.15 miles long. 
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Comments: 4th Street to C-725 – Asphalt cracking (transverse, longitudinal, alligator); depression; 
pothole; poor drainage in ditches at 4th Street intersection; blocked culvert outlet and storm drain inlet at 
C-733 entrance. 

C-725 to 16th Street – Concrete cracking; spalling; broken sections; poor joints; damaged/blocked culvert 
at entrance to C-746-H3; water ponding along south edge of road west of 8th Street. 

16th Street to Post 48 – Asphalt cracking (longitudinal, transverse); depressions; faded lane markings; 
poor drainage along north and south sides of road; blocked culverts. Drainage path cleared from road to 
inlet at SW corner of C-746-D; storm drain inlet on SE corner of 16th Street intersection is elevated above 
the surrounding grade. Suggest periodic monitoring to determine any adverse effects. 

Rating: Poor Priority: High 

Recommended Maintenance: 
 

1) Clear blocked culvert and drain inlet at C-733 entrance. 
Estimated 2019 Cost = $9,688 

2) Seal joints & cracks in concrete pavement. 
Estimated 2019 Cost = $29,479 
 

3) Clear & repair culvert at C-746-H3 entrance. 
Estimated 2019 Cost = $6,837 
 

4) Grade adjacent ground west of 8th Street to allow south edge of road to drain. 
Estimated 2019 Cost = $15,837 
 

5) Seal cracks in asphalt pavement. 
Estimated 2019 Cost = $20,777 

Recommended Rehabilitation: 

1) Repair pothole and depressed area. 
Estimated 2019 Cost = $12,989 
 

2) Replace concrete pavement from 14th Street to C-725 (approximately 52,000 square feet). 
Estimated 2019 Cost = $2,688,547 
 

3) Construct new drainage system and replace existing culverts to drain area from 16th Street to Post 
48. 
Estimated 2019 Cost = $166,518 

5.34 TEXAS AVENUE 

Description: Texas Avenue is an asphalt road, approximately 0.46 miles long, in the northwest part of the 
plant between Patrol Road #1 and 10th Street. 
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Comments: Cracking (transverse, block, edge, raveling); vegetation growth; a few broken edges; 
potholes; rail crossing has been replaced; blocked culvert at monitoring well access (north side, furthest 
west); subsidence area in north drainage ditch (approximately 100’ east of western most monitoring well); 
partially blocked culvert at entrance to C-746-V; damaged culvert at north side across from C-752-A; 
partially blocked culvert at west entrance to C-752-A. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear blocked culverts. 
Estimated 2019 Cost = $6,325 
 

2) Repair damaged culvert. 
Estimated 2019 Cost = $4,730 

Recommended Rehabilitation: None 

5.35 UTAH AVENUE 

Description: Utah Avenue is an asphalt plant road, approximately 0.11 miles long, running between 11th 
Street and Virginia Avenue, north of the C-410/C-420 area. 

Comments: Significant cracking (longitudinal, transverse, alligator, edge); depressions; broken asphalt 
curb; poor drainage along edges. Culverts under entrances to C-415 and C-754 are partially plugged with 
silt. 

Rating: Failed Priority: Medium 

Recommended Maintenance:  

1) Clear blocked culverts. 
Estimated 2019 Cost = $4,217 

Recommended Rehabilitation:  

2) Replace all pavement (approximately 16,000 square feet).  
Estimated 2021 Cost = $477,061 

5.36 UNNAMED ROAD (DUF6 AREA -A.K.A. ARIZONA AVENUE) 

Description: Concrete haul road in the DUF6 area, approximately 0.17 miles long, running east/west, 
between Gate 55 and C-745-F.  

Comments: Polishing; vegetation in joints; significant cracking between C-745-G & C-745-L and east of 
14th Street intersection. 

Rating: Fair Priority: Medium 
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Recommended Maintenance:  

1) Clear vegetation/seal joints and cracks. 
Estimated 2019 Cost = $27,826 

Recommended Rehabilitation: 

1) Replace concrete pavement sections between C-745-G and L (approximately 2,000 square feet). 
Estimated 2019 Cost = $125,516 
 

2) Replace concrete pavement sections east of 14th Street intersection (approximately 1,000 square 
feet). 
Estimated 2019 Cost = $62,758 

5.37 VERMONT AVENUE 

Description: Vermont Avenue is a concrete plant road, approximately 0.53 miles long, in the northeast 
part of the plant between 11th Street and Patrol Road #3. 

Comments: Concrete polishing, cracking, poor joints; deteriorated culvert at north entrance to the C-416 
pad; erosion at headwall south side of road at 11th street north intersection; ditch section draining to the 
North/South Diversion ditch, due south of previously mentioned headwall is holding water. Culvert inlet 
elevated (bent up) northwest of C-360 near rail crossing (south side of road). 

Rating: Poor  Priority: High 

Recommended Maintenance: 

1) Remove deteriorated steel pipe culvert at north entrance to C-416. 
Estimated 2019 Cost = $16,638 
 

2) Seal joints and cracks.  
Estimated 2019 Cost = $63,343 
 

3) Repair culvert inlet. 
Estimated 2019 Cost = $4,729 
 

Recommended Rehabilitation:  

1) Replace concrete pavement sections (approximately 22,000 square feet). 
Estimated 2019 Cost = $1,172,009 
 

2) Regrade drainage ditch connected to the North South Diversion Ditch. 
Estimated 2019 Cost = $33,278 
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5.38 VIRGINIA AVENUE 

Description: Virginia Avenue is a concrete/asphalt plant road, approximately 0.91 miles long, in the 
central part of the plant between Patrol Road #1 and 16th Street. The west section is asphalt between 
Patrol Road #1 and C-745-B Entrance. The central section is concrete between the C-745-B Entrance and 
11th Street. The east section is asphalt between 11th Street and 16th Street. 

Comments: 

West Section – Significant cracking (longitudinal, transverse, alligator, edge); potholes; blocked culvert at 
entrance to C-745-A. 

Central Section – Cracking; poor joint condition; spalled joints; polishing, previous patches in poor 
conditions; gravel washout at entrance to C-759; poor drainage through curb cuts at 11th Street 
intersection; blocked culverts (10th Street, C-759; both sides of rail crossing, C-745-C); water standing in 
north ditch; gravel washing into north ditch at newly installed culvert crossing approximately 210 feet 
west of the C-759 entrance. 

East Section – Cracking (longitudinal, transverse, joint reflection, edge); previous patch around valve box 
at 16th Street on south side in poor condition; depressions; patch over culvert at 11th Street in poor 
condition; broken pavement/edge collapse at fire hydrant (south side), ~255 feet from 16th street. Blocked 
culvers at north west entrance to C-631 and to C-754-A. 

Rating: Poor Priority: High 

Recommended Maintenance: 

1) Clear blocked culvert at entrance to C-745-A, 10th Street, C-759, both side of rail crossing, C-
745-C, C-631 and C-754-A. 
Estimated 2019 Cost = $62,348 
 

2) Repair washout at C-759 and at newly installed culvert crossing. 
Estimated 2019 Cost = $645 
 

3) Repair broken pavement edge at fire hydrant ~255 feet from 16th Street, south side of road. 
Estimated 2019 Cost = $3,002 
 

4) Grade north ditch to drain. 
Estimated 2019 Cost = $16,640 
 

5) Seal joints and cracks. 
Estimated 2019 Cost = $52,379 

Recommended Rehabilitation: 

1) Replace entire west asphalt section with concrete (approximately 15,000 square feet). 
Estimated 2019 Cost = $798,597 
 

2) Replace concrete pavement sections (approximately 27,000 square feet). 
Estimated 2019 Cost = $1,438,731 
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5.39 WASHINGTON AVENUE 

Description: Washington Avenue is a concrete/asphalt road, approximately 0.50 miles long, in the 
northeast part of the plant between 11th Street and 24th Street. The west section is mostly concrete, with a 
short section of asphalt, approximately 0.16 miles long, between 11th Street and 14th Street. The eastern 
section is concrete and asphalt, approximately 0.34 miles long, between 14th Street and 24th Street. 

Comments: 

West Section – Asphalt section from 11th Street to C-335 truck alley; joint reflection cracking; asphalt 
curb broken; concrete section polishing; poor joints, scaling, cracking, rail crossing is in poor condition; 
evidence of standing water across from C-335-1 entrance; damaged culvert at east entrance to the north 
side of C-335.  

East Section – Concrete polishing, scaling, poor joints; cracking; asphalt section at east end is in good 
condition. 

Rating: Poor Priority: High 

Recommended Maintenance: 

1) Seal joints and cracks. 
Estimated 2019 Cost = $81,160 
 

2) Repair/replace culvert at north east entrance to C-335. 
Estimated 2019 Cost = $4,729 

Recommended Rehabilitation: 

1) Replace concrete pavement sections (approximately 3,000 square feet) between 11th Street and 
14th Street.   
Estimated 2019 Cost = $160,033 
 

2) Replace rail crossing at C-335 truck alley. 
Estimated 2019 Cost = $65,544 
 

3) Replace concrete pavement sections (approximately 7,500 square feet) between 14th Street and 
22nd Street.   
Estimated 2019 Cost = $398,514 

5.40 WYOMING AVENUE 

Description: Wyoming Avenue is an asphalt plant road, approximately 0.26 miles long located in the 
northeast part of the plant. The west section is approximately 0.1 miles long, between 11th Street and 13th 
Street. The east section is approximately 0.17 miles long, between 15th Street and 17th Street. 

Comments: East & West Sections - Significant cracking (longitudinal, alligator, transverse, edge); 
depressions; vegetation in cracks; rutting; culvert partially plugged just east of 15th Street. 
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Rating: Failed Priority: Medium 

Recommended Maintenance: 

1) Repair damaged culvert. 
Estimated 2019 Cost = $4,729 

Recommended Rehabilitation:  

1) Replace all pavement (approximately 21,500 square feet).  
Estimated 2022 Cost = $660,282 

5.41 C-100 AREA 

Description: The C-100 area is located in the south, central part of the plant and consists of concrete and 
asphalt roads and concrete sidewalks. 

Comments: 

Roads – Spalling at joints; poor joints; polishing; pop-outs; damaged previous repairs; cracking; faulting; 
and scaling. New entrance/exit to area around cafeteria. Area is now completely fenced out of the limited 
area. 

Sidewalks – Polishing; faulting; vegetation in joints; cracking; approximately 1000 square feet of 
sidewalks have been replaced. 

Other – broken/cracked curbs throughout; poor drainage on east side of C-100, north and west of C-100 
trailers.   

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Seal cracks and joints. 
Estimated 2019 Costs = $52,290 

Recommended Rehabilitation: 

1) Correct drainage issues on east side of C-100. 
Estimated 2019 Cost = $19,046 
 

2) Replace roadway pavement sections (approximately 2,000 square feet). 
Estimated 2019 Costs = $106,689 
 

3) Raise faulted sidewalk sections (mud jack). 
Estimated 2019 Cost = $51,214 
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5.42 C-103 AREA 

Description: The C-103 Area is the DOE Office Building area concrete/asphalt parking areas and 
concrete sidewalks. 

Comments: 

Asphalt Parking Area & Drives – pavement in good condition. 

Concrete Parking Area & Drives – good condition, yellow pavement markings faded. 

Drainage – Culvert holding water at entrance to concrete lot off Curlee Road; swale holding water at 
southwest corner of concrete lot. Main entrance culvert inlet water flow is restricted due to grade of ditch. 

Rating: Good Priority: Medium 

Recommended Maintenance: 

1) Grade ditch and swale near main entrance to improve drainage. 
Estimated 2019 Cost = $3,906 

Recommended Rehabilitation: None 

5.43 C-200 AREA 

Description: The C-200 Area is located in the central part of the plant, north of Ohio Avenue, and 
consists of concrete roads/drives and concrete sidewalks. 

Comments: 

Concrete road & parking area – polishing; slab cracking; broken curbs in east island; faulting; spalling; 
and faded markings. Broken sections of pavement around storm drain inlet on west side and curb inlet on 
north side. Cost for repairs to broken pavement around storm inlets is included in rehabilitation estimates 
for 8th Street and C-750 area pavement replacement.  

Sidewalks – faulting; cracks; vegetation in cracks; ground subsidence undermining sidewalk at NE corner 
near 10th Street (across from NW corner of C-710); valve box riser is not flush with surface in middle of 
sidewalk (tripping hazard) near SE corner of site. Sidewalk section north of the valve box riser 
(approximately 4’x 15’) needs to be replaced. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Seal cracks and joints. 
Estimated 2019 Cost = $60,906 
 

2) Paint new pavement markings. 
Estimated 2019 Cost = $9,095 
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3) Repair subsidence area (NE Corner near 10th Street). 

Estimated 2019 Cost = $2,546 
 

Recommended Rehabilitation: 

1) Replace concrete pavement sections (approximately 20,000 square feet). 
Estimated 2020 Cost = $1,098,895 
 

2) Replace sidewalk sections (approximately 500 square feet). (Some sections were replaced in 
2017) 
Estimated 2019 Cost = $17,613 

5.44 C-218 FIRING RANGE ACCESS 

Description: The C-218 Firing Range Access is a gravel road, approximately 0.04 miles long, west of the 
plant, off West Perimeter Road. 

Comments: Depressions and heavy vegetation growth. 

Rating: Poor Priority: Low 

Recommended Maintenance: 

1) Grade Road. 
Estimated 2019 Cost = $3,037 
 

Recommended Rehabilitation: None 

5.45 C-225 AREA 

Description: The C-225 area is on the east side of the plant around Post 48. There are gravel and asphalt 
areas. 

Comments: Gravel areas have vegetation growth and some depressions; gravel washout at southwest 
corner of the sally port; asphalt area has minor cracking. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation. 
Estimated 2019 Cost = $538 
 

2) Grade gravel areas. 
Estimated 2019 Cost = $3,593 
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3) Repair washout. 

Estimated 2019 Cost = $614 

Recommended Rehabilitation: None 

5.46 C-360 AREA 

Description: The C-360 complex is surrounded by concrete, asphalt and gravel areas and is located on 
Vermont Avenue on the east side of the plant.  

Comments: 

Concrete areas show cracking; scaling; polishing; poor joints; water standing in northwest entrance of 
Vermont Avenue. 

Asphalt areas show cracking (transverse, edge, alligator, block); depressions; vegetation growth. 

Gravel areas have depressions and vegetation growth; evidence of standing water at southeast corner of 
C-360 building near Gate 47H. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Seal cracks & joints 
Estimated 2019 Cost = $48,725 
 

2) Grade gravel areas. 
Estimated 2019 Cost = $48,356 

Recommended Rehabilitation:  

1) Replace northwest entrance off Vermont to correct drainage problem (approximately 1,250 
square feet). 
Estimated 2019 Cost = $65,896 

5.47 C-412 AREA 

Description: The C-412 trailer complex is a gravel area with located in the central part of the plant, north 
of C-710 with entrances off 10th and 11th Streets. 

Comments: Depressions worsening at both east and west parking lot entrances; vegetation growth around 
trailers; southeast culvert damaged and restricting flow (between trailer yard and east parking area) and 
northeast culvert blocked but not restricting flow (between trailer yard and east parking area). Trailer 
demolition in process. 

Rating: Fair Priority: Medium 
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Recommended Maintenance: 

1) Repair damaged culverts. 
Estimated 2019 Cost = $4,729 
 

2) Clear blocked culverts. 
Estimated 2019 Cost = $4,217 
 

3) Grade site. 
Estimated 2019 Cost = $151,613 
 

4) Remove vegetation around trailers. 
Estimated 2019 Cost = $1,003 

Recommended Rehabilitation: None 

5.48 C-611 AREA EXTERIOR PERIMETER 

Description: The C-611 Area Exterior Perimeter Roads are gravel roads, approximately 1.67 miles long, 
located west of the plant, along the west, north, and east sides of the C-611 Facility and Lagoons. 

Comments: Depressions holding water; wash-boarding; vegetation growth; road running east/west north 
of C-611-V is completely overgrown; plugged culvert at west road intersection with Water Works Road. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Grade roads. 
Estimated 2019 Cost = $133,254 
 

2) Clear blocked culvert. 
Estimated 2019 Cost = $2,108 
 

Recommended Rehabilitation: None 

5.49 C-611 WATER TREATMENT PLANT AREA 

Description: The C-611 Water Treatment Plant Area consists of asphalt and gravel lots/drives, 
surrounding C-611-H and I. 

Comments: 

Asphalt lot - Potholes; broken sections; alligator cracking; vegetation growth. 
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Gravel areas – Depressions; vegetation growth; water ponding at south east corner of C-611-S.  Erosion, 
poor drainage in east ditch near entrance gate. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Grade gravel areas. 
Estimated 2019 Cost = $25,503 
 

2) Grade ditch near entrance gate. 
Estimate 2019 Cost = $3,906 

Recommended Rehabilitation:  

1) Replace asphalt lot (approximately 10,000 square feet). 
Estimated 2019 Cost = $174,891 

5.50 C-611 AREA ROADS 

Description: The C-611 Area Roads are asphalt and gravel roads that run the inside perimeter of the C-
611 Facility. 

Comments: 

Asphalt Road (west and north) – Cracking (edge, block, alligator); depressions; vegetation; potholes. 

Gravel Road (east) – Rutting; depressions; vegetation growth. 

Blocked culvert at entrance to C-611 off Water Works Road. West road ditch (east side) south of basin 
access road is holding water. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation and grade gravel road. 
Estimated 2019 Cost = $13,664 
 

2) Clear blocked culvert. 
Estimated 2019 Cost = $2,108 
 
 

Recommended Rehabilitation:  

1) Overlay west asphalt road (approximately 28,500 square feet). 
Estimated 2019 Cost = $272,861 
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5.51 C-633 AREA 

Description: The C-633 area is primarily gravel and located in the southeast part of the plant, south east 
of C-333. 

Comments: Depressions and vegetation growth on the east and west sides; evidence of ponding water at 
C-633-1 (west side); standing water in ditch between C-633-B2 & C-633-4. Concrete drive on west side 
with polishing; scaling; & poor joints. 

Steel pipe culvert on east side, south of pump house is partially filled, outlet needs clearing; steel pipe 
culvert, SE corner of C-633-5 has gap visible between pipe sections at ground surface, partially filled 
inlet, outlet needs clearing; steel pipe culvert, SW corner of C-633-5 has plugged inlet and outlet; steel 
pipe culvert, between valves SR4 & SR5 is deteriorating and has a plugged outlet; previously mentioned 
subsidence at sump pump station NW of C-633-4 has been repaired. 

Rating: Fair  Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation and grade roads. 
Estimated 2019 Cost = $36,269 
 

2) Grade ditches to drain. 
Estimated 2019 Cost = $15,838 
 

3) Grade area at C-633-1 (west side) to drain. 
Estimated 2019 Cost = $15,838 
 

4) Seal joints in concrete drive. 
Estimated 2019 Cost = $48,725 
 

5) Clear plugged steel pipe culverts. 
Estimated 2019 Cost = $6,324 
 

6) Replace steel pipe culvert on west side near valve SR4 & SR5. 
Estimated 2019 Cost = $6,807 

Recommended Rehabilitation: None 

5.52 C-637 AREA 

Description: The C-637 area is primarily gravel and located in the northeast part of the plant, east of C-
337. 

Comments: West side gravel has wash-boarding and vegetation growth along shoulders, concrete apron 
is partially gravel covered and has poor joints; east side has depressions; wash-boarding; and vegetation 
growth along shoulders; north and south asphalt entrances on east side are in poor condition; damaged 
culvert under west gravel road near Vermont Avenue. 
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Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Grade entire area. 
Estimated 2019 Cost = $36,269 
 

2) Seal joints in concrete drive. 
Estimated 2019 Cost = $48,725 
 

3) Repair damage culvert near Vermont Avenue. 
Estimated 2019 Cost = $4,729 

Recommended Rehabilitation: None 

5.53 C-710 AREA 

Description: The C-710 area is comprised of concrete service drives, parking areas, and sidewalks and is 
located in the central part of the plant, north of the C-100 area. 

Comments:  

Roads & Parking – Polishing; spalling at joints; slab cracking; poor joints; scaling; faded markings. 

Sidewalks – Faulting at curbs and at control joints; cracks; broken corners of building stoops. Faulted 
sidewalk joints have been ground. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Seal joints and cracks. 
Estimated 2019 Cost = $9,329 

Recommended Rehabilitation: 

1) Replace concrete pavement (approximately 13,500 square feet). 
Estimated 2019 Cost = $721,719 
 

2) Replace concrete sidewalk (approximately 350 square feet).  
Estimated 2019 Cost = $12,330 
 

3) Raise sidewalks at curbs (mud jack). 
Estimated 2019 Cost = $25,141 
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5.54 C-720 AREA 

Description: The C-720 area is comprised of concrete/asphalt/gravel services drives/areas, 
concrete/asphalt parking areas, and concrete sidewalks and is located in the central part of the plant. 

Comments: 

Northeast Section – Concrete areas with polishing; slab cracking; poor joints; scaling; faded markings at 
parking area south of C-720-S. Asphalt areas with block cracking; vegetation in cracks; depressions; 
evidence of ponding water around storm drain inlet on north side of northern concrete service drive. 
Sidewalks sections missing; polishing; faulting; vegetation in cracks.  

Southeast Section – Concrete areas with polishing; poor joints; spalling at joints; faded markings; curbs 
cracked; slab cracks; previous asphalt patches. Asphalt parking area with depressions and cracking. 
Sidewalks with cracking, polishing; vegetation in joints; faults. Low area in pavement east of cross walk 
on south side at 8th Street entrance. 

Southwest Section – Concrete areas with polishing; scaling; spalling, cracking; faded markings; poor 
joints. Asphalt areas with cracking (longitudinal, transverse, alligator); depressions; vegetation growth. 
Gravel areas with depressions; washouts at west entrance to shipping and receiving off Water Works 
Road. 

Northwest Section – Concrete areas with polishing; scaling; spalling, cracking, poor joints; faulting; faded 
markings; and vegetation growth. Asphalt areas with block cracking and vegetation growth. Gravel areas 
with heavy vegetation growth. Water in sump area at northeast corner of C-724-B. Rail crossing in poor 
condition west of C-728. Poor drainage on south edge of entrance to C-724-D off 6th Street. 

Rating:  Poor Priority: Medium 

Recommended Maintenance: 

Northeast Section 

1) Seal cracks & joints (remove vegetation, seal joints and cracks). 
Estimated 2019 Cost = $33,499 
 

2) Repair fault in sidewalk south of overhead pipe rack. 
Estimated 2019 Cost = $3,735 
 

3) Re-paint faded pavement markings. 
Estimated 2019 Cost = $7,796 
 

4) Repair subgrade and correct grade at storm drain inlet to allow proper drainage. 
Estimated 2019 Cost = $38,092 

Southeast Section 

1) Seal cracks & joints (remove vegetation, seal joints and cracks). 
Estimated 2019 Cost = $42,017 
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2) Repair faults on sidewalks and service drives. 
Estimated 2019 Cost = $3,924 

Southwest Section 

1) Seal cracks & joints (remove vegetation, seal joints and cracks). 
Estimated 2019 Cost = $25,581 
 

2) Re-paint faded pavement markings. 
Estimated 2019 Cost = $5,197 
 

3) Grade gravel areas. 
Estimated 2019 Cost = $17,001 
 

4) Repair gravel washout areas. 
Estimated 2019 Cost = $8,320 

Northwest Section 

1) Seal cracks & joints (remove vegetation, seal joints and cracks). 
Estimated 2019 Cost = $79,178 
 

2) Re-paint faded pavement markings. 
Estimated 2019 Cost = $7,796 
 

3) Remove standing water from sump area (Fill in or cover if not required). 
Estimated 2019 Cost = $24,297 
 

4) Grade area south of C-724-D to drain. 
Estimated 2019 Cost = $8,320 

Recommended Rehabilitation: 

Northeast Section 

1) Replace concrete pavement sections (approximately 700 square feet). 
Estimated 2020 Cost = $38,785 
 

2) Construct new sidewalk along west side of 8th Street to Tennessee Avenue (approximately 1875 
square feet).  
Estimated 2019 Cost = $66,052 

Southeast Section 

1) Replace concrete pavement (approximately 3,400 square feet). 
Estimated 2020 Cost = $185,842 
 

2) Replace concrete sidewalk sections (approximately 1,300 square feet).  
Estimated 2019 Cost = $45,796 
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Southwest Section 

1) Replace concrete pavement sections (approximately 5,100 square feet). 
Estimated 2020 Cost = $282,804 
 

2) Replace concrete sidewalk sections (approximately 50 square feet).  
Estimated 2019 Cost = $1,814 
 

3) Replace asphalt pavement section with concrete (approximately 3,200 square feet). 
Estimated 2020 Cost = $177,762 

Northwest Section 

1) Replace concrete sections (approximately 11,000 square feet). 
Estimated 2020 Cost = $602,776 

5.55 C-730-C AREA 

Description: The C-730-C area is a gravel parking area west of C-730 and south of Water Works Road. 

Comments: Gravel has wash-boarding, potholes/depressions and vegetation growth; there is a 
deteriorating concrete parking curb north of power pole T1-P36; evidence of poor drainage along the 
north edge at Water Works Road. 

Priority: Medium  Rating: Fair 

Recommended Maintenance: 

1) Grade area. 
Estimated 2019 Cost = $16,639 

Recommended Rehabilitation: None 

5.56 C-730-D AREA 

Description: The C-730-D area is a gravel parking area west of C-730-C and south of Water Works 
Road. 

Comments: Gravel has wash-boarding, potholes/depressions and vegetation growth; there is a 
deteriorating wooden parking curb on the north west side; damaged pipe bollards around power pole guy 
anchor; evidence of poor drainage along the north edge at Water Works Road. 

Priority: Medium  Rating: Fair 

Recommended Maintenance: 

1) Grade area. 
Estimated 2019 Cost = $24,958 
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2) Replace pipe bollards. 
Estimated 2019 Cost = $6,927 

Recommended Rehabilitation: None 

5.57 C-743 AREA 

Description: The C-743 area is comprised of asphalt/gravel service drives and concrete sidewalks. The 
area is located on the southwest part of the plant, west of C-720. 

Comments: Fair  

C-743 North Asphalt Road – Depressions; vegetation growth; cracks (alligator, block, transverse). 

C-743 East Parking – Faded pavement markings; depressions; block cracks. 

C-743 South Asphalt Road – (Between 4th & 8th Street) transverse cracks; vegetation growth; faded 
pavement marking along old loading dock; shoulder washouts at fence along south fence line. 

C-743 Trailer Area – Gravel areas with depressions and vegetation growth; broken/blocked/damaged 
culvert southwest of C-743-T09. Culvert southwest of the space previously occupied by C-743-T07 has 
been replaced. Area sidewalks in good condition. Ditch on west side holding water due to plugged culvert 
south of Ohio Avenue. 

Priority: Medium  Rating: Fair 

Recommended Maintenance: 

3) Clear vegetation. 
Estimated 2019 Cost = $898 
 

4) Replace damaged/blocked culverts. 
Estimated 2019 Cost = $4,501 
 

5) Repair washouts in gravel along fence south of C-743. 
Estimated 2019 Cost = $7,919 

Recommended Rehabilitation: None 

5.58 C-745-A 

Description: C-745-A is a gravel DUF6 cylinder storage yard located on the west side of the plant, south 
of C-745-B. 

Comments: Minor depressions; vegetation growth (heavy on south end). 

Rating: Good Priority: Medium 
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Recommended Maintenance:  

1) Clear vegetation.  
Estimated 2019 Cost = $854 

Recommended Rehabilitation: None 

5.59 C-745-B 

Description: C-745-B is a gravel DUF6 cylinder storage yard located on the west side of the plant, north 
of C-745-A. 

Comments: Minor depressions; vegetation growth. 

Rating: Good Priority: Medium 

Recommended Maintenance:  

1) Clear vegetation. 
Estimated 2019 Cost = $898 

Recommended Rehabilitation: None 

5.60 C-745-C 

Description: C-745-C is an empty gravel DUF6 cylinder storage yard located on the west side of the 
plant, east of C-745-B. 

Comments: Heavy vegetation growth; depressions; wash-boarding; exposed subgrade at southwest 
corner; north ditch is silted in, restricting flow from yard drainage ditches. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation and grade gravel areas. 
Estimated 2019 Cost = $53,487 
 

2) Grade north Ditch. 
Estimated 2019 Cost = $16,639 

Recommended Rehabilitation: None 

5.61 C-745-D 

Description: C-745-D (A.K.A. C-745-OX) is a gravel/concrete, DUF6 cylinder storage yard located in the 
southeast part of the plant, south of C-745-G.  
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Comments: Northwest section of site is an old concrete building slab that has cracks; standing water; and 
vegetation growth. Remaining gravel yard has depressions; rutting; and vegetation growth. Evidence of 
some grade work in west ditch but west ditch is not draining properly. Storm drain inlet at north east 
corner is above ditch grade. Existing culvert in ditch is completely blocked and needs to be removed. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Remove vegetation. 
Estimated 2019 Cost = $898 
 

2) Remove existing culvert and grade ditch to drain. 
Estimated 2019 Cost = $10,127 

Recommended Rehabilitation:  

3) Re-construct gravel yard. 
Estimated 2021 Cost = $1,771,335 

5.62 C-745-F 

Description: C-745-F is an active gravel DUF6 cylinder storage yard located in the southeast section of 
the plant, west of C-745-K. 

Comments: Vegetation growth; old concrete pad north of gravel area has heavy cracking and vegetation 
growth; depressions and vegetation growth in gravel roads north and west C-745-F. Storm drain inlets 
located at the south east and south west corners are blocked with debris. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Clear vegetation. 
Estimated 2019 Cost = $7,186 
 

2) Grade roads. 
Estimated 2019 Cost = $85,424 
 

3) Grade west ditch to drain. 
Estimated 2019 Cost = $16,639 
 

4) Clear blocked storm drain inlets. 
Estimated 2019 Cost = $1864 

Recommended Rehabilitation: None 
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5.63 C-745-G 

Description: C-745-G is concrete, DUF6 cylinder storage yard located in the southeast corner of the plant, 
North of C-745-L. 

Comments: Vegetation in joints and cracks; hairline cracking; minor faulting at trench drain; concrete 
broken at north end of west trench drain. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation/seal accessible cracks and joints. 
Estimated 2019 Cost = $194,900 

Recommended Rehabilitation:  

1) Repair concrete at west trench drain. 
Estimated 2019 Cost = $18,828 

5.64 C-745-H 

Description: C-745-H is an empty gravel DUF6 cylinder storage yard located in the northeast corner of 
the plant. 

Comments: Depressions; heavy vegetation growth; significant washouts on the north and south sides; 
damaged culvert at the south west entrance off Washington Avenue. Culvert full of silt at the south east 
entrance. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation. 
Estimated 2019 Cost = $14,373 
 

2) Repair washout areas. 
Estimated 2019 Cost = $16,639 
 

3) Repair damaged culvert at south entrance. 
Estimated 2019 Cost = $4,730 
 

4) Clear blocked culvert. 
Estimated 2019 Cost = $2,108 

Recommended Rehabilitation: None 
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5.65 C-745-K 

Description: C-745-K is concrete, DUF6 cylinder storage yard located in the southeast corner of the plant, 
west of C-745-L. 

Comments:  

Minor polishing; scaling; minor cracks; vegetation in joints; D-cracking in slab corner near C-745-K 
transformer. 

West perimeter road with vegetation in joints; slight faulting at joints; polishing; failed expansion joint 
and cracking on south end. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation/seal accessible cracks and joints. 
Estimated 2019 Cost = $25,580 

Recommended Rehabilitation: 

1) Replace concrete pavement sections (approximately 1,200 square feet). 
Estimated 2019 Cost = $75,309 

5.66 C-745-L 

Description: C-745-L is concrete, DUF6 cylinder storage yard located in the southeast corner of the plant, 
east of C-745-K. 

Comments: Vegetation in joints; mild polishing; partially blocked drainage way blocking flow to storm 
inlets; D-cracking/spalling at roadway expansion joints; heavy cracking in roadway portion expansion 
joint at east side at Row G; spalled joint near Row PP (south part of yard on east side). Northeast corner 
shows some settlement (repair not required at this time). Some water was standing in southwest corner of 
yard. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation/seal accessible cracks and joints. 
Estimated 2019 Cost = $46,289 

Recommended Rehabilitation:  

1) Replace pavement sections near Row G on east side (approximately 500 square feet). 
Estimated 2019 Cost = $26,037 



2019 Paved and Unpaved 
 Surfaces Inspection Report 

6/14/19 
 

44 
 

5.67 C-745-M 

Description: C-745-M is concrete, DUF6 cylinder storage yard located in the southeast corner of the 
plant, North of C-745-S. 

Comments: Failed joint with faulting at south interface of C-745-M & K yards; mild polishing; scaling. 

Rating: Fair Priority: Medium 

Recommended Maintenance: None 

Recommended Rehabilitation:  

1) Repair failed joint. 
Estimated 2019 Cost = $292 

5.68 C-745-N & P 

Description: C-745-N & P are gravel, DUF6 cylinder storage yards located in the southeast corner of the 
plant, north of C-745-U. 

Comments: Vegetation growth (small trees). 

Rating: Fair  Priority: Medium  

Recommended Maintenance:  

1) Clear vegetation. 
Estimated 2019 Cost = $15,882 

Recommended Rehabilitation: None 

5.69 C-745-Q 

Description: C-745-Q is gravel, DUF6 cylinder storage yard located in the southeast corner of the plant, 
south of C-746-Q. Entire yard is now inside the DUF6 area fencing. 

Comments:  

Gravel area - Vegetation growth; depressions; gravel in paved ditches; wash-boarding; fines at surface. 

West perimeter road (concrete to Michigan Avenue) – Poor joints, vegetation in joints; minor spalling in 
joints; significant cracking in single pavement panel near third light pole from Michigan Avenue. 

Rating: Fair Priority: Medium 
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Recommended Maintenance: 

1) Clear paved ditches. 
Estimated 2019 Cost = $4,160 
 

2) Grade perimeter gravel roads. 
Estimate 2019 Cost = $44,204 

 
3) Seal joints and cracks. 

Estimated 2019 Cost = $22,231 

Recommended Rehabilitation:  

1) Replace concrete pavement section (approximately 250 square feet). 
Estimated 2019 Cost = $14,513 

5.70 C-745-R 

Description: C-745-R is concrete/gravel, DUF6 cylinder storage yard located in the southeast corner of 
the plant, east of C-745-Q. Yard is now inside the DUF6 area fencing. 

Comments: Vegetation in joints; poor joints; vegetation growth in south gravel area; fines at surface in 
gravel area south of C-745-R1.  

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation and seal joints. 
Estimated 2019 Cost = $30,453 

 
2) Clear vegetation from gravel. 

Estimated 2019 Cost = $755 
 

3) Grade gravel south of C-745-R1. 
Estimated 2019 Cost = $14,735 

 
Recommended Rehabilitation: None 

5.71 C-745-S 

Description: C-745-S is concrete, DUF6 cylinder storage yard located in the southeast corner of the plant, 
west of C-745-L. 

Comments: Vegetation in joints; slight polishing; drainage blocked at inlet on west end with silt and 
vegetation. Broken pavement at south east corner at road edge. 

Rating: Good Priority: Medium 
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Recommended Maintenance:  

1) Clear blocked inlet. 
Estimated 2019 Cost = $2,108 
 

2) Repair Broken Pavement (Approx. 20 square feet). 
Estimated 2019 Cost = $1,041 
 

Recommended Rehabilitation: None 

5.72 C-745-T 

Description: C-745-T is concrete, DUF6 cylinder storage yard located in the southeast corner of the plant, 
east of C-745-Q. 

Comments: Sealant at expansion joints in poor condition; mild scaling; spalling/D-cracks at panel 
corners; spalling at expansion joints; spalling at east drain inlet; damaged/broken pavement between 
Sections 1 & 2 and 2&3; faulting at south electrical manhole; broken/faulted pavement at southwest drain 
inlet (Section 4/Row J); gravel road on east edge of yard has rutting & vegetation growth. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Repair expansion joints. 
Estimated 2019 Cost = $41,416 
 

2) Seal cracks. 
Estimated 2019 Cost = $14,312 
 

3) Grade gravel road. 
Estimated 2019 Cost = $29,026 

Recommended Rehabilitation: 

1) Replace concrete pavement around east & west storm drain inlets (approximately 200 square 
feet). 
Estimated 2019 Cost = $15,689 
 

2) Replace pavement sections at north end of drive isles between Sections 1 & 2 and 2 & 3 
(approximately 2,500 square feet). 
Estimated 2019 Cost = $156,895 

5.73 C-745-U 

Description: C-745-U is concrete, DUF6 cylinder storage yard located in the southeast corner of the plant, 
north of C-745-T.  
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Comments: Mild polishing; vegetation in joints; mild scaling; minor cracking; faulting at drain inlet 
between sections 3/4 & E/F. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Spray vegetation. 
Estimated 2019 Cost = $8,428 

Recommended Rehabilitation: None 

5.74 C-745-V 

Description: C-745-V is a concrete, DUF6 cylinder storage yard located in the southeast corner of the 
plant, east of C-745-R1. Yard is now within the DUF6 area fencing. 

Comments: Poor joints; vegetation in joints; pop-outs; minor cracking. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Seal joints and cracks. 
Estimated 2019 Cost = $121,812 

Recommended Rehabilitation: None 

5.75 C-745-W 

Description: C-745-W is a concrete storage yard located in the southeast corner of the plant, west of C-
745-V. Yard is now within the DUF6 area fencing. 

Comments: Polishing; mild scaling; vegetation growth in joints; poor joint, minor cracking. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Seal joints and cracks. 
Estimated 2019 Cost = $24,362 

Recommended Rehabilitation: None 
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5.76 C-746-D 

Description: C-746-D is a gravel storage pad on the east side of the plant, northwest of C-225. 

Comments: Vegetation growth; poor drainage at south side along Tennessee Avenue. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Remove vegetation. 
Estimated 2019 Cost = $3,594 

Recommended Rehabilitation: None 

5.77 C-746-K LANDFILL PERIMETER ROAD 

Description: The C-745-K Landfill Perimeter Road is gravel, approximately 0.46 miles long, and located 
southwest of the plant off Water Works Road. 

Comments: Depressions; rutting; moderate vegetation growth. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Grade road. 
Estimated 2019 Cost = $55,057 

Recommended Rehabilitation: None 

5.78 C-746 SCRAPYARD AREA 

Description: C-746 Scrapyard access is a gravel road, approximately 0.26 miles long, in the northwest 
part of the plant. 

Comments: Depressions, wash-boarding and minor vegetation growth; shoulder washing on north side at 
northwest corner of C-745-F; damage to culvert flared end section near intersection of Patrol Road #1 at 
northwest corner of C-745-F; several areas between gravel roads holding water. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Grade roads. 
Estimated 2019 Cost = $31,119 
 

2) Repair washing area across from NW corner of C-747-F. 
Estimated 2019 Cost = $3,377 
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3) Repair erosion over triple culverts. 
Estimated 2019 Cost = $3,377 
 

4) Clear vegetation from ditches/weed eater. 
Estimated 2019 Cost = $14,650 

Recommended Rehabilitation: None 

5.79 C-746 NORTH & SOUTH WAREHOUSE AREA 

Description: The C-746 north and south warehouse consists of gravel/asphalt roads and is located in the 
northwest part of the plant, west of 10th Street. 

Comments: Gravel areas have depressions and vegetation growth. Asphalt areas have cracking (block, 
alligator, edge); depressions; and potholes. The south road rail crossing is in poor condition. Ditch and 
culvert silted in at southwest corner of C-746-B pad at the triple culvert sections. Damaged flared end 
section on inlet of one of the triple culverts. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Grade gravel areas. 
Estimated 2019 Cost = $80,974 
 

2) Clear triple culverts and repair end section. 
Estimated 2019 Cost = $10,295 

Recommended Rehabilitation:  

3) Replace all asphalt pavement on east side, north & south sections off 10th Street (approximately 
13,000 square feet). 
Estimated 2021 Cost = $387,612 
 

4) Replace rail crossing in south road. 
Estimated 2021 Cost = $78,276 

5.80 C-746-S LANDFILL ROAD  

Description: C-746-S Landfill road is an asphalt/gravel roads system around the C-746-S&T Landfill, 
approximately 1.27 miles long, north of Ogden Landing Road, off of Landfill Road. 

Comments: Asphalt cracking (longitudinal, transverse, block); heavy vegetation growth in cracks; gravel 
roads with vegetation growth. & wash boarding. 

Culvert ends damaged and gravel washing at entrance to MW397 access road. Culvert/ditch partially 
filled restricting flow just east of MW 225. Culvert completely blocked under access to MW225. 
Damaged culvert ends on culvert under access to MW220. 
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Rating: Poor Priority: Low 

Recommended Maintenance: 

1) Remove vegetation and seal cracks. 
Estimated 2019 Cost = $32,743 
 

2) Grade gravel roads. 
Estimated 2019 Cost = $73,409 
 

3) Clear culverts\ditches. 
Estimated 2019 Cost = $4,217 
 

4) Repair culvert ends. 
Estimated 2019 Cost = $9,182 

Recommended Rehabilitation: None 

5.81 C-750 AREA 

Description: The C-750 area is comprised of concrete/asphalt service drives/areas and concrete sidewalks 
and is located in the central part of the plant north of C-200. 

Comments: Concrete pavement with polishing; poor joints; scaling; cracking; broken sections; 
vegetation in cracks; asphalt patches. Asphalt service area with cracking; depressions; broken sections; 
and potholes. Side walk on the east side with polishing and vegetation in joints/cracks. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Seal cracks & joints in sidewalk (remove vegetation, seal joints and cracks). 
Estimated 2019 Cost = $3,654 

Recommended Rehabilitation: 

1) Replace concrete pavement (approximately 11,000 square feet). 
Estimated 2019 Cost = $588,358 
 

2) Pave asphalt service area (approximately 49,000 square feet). 
Estimated 2020 Cost = $882,675 

5.82 C-755 AREA 

Description: The C-755 Area consists of concrete drives, gravel service areas, and gravel parking lots. 
The area is located on the east side of the plant. 
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Comments: 

Gravel Areas – Depressions; vegetation growth; some washing of gravel at new concrete drainage swale 
at south end of site. C-725-A, C-755-N&P parking areas have depressions and vegetation growth. 

Concrete Areas – Concrete is new and in good condition. 

Rating: Good Priority: Medium 

Recommended Maintenance: 

1) Clear vegetation grade gravel parking areas. 
Estimated 2019 Cost = $226,647 
 

2) Repair gravel washout. 
Estimated 2019 Cost = $4,160 
 

Recommended Rehabilitation: None 

5.83 C-764-A PARKING LOT 

Description: C-764-A is a gravel parking lot located west of the plant off West Perimeter Road. 

Comments: Depressions holding water; vegetation growth; culvert outlet at south entrance culvert is 
blocked; rutting worse than previous year at both the north and south entrances off West Perimeter Road. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Grade lot. 
Estimated 2019 Cost = $69,826 
 

2) Clear blocked culvert. 
Estimated 2019 Cost = $2,108 

Recommended Rehabilitation: None 

5.84 C-800 MOTOR CYCLE PARKING AREA 

Description: C-800 is concrete parking area with a steel cover structure located south of Post 15 and west 
of C-100. 

 

Comments: 

Concrete shows polishing; spalling & cracks. Joint filler missing in places. 
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Structure paint is peeling; slight to moderate rusting; broken grout under south columns base plates; 
broken transite panel on south wall. 

Pavement markings in poor condition. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Seal cracks and joints in concrete. 
Estimated 2019 Cost = $2,400 
 

Recommended Rehabilitation: None 

5.85 C-810 PARKING LOT 

Description: C-810 is an asphalt parking lot located south of the C-100 Administration Building. 

Comments: 

Lot has been repaved. Good condition. Slight water ponding between catch basins. Asphalt in islands 
cracking.  

Concrete curbs with polishing; broken sections; spalling. 

West concrete sidewalk with polishing; faulting against back of curb; broken sections on north end; 
holding water against back of curb. 

North sidewalks have been replaced. 

Pavement markings good. 

Rating: Good Priority: Medium 

Recommended Maintenance: None 

Recommended Rehabilitation:  

1) Repair west sidewalk (mud jack). 
Estimated 2020 Cost = $70,974 
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5.86 C-811 PARKING LOT 

Description: C-811 is an asphalt parking lot located west of Post 15. 

Comments:  

Lot has been repaved. Good condition. Concrete sidewalk (east side) with polishing; cracks; 
heaved/broken at southeast corner of lot; vegetation in cracks/joints; faulting along curb; 
settled/heaved/broken at north section west of Post 15. 

Concrete sidewalk (north side) with vegetation in cracks/joints; faulting at joints (5 locations), previously 
noted collapsed section over culvert has been removed; broken sections at northwest section leading to 
Gate 22A; faulting along curb at northwest corner of lot. 

Outlet of steel pipe culvert under exit lane to Entrance Road is blocked. 

Rating: Good Priority: Medium 

Recommended Maintenance: 

1) Grind faults at sidewalk joints. 
Estimated 2019 Cost = $1,963 
 

2) Clear blocked culvert. 
Estimated 2019 Cost = $2,171 

Recommended Rehabilitation: 

1) Replace sidewalk section to Gate 22A (approximately 450 square feet).  
Estimated 2019 Cost = $15,962 
 

2) Replace sidewalk section at south east corner of lot (approximately 20 square feet).  
Estimated 2019 Cost = $709 

5.87 ANDERSON ROAD 

Description: Anderson road is a gravel road, approximately 0.46 miles long, located north of the plant 
between Waterline Road and the rail spur to TVA. 

Comments: Wash-boarding; rutting; depressions; vegetation growth. Eastern portion has not been 
maintained (closed bridge to TVA rail spur). 

Rating: Poor Priority: Medium  

Recommended Maintenance:  

2) Grade road. 
Estimated 2019 Cost = $54,560 
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Recommended Rehabilitation: None 

5.88 ANDERSON ROAD MONITORING WELL ACCESS 

Description: Anderson Road monitoring well access is a gravel road, approximately .53 miles long, and 
located northeast of the plant, at the TVA rail spur. 

Comments: Heavy vegetation growth; ruts; depressions; subgrade through gravel base in a few areas. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $56,387 

Recommended Rehabilitation: None 

5.89 BIG BAYOU ACCESS 

Description: The Big Bayou Creek access is gravel road, approximately 0.1 miles long, and located to 
the west of the plant off West Perimeter Road. 

Comments: Significant vegetation growth, heaviest at west end. Depressions.  

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Clear and grade road. 
Estimated 2019 Cost = $4,224 

Recommended Rehabilitation: None 

5.90 BIG BAYOU CREEK SAMPLING PATH 

Description: The Big Bayou Creek Sampling Path is the old Ogden Landing Road over Big Bayou Creek 
located north west of the plant, approximately 0.1 miles long. It is an asphalt/gravel path to the creek.  

Comments: Heavy vegetation growth (through path and along edges); ruts; depressions, standing water; 
damaged culvert inlet in field on west end near Big Bayou Creek. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $8,643 
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3) Repair culvert inlet. 

Estimated 2019 Cost = $4,729 

Recommended Rehabilitation: None 

5.91 BOLDRY SCHOOL ROAD MONITORING WELL ACCESS 

Description: The Boldry School Road monitoring well aces is a gravel road, approximately 0.17 miles 
long, located north of the plant, approximately 225 feet southwest of the Anderson Road – Boldry School 
Road intersection. 

Comments: Heavy vegetation growth; gravel visible in spots. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Clear and grade road. 
Estimated 2019 Cost = $14,695 

Recommended Rehabilitation: None 

5.92 DUF6 PARKING AREA AND ROADS 

Description: The DUF6 Parking Area Road are asphalt/gravel areas located south of the plant, east of the 
Entrance Road. 

Comments: 

Asphalt Lot and Roads – Cracking (block, transverse, longitudinal); pavement markings are in fair 
condition. Previous gravel lot is now paved. 

Previously mentioned partially blocked culvert has been cleared. Water appears to pond at pavement edge 
upstream of this culvert. No maintenance required. 

Rating: Fair  Priority: Medium  

Recommended Maintenance: 

1) Seal cracks asphalt. 
Estimated 2019 Cost = $5,457 

Recommended Rehabilitation: None 
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5.93 CLINTON ROAD 

Description: Clinton Road is a gravel road located south west of the plant, approximately 1,069 feet west 
of South Acid/Rice Springs Road intersection. Safety Concern - Noticed an open manhole on the west 
side of the road at the south end that needs to be covered. 

Comments: Deep depressions that hold water; vegetation growth in road. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $25,690 
 

2) Cover open manhole 
Estimated 2019 Cost = $2,161 

Recommended Rehabilitation: None 

5.94 CUMBERLAND ROAD 

Description: Cumberland Road is a gravel road located west of Rice Springs Road, between Clinton and 
Hickman Roads. 

Comments: Deep depressions that hold water; vegetation growth in road. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $6,649 

Recommended Rehabilitation: None 

5.95 CURLEE ROAD 

Description: Curlee Road is an asphalt road, approximately 0.56 miles long, that is located south of the 
plant, between the Entrance Highway and Water Works Road. 

Comments: Cracking (longitudinal, transverse cracking); faded markings; previously mentioned 
damaged culvert inlet has been removed as part of the new firing range construction. 

Rating: Good Priority: Medium 

Recommended Maintenance:  

1) Re-paint markings. 
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Estimated 2020 Cost = $24,089 
 

2) Repair damaged culvert ends. 
Estimated 2020 Cost = $4,871 

Recommended Rehabilitation: None 

5.96 DYKE ROAD 

Description: Dyke Road is an asphalt road, approximately 3.0 miles long, located on the north, east, and 
south sides of the plant. 

Comments: Cracking (block, longitudinal, transverse, edge); faded pavement markings on northern 
section near cemetery; blocked culverts at both entrances to C-762; damaged culvert ends at access to 
MW144, MW258, and KPDES002; blocked small culvert under walkway to C-755-N parking area; 
standing water at culvert ends on north side at McCall Road and at C-755-P east entrance; blocked culvert 
on west side of road just north of ditch 0012. 

Two sections of the reinforced concrete pipe culvert crossing under the road at Ditch 010 are broken and 
need to be replaced. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Repair damaged culverts. 
Estimated 2019 Cost = $100,000 
 

2) Clear blocked culverts. 
Estimated 2019 Cost = $37,724 
 

3) Grade ditches near McCall Road to drain. 
Estimated 2019 Cost = $17,296 

Recommended Rehabilitation: 

1) Repair Ditch 010 Culvert. 
Estimated 2019 Cost = $425,000 

5.97 ENTRANCE ROAD 

Description: The Entrance Road is a four-lane, asphalt road, approximately 1.7 miles long, located south 
of the plant between Post 15 and Woodville Road. 

Comments:  

Asphalt Road – Road has been widened and repaved. 
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Drainage – three blocked culverts at DUF6; two culverts with damaged culvert ends at the DUF6 site; 
roadway drainage blocked at curb cuts along west side just south of the C-810 Parking Area traffic signal. 

North Concrete Area – Cracking and poor joints. 

Sidewalks – Polishing; minor faulted joints; some sections have been replaced. 

Rating: Good Priority: Medium 

Recommended Maintenance: 

1) Clear blocked culverts (3 locations). 
Estimated 2019 Cost = $6,326 
 

2) Repair damaged culverts (2 locations). 
Estimated 2019 Cost = $9,458 
 

3) Re-establish drainage paths through curbs along west edge of road south of the C-810 traffic 
signal. 
Estimated 2019 Cost = $3,924 

Recommended Rehabilitation: 

1) Repair depression in road near existing storm drain inlet on west side of road south of the C-810 
traffic signal. 
Estimated 2019 Cost = $51,973 

5.98 HICKMAN ROAD 

Description: Hickman Road is a gravel road southwest of the plant, approximately 600 feet west of the 
South Acid/Rice Springs Road intersection. 

Comments: Deep depressions have been filled; some vegetation growth in road. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Clear and grade road. 
Estimated 2019 Cost = $10,126 

Recommended Rehabilitation: None 

5.99 KELLY ROAD 

Description: Kelley Road is a gravel road, approximately 1.0 miles long, located southeast of the plant, 
between Woodville Road and McCaw Road. 
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Comments: Ruts; depressions; potholes; wash-boarding; water standing in curve approximately ½ mile 
from McCaw Road. Water standing in various locations throughout length of road. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Clear and grade road. 
Estimated 2019 Cost = $86,452 

Recommended Rehabilitation: None 

5.100 KNOX ROAD 

Description: Knox Road is a gravel road, approximately 0.9 miles long, located southwest of the plant, 
off Rice Springs Road that runs to the old KOW Sewage Plant site. 

Comments: Overgrown with vegetation with depressions in road. Most of the gravel is not visible. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

1) Clear and grade road. 
Estimated 2019 Cost = $77,888 

Recommended Rehabilitation: None 

5.101 KPDES 001 ACCESS 

Description:  KPDES 001 Access is a gravel road, approximately 0.15 miles long, located west of the 
plant, off West Perimeter Road. 

Comments: Rutting; wash-boarding; vegetation growth.  

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear and grade roadway. 
Estimated 2019 Cost = $12,966 

Recommended Rehabilitation: None 

5.102 KPDES 010 ACCESS 

Description: KPDES 010 Access is a gravel road, approximately 0.29 miles long, located east of the 
plant, off Dyke Road. 
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Comments: Depressions; vegetation growth. Damaged culvert inlet at Dyke Road restricting flow. New 
access gate installed. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear and grade roadway. 
Estimated 2019 Cost = $25,068 
 

2) Repair damaged culvert inlet. 
Estimated 2019 Cost = $2,364 

Recommended Rehabilitation: None 

5.103 KPDES 011 ACCESS 

Description: KPDES 011 Access is a gravel road, approximately 0.03 miles long, located east of the 
plant, off Dyke Road. 

Comments: Vegetation growth; wash-boarding; erosion in ditch at culvert inlet off Dyke Road. New 
access gate installed. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear and grade roadway. 
Estimated 2019 Cost = $2,604 
 

2) Repair eroded area at culvert. 
Estimated 2019 Cost = $4,430 

Recommended Rehabilitation: None 

5.104 KPDES 015 ACCESS 

Description: KPDES 015 Access is a gravel road, approximately 0.05 miles long, located west of the 
plant, off West Perimeter Road. 

Comments: Depressions at east end of road; vegetation growth. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear and grade roadway. 
Estimated 2019 Cost = $4,321 
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Recommended Rehabilitation: None 

5.105 LAGOON ROAD 

Description: Lagoon Road is a gravel road, approximately 1.0 miles long, located north of the plant, 
around the C-616-E Lagoon back to C-612. 

Comments: Depressions; vegetation growth; poor drainage at west end of C-616-F. 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Grade areas holding water to drain. 
Estimated 2019 Cost = $8,860 

Recommended Rehabilitation: None 

5.106 LANDFILL ROAD 

Description: Landfill road is an asphalt road, approximately 1.0 miles long, located north of the plant, 
between Ogden Landing Road and the C-746-U landfill. 

Comments: Slight raveling; alligator cracking; and transverse cracking. 

Rating: Good Priority: Medium 

Recommended Maintenance: None 

Recommended Rehabilitation: None 

5.107 LITTLE BAYOU CREEK ACCESS 

Description: Little Bayou Creek Access is a gravel road east of the plant, approximately 0.1 miles long, 
off McCaw Road. 

Comments: The north-south portion off McCaw Road with vegetation growth and wash-boarding. The 
east-west portion to Little Bayou Creek is completely overgrown, no gravel is visible. 

Rating: Poor Priority: Medium 

Recommended Maintenance:  

2) Clear and grade roadway. 
Estimated 2019 Cost = $8,644 

Recommended Rehabilitation: None 



2019 Paved and Unpaved 
 Surfaces Inspection Report 

6/14/19 
 

62 
 

5.108 MCCAW ROAD 

Description: McCaw Road is an asphalt road, approximately 1.0 miles long, located east of the plant, 
between C-225 and the east DOE property line. 

Comments: Cracking (longitudinal; transverse; edge); vegetation in cracks (east end); broken sections at 
entrance to C-755-P gravel area; faded lane markings; heavy vegetation growth along road edges at east 
end; road is completely cut at Little Bayou Creek; water ponding at outlets of culverts at both entrances to 
C-755-N. Culvert filled in restricting flow under gravel access road leading to Little Bayou Creek Access. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Repaint lane markings. 
Estimated 2019 Cost =$33,782 
 

2) Grade ditch to drain at entrances to C-755-N. 
Estimated 2019 Cost = $17,338 
 

3) Clear culvert. 
Estimated 2019 Cost = $2,108 

Recommended Rehabilitation: None 

5.109 NACE ROAD MONITORING WELL ACESS 

Description: Nace Road Monitoring Well Access is a gravel road, approximately 0.14 miles long, located 
northwest of the plant, off Ogden Landing Road. 

Comments: Vegetation growth in road;  

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $12,102 

Recommended Rehabilitation: None 

5.110 NORTHEAST PLUME PUMP AND TREAT ACCESS ROAD 

Description: The Northeast Plume Pump and Treat Access is a gravel road system, approximately 0.46 
miles long, located northeast of the plant off Ogden Landing Road. 

Comments: Heavy vegetation growth (gravel not visible throughout); depressions; poor drainage near 
entrance off Ogden Landing Road and west of MW 293A. 
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Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $39,763 
 

2) Construct ditch system to drain area south of entrance off Ogden Landing Road. 
Estimated 2019 Cost = $17,137 

Recommended Rehabilitation: None 

5.111 OLD ACCESS ROAD 

Description: The Old Access Road is a gravel road, approximately 1.4 miles long, located east of the 
Entrance Road, between Woodville Road and the DUF6 area. 

Comments: Wash-boarding; rutting; encroaching vegetation; potholes; ditch erosion approximately 0.4 
miles from Woodville Road on the east side. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Repair ditch erosion area. 
Estimated 2019 Cost = $8,861 
 

2) Grade road. 
Estimated 2019 Cost = $186,286 

Recommended Rehabilitation: None 

5.112 #1 RAW WATER LINE ROAD 

Description: #1 Raw Water Line Road is a gravel road, approximately 1.5 miles long, located north of 
the plant, off Ogden Landing, running north, joining #2 Raw Water Line Road. 

Comments: Wash-boarding; depressions; vegetation growth; damaged culvert at entrance to MW491 and 
MW492, approximately .6 miles from #2 Raw Water Line intersection. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Grade road. 
Estimated 2019 Cost = $199,483 
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2) Repair damaged culvert ends. 
Estimated 2019 Cost = $4,729 

Recommended Rehabilitation: None 

5.113 #2 RAW WATER LINE ROAD 

Description: #2 Raw Water Line Road is a gravel road, approximately 3.24 miles long, located west and 
northwest of the plant, between C-611-Y and the exposed plant waterlines south of TVA. 

Comments: Wash-boarding; depressions; vegetation growth; damaged culvert end approximately 870 
feet south of Ogden Landing Road intersection; road edge collapse approximately .25 miles north of 
Ogden Landing Road intersection; culvert with damaged ends approximately 1.03 miles north of Ogden 
Landing Road intersection. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $430,883 
 

2) Repair collapsed road edge. 
Estimated 2019 Cost = $1,216 
 

3) Repair damaged culvert ends. 
Estimated 2019 Cost = $4,729 

Recommended Rehabilitation: None 

5.114 RICE SPRINGS ROAD (LOW WATER CROSSING) 

Description: The Rice Springs Road low water crossing is concrete paved path covering twin 5-foot 
diameter corrugated pipe culverts with gravel approaches. It is located west of the plant, south of the 
Water Works Road / Rice Springs Road intersection. 

Comments: Gravel approaches have wash boarding and potholes at concrete edges. Concrete shows 
polishing. Culverts inlet ends are damaged from debris impact. There was debris blocking the culverts. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Grade gravel approaches. 
Estimated 2019 Cost = $8,319 
 

2) Remove debris from inlets of culverts. 
Estimated 2019 Cost = $2,425 
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Recommended Rehabilitation: None 

5.115 SOUTH ACID ROAD 

Description: South Acid Road is a gravel road, approximately 1.37 miles long, located south of the plant, 
between Rice Springs Road and Entrance Road. 

Comments: Wash-boarding; vegetation growth; pot holes; depressions; wooden rail crossing is new; road 
is washed out west of Big Bayou Creek. Timber on west side of at-grade rail crossing has slight damage. 

Rating: Fair Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $163,974 

Recommended Rehabilitation: None 

1) Repair washed out road section. 
Estimated 2019 Cost = $346,319 

5.116 TRESTLE ROAD 

Description: Trestle Road is a gravel road, approximately 0.26 miles long, located south of the plant, off 
Curlee Road, providing access to rail bridge over Big Bayou Creek. 

Comments: Vegetation growth; wash-boarding; subgrade through gravel near Big Bayou Creek; 
damaged culvert ends at both east and west entrances off Curlee Road. 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Repair damaged culverts. 
Estimated 2019 Cost = $9,458 
 

2) Clear and grade road. 
Estimated 2019 Cost = $22,475 

Recommended Rehabilitation: None 

5.117 UNNAMED ROAD NORTH OF LANDFILL 

Description: The unnamed road is a gravel road, approximately 0.64 miles long, running east-west, 
located north of C-746-U Landfill. 
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Comments: Depressions; vegetation growth, wash-boarding; poor drainage near the northeast corner of 
C-746-U; heavy vegetation growth from the northeast corner of C-746-U to MW139. Noticed sediment 
runoff on edge of road from soil pile inside landfill fence (NE corner). 

Rating: Poor Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $55,012 
 

2) Construct drainage system to drain area near northeast corner of C-746-U. 
Estimated 2019 Cost = $16,639 

Recommended Rehabilitation: None 

5.118 UNNAMED ROAD OFF KELLEY ROAD 

Description: The unnamed road is a gravel road, approximately 0.75 miles long, located south of the 
plant, between Dyke Road and Kelley Road. 

Comments: Depressions; wash-boarding; vegetation growth. Several tree limbs down along edges of 
road (not impeding roadway). 

Rating: Fair Priority: Medium 

Recommended Maintenance:  

1) Grade road. 
Estimated 2019 Cost = $64,831 

Recommended Rehabilitation: None 

5.119 WARREN ROAD 

Description: Warren Road is an asphalt/gravel road located, approximately 0.36 miles long, southwest of 
the plant, off South Acid Road. 

Comments: Old broken pavement; depressions; ruts, potholes, vegetation growth. Treated timbers have 
been placed on the east side near the south end. Several fallen tree limbs along the road edges (not 
impeding roadway). 

Rating: Poor  Priority: Medium 

Recommended Maintenance: 

1) Clear and grade road. 
Estimated 2019 Cost = $31,119 
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Recommended Rehabilitation: None 

5.120 WATER WORKS ROAD 

Description: Water Works Road is an asphalt/concrete road, approximately 1.14 miles long, located 
south of the plant, running east/west from Rice Springs Road to the Post 15 area. 

Comments:  

Rice Springs Road to C-611 – Asphalt with depressions; alligator cracking; potholes; and vegetation 
growth. 

C-611 to West Perimeter Road – Cracking (edge, alligator, block, transverse); depressions. 

West Perimeter Road to end of asphalt, south of C-811 – Minor cracking in pavement; Gate 22A has 
broken sidewalk sections; sidewalk north of C-730 has polishing and vegetation growth in cracks; poor 
drainage from C-730 to west entrance to C-730-D (water standing at intersection of road between C-730-
C&C-730-D); broken pavement at southwest shoulder into C-720 shipping & receiving area; damaged 
culvert inlet (south side) at rail crossing Gate 36A. 

Eastern concrete section – polishing; cracking; poor joints; vegetation growth; Previously noted blocked 
culvert under access walk to C-811 has been removed. 

Rating: Poor Priority: Medium  

Recommended Maintenance: 

1) Repair damaged culvert. 
Estimated 2019 Cost = $4,730 
 

2) Seal joints and cracks in concrete pavement and sidewalks. 
Estimated 2019 Cost = $12,181 

Recommended Rehabilitation: 

1) Replace asphalt section from C-611 to West Perimeter Road (approximately 33,000 square feet). 
Estimated 2020 Cost = $955,280 
 

2) Construct new drainage system south of C-730 to C-730-D west entrance. 
Estimated 2020 Cost = $119,110 

5.121 WEST PERIMETER ROAD 

Description: West Perimeter Road is an asphalt road, approximately 0.9 miles long, located west of the 
plant, between Water Works Road and C-612. 
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Comments: Minor cracking (edge, transverse); raveling; blocked culvert with damaged ends under traffic 
pull over area north of ditch 015; damaged culvert inlet and outlet at south traffic pull over area; blocked 
culvert ends at MW329 access.  

Rating: Good Priority: Medium 

Recommended Maintenance: 

1) Clear blocked culverts. 
Estimated 2019 Cost = $4,217 
 

2) Repair damaged culverts. 
Estimated 2019 Cost = $9,457 

Recommended Rehabilitation: None 

6.0   CONCLUSION 

The paved and unpaved areas listed in this report were inspected in April and May 2019 as required by 
the scope of the U.S. Department of Energy (DOE) Task Order DE-EM0003733, Section C, paragraph 
C.5.6.3.3 and C.3.5.6.3.4, awarded to Swift & Staley, Inc., Paducah Infrastructure Support Services (the 
Contractor). The Contractor performed the following work: 1) inspected all surfaced areas and related 
structures; 2) inspected all unpaved roads, parking areas and ancillary areas; and 3) prepared this 
inspection report.  

The overall condition of the inspected paved and unpaved areas is considered poor. The PGDP road 
systems are nearing the end of their design life and require significant maintenance or complete 
replacement. 

7.0   ATTACHMENTS 

Attachment “A” – PGDP Pavement Condition Survey Sheets 

 

 



PGDP Pavement Condition Survey 

Facility: Anderson Road I Condition Survey Date: 
~-'3-l'f 

Inspector: P.A.C. 

Feature Description: Gravel road, approx. 1 mile long 

Feature Location: North of plant, between Waterline Road & rail tracks to TVA 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Evidence of previous grading and filling of depressions. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed) w 
Commer;ijf~avement, drainage, signage conditions: 

S°'~IL1 I · 

No cPio.n.s,c,s frOM- lo.fr A .r~ ck.t»l'e.C~IOV\,.f ha..~ ~ ~ ,6:,0.. ~ .,,.c.W. 

Recommended Maintenance: 

G~~ r oc.cl rt -a.!dl g "~"'"l 

Recqmmended Rehabilitation: 

~op~ 



PGDP Pavement Condition Survey 

Facility: Anderson Road MW access I Condition Survey Date: L{-s-,q 
Inspector: P.A.C. 

Feature Description: Gravel road 

Feature Location: North of plant, off Anderson Road, south of TVA 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed) ~ 
Comments on pavement, drainage, signage conditions: 

}-'b n~~t~-t ~"-~c.. .{;~ rrel.Jlc,.,t yee.-r. 

Recommended Maintenance: 

~~~ Y&-~J. 

Recommended Rehabilitation: 

\,)ol.)i. 



PGDP Pavement Condition Survey 

Facility: Big Bayou Access I Condition Survey Date: 
4:-3-t t 

Inspector: P.A.C. 

Feature Description: Gravel access to Big Bayou Creek 

Feature Location: West of plant off West Perimeter Road 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 1.. 
-

Comments on pavement, drainage, signage conditions: 

Wo 'Sl ~ l'l l ( Co.,t\. -t c.ho.,'<f2- .f,c..-., p1<v1e< Y". 

Recommended Maintenance: 

G:t~ r~J. 

Recommended Rehabilitation: 

\Jc~ 



PGDP Pavement Condition Survey 

Facility: Big Bayou Creek Sampling Path I Condition Survey Date: 
<-( ~ 3- ICf 

Inspector: P.A.C. 

Feature Description: Asphalt/Gravel Road approx. 0.12 miles long 

Feature Location: Northwest of plant off Ogden Landing Road (old Ogden Landing Road route) 

Pavement Type: ~ Asphalt Dconcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "2-
-

Comments on pavement, drainage, signage conditions: 

).)o St~ni\1Ccl.t"4 c~e C-QM.. ~r-euicv) yr. 

Recommended Maintenance: 

So.-t1,....J2. C&..,ll pt~I.C,V~ 

Recommended Rehabilitation: 

\)a'-J \;""' 



PGDP Pavement Condition Survey 

Facility: Boldry School Road MW Access I Condition Survey Date: t..( 
-3- l't 

Inspector: P.A.C. 

Feature Description: Gravel road, approx. 0.17 miles long 

Feature Location: North of plant, approx. 225 feet south west of the Anderson Road/Boldry School 
Road intersection 

Pavement Type: D Asphalt Oconcrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

µo Si":/'' 1 ( ,~ clu=,., ~ .c. ~ fr/CW Le> t,{ yr • 

Recommended Maintenance: 

~a. jl,\_c... 0..S p ('tfl/1 0 ... s 

Recommended Rehabilitation: 

,-..:,a..., r. 



PGDP Pavement Condition Survey 

Facility: Clinton Road I Condition Survey Date: 

'-1-3-J'i 
Inspector: P.A.C. 

Feature Description: Gravel road, approx. 0.13 miles long 

Feature Location: Southwest of plant, approx., 1069 feet west of South Acid Road/Rice Springs Road 
intersection. 

Pavement Type: D Asphalt OConcrete IZI Gravel 

Maintenance History: Evidence of previous grading. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2,.. 
-

Comments on pavement, drainage, signage conditions: 

)..}c:, S°'l '3\'\. I tc.o,--!, ~~,£. ~~ f>/'C.\110~ yi1, 

Uo-it c~ ~ C) fQ.JI\.. rn.on.1-\o(fit. C wcTf s;d..G of Sall-ih Q.~): ~e& to,~ Co~ 

Recommended Maintenance: 
Cz>c:.itt""-- ol'>i;vJ MJQ1'1 Ho L£ 
't)Ov~ c...< p('e!.\11.0 ,,..J 

. 

Recommended Rehabilitation: 

~).)"b 



PGDP Pavement Condition Survey 

Facility: Cumberland Road I Condition Survey Date: 
t/~3-J'f 

Inspector: P.A.C. 

Feature Description: Gravel road, approx. 0.25 miles long 

Feature Location: West of Rice Springs Road, between Clinton and Hickman Roads 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Evidence of previous grading. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

\.JO ~,~.f,c.cwv--l d'\o,~Q..~ CCVII" 1::>,cw~c,C.J vr. 

Recommended Maintenance: 

~~ Q..6 ~ f <.v\CI ;, < 

Recommended Rehabilitation: 

f,JOtJ /d' 



PGDP Pavement Condition Survey 

Facility: Curlee Road I Condition Survey Date: 
4--l'2.-l 9 

Inspector: P.A.C. 
\ 

Feature Description: Asphalt Road 

Feature Location: South of Plant, between Entra.nce Road and Waterline Road 

Pavement Type: IZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed i_ 
Comments on pavement, drainage, signage conditions: 

Uo S"ttjl'\1(~4 c..,~ ct..$ .r'(CMV' f>tc.M.00,C y-r, 

1)~ c..i>\u~t ~4t~dl \~t yl ~ be.~ (C.W'-CN~ fo< Cot\.I'ft..xJ;,_, 
o( tauz. l'\.e..w f:' r .' ""-) -, ,l"\...s-e., 

Recommended Maintenance: 

14~,·""+ VW-b-i' l.: ~~ ~ 

/ 

Recommended Rehabilitation: 

\.)c:>uC 



PGDP Pavement Condition Survey 

Facility: Dyke Road I Condition Survey Date: 
~~25- J'/ 

Inspector: P.A.C. 

Feature Description: Asphalt Road, approx. 3 miles long 

Feature Location: South and East of plant 

Pavement Type: IZI Asphalt OConcrete D Gravel 

Maintenance History: Unkown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 5 
-

Comments on pavement, drainage, signage conditions: 

µo ~,,, .... Gea...~~ c\ll.o...n,~9 {,O;Vl.- pr11t.v\c:, ,.~ yt. 

.·. ,,Cl.)\\let1 u Nier tLt Lu 4-~ le.> I.S -plo~~ C.o~~-

Recommended Maintenance: 

""°'~ o....r f l'e,.1 LO" l 

dc..Q...(" Mtu 4q.l, a,cc.q__~S' c.u ( 0 'U"'/. 

Recommended Rehabilitation: 

\J(:l\jg"" 



PGDP Pavement Condition Survey 

Facility: Entrance Road I Condition Survey Date: 
4~'2.~-19 

Inspector: P.A.C. 

4 PA t~ 1-1~1 '1 
Feature Description: Asphalt Road ~lane); concrete at Post 15 area 

Feature Location : Woodville Road to Post 15 

Pavement Type: ~ Asphalt ~ Concrete D Gravel 

Maintenance History: New pavement and ditch work 

PASSER RATING: (5 = Exce llent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Fai led 5 
~ 

Comments on pavement, drainage, signage conditions: 

Ro"AP 1~A$ otE"-1 l>.J10B"N6"!) A.._,O ILE:1' A \l Erb . wt.~ 1 01 0 I:. DtK .. ~-.:; f~V\:, 6~ 
(Ze-(:,(\.A)~. 

(~) ~l\()._i)(HJ)t vu.,l>l.,eO CU-\J~~ kr vur'<.,;,; (1) DArU.~~€0 ~~i @.l)u("tp 

c.l..)1.-\J~ tNu::r 0E:\..CW "->dl,"'iii \Z.J<l11., 5?u~ G>N sA~T noi; ,s 4,6'c::v8 !.>ttl./v &mi. 

Wv\'11.=..~ t'ot-JO ) IJ~ a"> u..i~· no€ Ot ,LG'4.J> ~~IL ,tl..~(:(-'L(. ~tb/V~l- ~ ~IL 

~ c..-~\i!!> 

Recommended Maintenance: 

C::L~fL PLuG&t::O Cu<...V~> 

~fA1(1.... C> A lf,1,-1(' S-0 C..\Jl..,1.1~ 

C'U.:::/UL Cu~ C,V'f 

Recommended Rehabilitation : 

-\J~t. 



PGDP Pavement Condition Survey 

Facility: Hickman Road I Condition Survey Date: 4 -'3-1 <r' 
Inspector: P.A.C. 

Feature Description: Gravel road, approx .. , 0.13 miles long 

Feature Location: Southwest of plant, approx. 600 feet west of South Acid Road/Rice Springs Road 
intersection. 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Evidence of previous grading. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
~ 

Comments on pavement, drainage, signage conditions: 

~6 sc.1\'\l.{: ~+ cit\,cil,~~ {rfW>A- p~\IIO fX yv. 

Recommended Maintenance: 

'So,"M,.Q, cu. ~,-u}\ o.> .i 

Recommended Rehabilitation: 

~ c:) \..) Ii""" 



PGDP Pavement Condition Survey 

Facility: Kelly Road I Condition Survey Date: 
~-1-1q 

Inspector: P.A.C. 

Feature Description: Gravel road, approx. 2.2 miles long 

Feature Location: Southeast of plant 

Pavement Type: D Asphalt Dconcrete IZI Gravel 

Maintenance History: Evidence of previous grading 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed j 
~ 

Comments on pavement, drainage, signage conditions: 

~G S'(~1(1..~ ~~ f,Cl)I,,,., T, (> "' Ol> ~ 'Yf. 

Recommended Maintenance: 

~ C!a...- 'f'TC'lllON t 

Recommended Rehabilitation: 

~c,""li 



PGDP Pavement Condition Survey 

Facility: Knox Road I Condition Survey Date: l{- "3- ,q 
Inspector: P.A.C. 

Feature Description: Gravel road, approx. 0.9 miles long 

Feature Location: Southwest of plant, old access road to KOW sewage plant 

Pavement Type: D Asphalt Dconcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
~ 

Comments on pavement, drainage, signage conditions: 

t-)0 C\~V\:(a.e.Q.rv-t d,\o.n.Jt-<" ,~ f~1CH-S Y'• 

A .ft.-:> i> crl kc t.s a"" we.. .. ~ ~JL ( we..rt o( loc,L..~ CU:.C.'U" s sak) 

Recommended Maintenance: 

~ Cl.< t~l 'yt. 

Recommended Rehabilitation: 

~o~6 



PGDP Pavement Condition Survey 

Facility: KPDES 001 Access I Condition Survey Date: 
4- n .. - ,ct. 

Inspector: P.A.C. 

Feature Description: Gravel access road 

Feature Location: West of plant, off West Perimeter Road 

Pavement Type: D Asphalt OConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

)Jo S\Cjf\: [1'CQ.,~ C,~ ~ (;' ~ pjt:.,iJ)C-l<.. yr. 

Recommended Maintenance: 

E cs..iW\....t. ~ ?~ooS. '/". 

Recommended Rehabilitation: 

\)o ~,;;-



PGDP Pavement Condition Survey 

Facility: KPDES 010 Access I Condition Survey Date: 
t{-1...r-,c:i 

Inspector: P.A.C. 

Feature Description: Gravel access road 

Feature Location: East of plant, off Dyke Road 

Pavement Type: D Asphalt Dconcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

~b S<.';,r'\ Ji C.G.t\.~ c::.\.ui..""5'2- f:,....,........ tr<.>v to 111 yr. 

U~U> Q..d:_,e.<( ~<1lk:. t~dG,.I ~ 

Recommended Maintenance: 

'b°O...~ cw.A, p f'<..V IO<.>S y{. 

Recommended Rehabilitation: 

))o~t:. 



PGDP Pavement Condition Survey 

Facility: KPDES 011 Access I Condition Survey Date: 
4-"2.:,~ l't 

Inspector: P.A.C. 

Feature Description: Gravel access road 

Feature Location: East of plant, off Dyke Road 

Pavement Type: D Asphalt OConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4= Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

L)o s-11)1'\J) CB,l\."1 c:.l;\.A.n,J,e. (,Olv f>"c,v1,.C>dl yr· 

Recommended Maintenance: 

~ Ca.( f)r<,11\.0 .. t )Y• 

Recommended Rehabilitation: 

~\J'\5' 



PGDP Pavement Condition Survey 

Facility: KPDES 015 Access I Condition Survey Date: 
'1-('l,- \, 

Inspector: P.A.C. 

Feature Description: Gravel access road 

Feature Location: West of plant, off West Perimeter Road 

Pavement Type: D Asphalt DConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

\l~ t"tc,o,'t~-t ch.~i<=- (..a.M.. frt,v\.C>S 'J( • 

Recommended Maintenance: 

S"C!II~ CL( f>te.u\..C->( w. 

Recommended Rehabilitation: 

~ 



PGDP Pavement Condition Survey 

Facility: Lagoon Road I Condition Survey Date: 
l{-\'2.-(~ 

Inspector: P.A.C. 

Feature Description: Gravel road approx. 1 mile long 

Feature Location: North of plant around C-616-E to C-612 

Pavement Type: D Asphalt OConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

\.Jb S"l,t\:r:~a-..t ~L ~~ ~(C,vtC!>.e.r yr. 

Recommended Maintenance: 

s-~ a.... -f ~C!!!.N\ c,>J( 'i I/. 

Recommended Rehabilitation: 

\)C!iU£: 



PGDP Pavement Condition Survey 

Facility: Landfill Road I Condition Survey Date: 
i.t- ".>-I~ 

Inspector: P.A.C. 

Feature Description: Asphalt road, approx. 0.35 miles long 

Feature Location: North of plant, from Ogden Landing Road to Landfill 

Pavement Type: IZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 4 
~ 

Comments on pavement, drainage, signage conditions: 

\lo S"tCft\~~~4 ~s~ f~C)M. f,-C..ULOl ')r; 

Recommended Maintenance: 

~otJtr 

Recommended Rehabilitation: 

µatJ.C"' 



PGDP Pavement Condition Survey 

Facility: Little Bayou Creek Access I Condition Survey Date: 
lJ., l. s--- l'l 

Inspector: P.A.C. 

Feature Description: Gravel access road 

Feature Location: East of plant, off Mccaw Road 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
-

Comments on pavement, drainage, signage conditions: 

~o 'S\CjV\:f c.a...d c.~c... (:_,.,._ r.a..11to~s y{. 

Recommended Maintenance: 

b'G.Jl,\L cu ptC.t'10 o< 

Recommended Rehabilitation: 

\la'-3 ~ 



PGDP Pavement Condition Survey 

Facility: Mccaw Road I Condition Survey Date: 
~ ... "l-S"· l«\: 

Inspector: P.A.C. 

Feature Description: Asphalt road 

Feature Location: West of plant, between east DOE property line and Post 48. 

Pavement Type: IZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
~ 

Comments on pavement, drainage, signage conditions: 

\Jo ~i,fi ~-\" ~s~s f"°"""' t>,-io..a:.1 Y" · 

Recommended Maintenance: 

Va..W\.Co ~ ffetJ\0•$ "/(. 

Recommended Rehabilitation: 

P:,Nf" 

-- -



PGDP Pavement Condition Survey 

Facility: Nace Road MW Access I Condition Survey Date: 

<.{,p ~-I' 
Inspector: P.A.C. 

Feature Description: Gravel access road 

Feature Location: Northwest of plant, off Ogden Landing Road 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Culvert replacement 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

v(~a,\ ... -t~ ·~ ro- .. Jt. 

u.lit.Ai CJ(.) \JCl¥'4 ~c..t b~ rc.p( a..c.; ~Jl . W"-<liko...at G.f~ ~P'-•~. 

Recommended Maintenance: 

Cl ua,-, t' 5rCLJl.L. r a ...J..... 

Recommended Rehabilitation: 

~OU~ 



PGDP Pavement Condition Survey 

Facility: North East Pump & Treat I Condition Survey Date: 
L\-3-t 9 

Inspector: P.A.C. 

Feature Description: Gravel access to wel.1 area 

Feature Location: Northeast of plant on south side of Ogden Landing Road 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

).lo~:(\~\ C~"jec. Gea,.... f'CNLO~ yr. 

Recommended Maintenance: 

~ 0- p r4.1111...-J yr . 

-

Recommended Rehabilitation: 

~o\).E:'" 



PGDP Pavement Condition Survey 

Facility: Old Access Road I Condition Survey Date: 
4-2. -r- - I 't 

Inspector: P.A.C. 

Feature Description: Gravel road 

Feature Location: East of entrance road, between Woodville Road and DUF6 Conversion Services site. 

Pavement Type: D Asphalt Oconcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2-
-

Comments on pavement, drainage, signage conditions: 

\JC> ~I 01.J,f\CJl\rJf C\4d\"~b--< ~Cl\}c.e--J) 

).J~ c~,o~ 8ul..l.,.l)1Ub 6(::1 N(> ee....,_,nn.,vc.1~'1) 

Recommended Maintenance: 

-S-AM.,,C A~ Pr)...£\ll<>v~ 

Recommended Rehabilitation: 
f>~ 

"TIii ~·t, ._ 4l2.~/1'1 NC'lvb 



PGDP Pavement Condition Survey 

Facility: #1 Raw Waterline Road I Condition Survey Date: 
'-l-1-1~ 

Inspector: P.A.C. 

Feature Description: Gravel access road approx. 1.5 miles long 

Feature Location: North of plant, north of Ogden Landing Road, joins #2 Raw Waterline Road 

Pavement Type: D Asphalt Dconcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 
.. 
~ 

-

Comments on pavement, drainage, signage conditions: 

~o rc.~r..:.f.·~{ ~ ~~ ~~utoS 'Ir. 

Recommended Maintenance: 

$l1.~ ~ tre.111.ov< y,. 

Recommended Rehabilitation: 

1-.Ja~\:i"' 



PGDP Pavement Condition Survey 

Facility: #2 Raw Waterline Road I Condition Survey Date: 
c..\.- ~- ,ci 

Inspector: P.A.C. 

Feature Description: Gravel road approx. 3.24 miles long 

Feature Location: West and northwest of plant between C-611-Y and the exposed plant waterlines 
south of TVA. 

Pavement Type: D Asphalt DConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '3 
~ 

Comments on pavement, drainage, signage conditions: ( . Ja::J 
So.n'"""' r.e.c.+le,1,1\. V\A..S be.~"" ~a.J.._1!~ ~ ~~ o IR.~ •CN') .. , 

µa. a{~ S'<.~:r.c.°" {- cl,v...~e..t. 

Recommended Maintenance: 

'°:iQ,,m.-'- cu -,.re.~ C) .. .s \JI/, 

Recommended Rehabilitation: 

Ocwc: 



PGDP Pavement Condition Survey 

Facility: Rice Springs Road (Low Water Crossing) I Condition Survey Date: 
4-1-,q 

Inspector: P.A.C. 

Feature Description: Concrete paved low water crossing w/ gravel approaches 
Twin 60" CMP culverts 

Feature Location: North, east & west of C-611 Facility and Lagoons 

Pavement Type: D Asphalt [:gj Concrete [:gj Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

1'0 S°'( bfv\,q ( 0\ '-'\: C.11\ JC\~(:; F rtOM.- ~(l...eY\o ~ "'-· 
t>C6A.lS h..ect..i~C.:, 1/.H ... E"'t E:~O"t; G( C:Vl.."V'-~Tl (wi:!>i !'iili') 

Recommended Maintenance~ 

-SA..Jvl'!!S" A~ ru~°".1 V 'P.. • 

C.Lt Ail- C> ~(l(LJ .$ 

Recommended Rehabilitation: 

t,Jo'f\if: 



PGDP Pavement Condition Survey 

Facility: South Acid Road I Condition Survey Date: 
<..\~3-\~ 

Inspector: P.A.C. 

Feature Description: Gravel road approx. 1.37 miles long 

Feature Location: South of plant between Rice Springs Road and Entrance Road 

Pavement Type: D Asphalt Dconcrete IZI Gravel 

Maintenance History: Wooden at-grade rail crossing has been replaced. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

~ S'\ 6-,.,,wt,,. "'"' ~&IU.Jb~ t=?,~ P'l-e:\.\.61>! V(J.., . ' 
A"t-~6. ~~L.. Cflb'~'""'- t\ NVii t'(L. ~A$i 9 (f'e;w p AfU.&U\) ( Nae. lt.6"1'414- ~!!'f ~ 

Recommended Maintenance: 

~A.u..E°" ~~ f M:;"1/LOVf. Yfl-. 

Recommended Rehabilitation: 

' Ja@ s-"MA"' ~~---?/L-t\/1.o"Y.3 



PGDP Pavement Condition Survey 

Facility: Trestle Road I Condition Survey Date: 
4'-l 1.-11 

Inspector: P.A.C. 

Feature Description: Gravel road, approx. 0.26 miles long 

Feature Location: South of Curlee Road, access to rail bridge 

Pavement Type: D Asphalt DConcrete IZl Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2-. 
~ 

Comments on pavement, drainage, signage conditions: 

~o s, 1:s>-:)1...nc..""->' c.~l\.>J 6t:...., n\.C.)(\'\- ""fi Yfl... 

Recommended Maintenance: 

'S"'I\~ ""~ f't'Lf\\o ~ 'J ~ 

Recommended Rehabilitation: 

~~t,Jl, 



PGDP Pavement Condition Survey 

Facility: Unnamed Road North of Landfill I Condition Survey Date: 
L( .. )- l-=, 

Inspector: P.A.C. 

Feature Description: Gravel road approx. 0.64 miles long 

Feature Location: North of C-746-U Landfill north fence. 

Pavement Type: D Asphalt Oconcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2. 
'----

Comments on pavement, drainage, signage conditions: 

),>6 ~'~"'-:C~~ c.~.s ~ @fevu:>L! ~f'. 

$1'.d,1~ '{\Jf\.O\k (,.~ Spa,{ (-),le it\-~lJ.t._ C,~11.\b-U ~tl c~(' Corf\t-r,) 

Recommended Maintenance: 

"S"OM...C... as ? ,-C,\Jl,C)-0 ( 'J 'f • 

Recommended Rehabilitation: 

~O'Nb 



PGDP Pavement Condition Survey 

Facility: Unnamed road off Kelly Road I Condition Survey Date: 
~-\ .. \'i 

Inspector: P.A.C. 

Feature Description: Gravel road approx. 0.92 miles long 

Feature Location: Southeast of plant between Dyke Road a.nd Kelly Road 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
~ 

Comments on pavement, drainage, signage conditions: 

}Jc,"' 'S\C31'0/ieoA1 ~ .(}~· f>(Wtcu.>S -yt. 

S'e.~tiJ +"(~ l,MJps a~ ed.1~ cJ.,. (CS~. 

Recommended Maintenance: 

$ a,~ ~ f f'Cll\ o-QJ '/<. 

Recommended Rehabilitation: 

~~ 



PGDP Pavement Condition Survey 

Facility: Warren Road I Condition Survey Date: 
L{-1-) ~ 

Inspector: P.A.C. 

Feature Description: Gravel road approx. 0.36 miles long 

Feature Location: Southwest of plant, south of South Acid Road 

Pavement Type: D Asphalt DConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

s~M..t:!:, ? tl.?::V161,) S ?d'\t-iour- t'Dt:P~C"r1•.._S WAv'lb ~ Fi U\S"""p. 

~~ v€P(\...L,~\ «i/.l,:s I u.,~N 8oAft.bll.l~, 

~A iE:1') 1} Me6"YU. kl A vl::: '~ t. t."' Pt.,AC.,0 a(u ~ "1" ~ I (rt ,-Jc;::HL .!"ov"T IJ G'NO . 

T'2-~ LJ MR> .S t.Jfr::14.l- ~ <.-:::D~~s .. 

Recommended Maintenance: 

C.U::-Y.l'L * 6,~t ~-AO 

Recommended Rehabilitation: 

tJa\\l:. 



PGDP Pavement Condition Survey 

Facility: Water Works Road I Condition Survey Date: 
4- 3-i<t (()A1'\E~ ~ L( ~ (7. - l ~ (t~ ~) 

' Inspector: P.A.C. 

Feature Description: Asphalt road/ Eastern section concrete 

Feature Location: Mid-section of plant running east/west between Rice Springs Road and Post 15 

Pavement Type: ~ Asphalt ~Concrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "'L,, 
~ 

Comments on pavement, drainage, signage conditions: 

~6 .SH:,N\f'tOA~ CW'.~b~ f'"il.c,tV1., rf!.h'\tioaf Y~. 

Wl6,"f€1'1..- (>o\.l0JIAl6 )q IN'T, e~"J'Wt,;j/ Q-,~o-c cf'P. 

Recommended Maintenance: 

S/\1,U,~ "r P~Oi>l yd. 

Recommended Rehabilitation: 

s-A,u..t A< Pl).,eV t OOS 



PGDP Pavement Condition Survey 

Facility: West Perimeter Road I Condition Survey Date: 
t.{- \ 1.- \ ~ 

Inspector: P.A.C. 

Feature Description: Asphalt Road approx. 0.9 miles long 

Feature Location: West side of plant, running north/south from Water Works Road to C-612 

Pavement Type: ~ Asphalt OConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
-

Comments on pavement, drainage, signage conditions: 

~~ 'Slb#J~1~\tf C~A.~4..et trLOM. ?1l.tv10~ '/-t.... 

Recommended Maintenance: 

'"S~ ~ ra.t:.-V..t>u~ 'i~I\..-

Recommended Rehabilitation: 

~~~ 



PGDP Pavement Condition Survey 

Facility: C-103 Parking Load I Condition Survey Date: 
s--~-l'i 

Inspector: P.A.C. 

Feature Description: Asphalt & concrete parking lot 
(Asphalt approx. 2500 SF; Cone. Approx. 18500 SF) 

Feature Location: South and west of C-103 

Pavement Type: 0 Asphalt IZ!Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L-f 
-

Comments on pavement, drainage, signage conditions: 

S' ti I'\.($ f) ~'\.1') I AJ(?\ bl,; l!{ LJB'<, M-e-wT I cA..J e-tl \?(\..e\/tov~t-'l 

A4i f'+l.ll tr tN {.,--c::.,c., () C Gill\) 0 /'110,V 

V'-'C I tv b:::-o 0 Cc,tu j I '1"t o.J 

Recommended Maintenance: 

Cc..vl.,j'l-,(:il: .... T D1l/l/1UA6~ l-S~ lJ b1 

Recommended Rehabilitation: 

~oi..Ji;' 



PGDP Pavement Condition Survey 

Facility: C-218 Firing Range Access I Condition Survey Date: 
~-n.- ltt 

Inspector: P.A.C. 

Feature Description: Gravel road 

Feature Location: West of plant off West Perimeter Road 

Pavement Type: D Asphalt Dconcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "2.... 
-

Comments on pavement, drainage, signage conditions: 

po ~l ~lk\ (A VJ C::..W~ J..:Ja!:S F~ p1Lt,-vio~ ~ Y~fL 

Recommended Maintenance: 

s~~ A< {>o.-e::-v\ c,-.;8' 'i tL 

Recommended Rehabilitation: 

r-)~¥ 



PGDP Pavement Condition Survey 

Facility: C-611Area Exterior Perimeter I Condition Survey Date: 
~ -n.- 1«:t 

Inspector: P.A.C. 

Feature Description: Gravel roads 

Feature Location: North, east & west of C-611 Facility and Lagoons 

Pavement Type: D Asphalt Dconcrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

)lo ~l,c,,,.Nl,,\c:..~cw"t C\c\~~s<. fitt.>M.. p1t.e:Vlou< Y'IJ.... 

Recommended Maintenance: 

Slfll,.,(.,6" ~<. p,i..-6'\t\ OiJ..$ v'IL-

Recommended Rehabilitation: 

't>Ac.. q-'2.-~ S:~»V-"~ ~~ ~ l,c,I( \~jf:=-
" 

Not..te 



PGDP Pavement Condition Survey 

Facility: C-611 Water Treatment Plant I Condition Survey Date: 
1..4-l"')..-tt? 

Inspector: P.A.C. 

Feature Description: Asphalt and gravel areas around C-611 

Feature Location: C-611 

Pavement Type: 0 Asphalt DConcrete 0 Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "2.... 
-

Comments on pavement, drainage, signage conditions: 
)..)!> 'Sll;:,N\<="'1 C.1-"t. .:JT' q I\.U , b ""!' f""" l"'l...CW\... p o .. :evt ov J \ /-Cl. '(L_. 

Recommended Maintenance: 

<Sr\Nvt (V ~ ,'J.e'"v'\ 0,) l yttAJL--

Recommended Rehabilitation: 

~~f\/1,e:' f\<;. f>IJ....,t,'-VJ <:N.J 'i tJ.,-



PGDP Pavement Condition Survey 

Facility: C-611 Area Roads I Condition Survey Date: 
tf-l1. ... 1tt 

Inspector: P.A.C. 

Feature Description: Asphalt and gravel roads 

Feature Location: C-611 Area (Inside C-611 Perimeter Fence) 

Pavement Type: ~ Asphalt DConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '2..-
~ 

Comments on pavement, drainage, signage conditions: 

1Jo Sl bt'>lf='lCA ..rt Cbl -A. \..lb-\.""<, J:"'A.OM- ft2.-e'V1ov ~ "'tl_. 

Recommended Maintenance: 

s~,; ~ ?~lO~ '/'tl. 

Recommended Rehabilitation: 

SA.~ Ar P~tt:.U5 'J (L,, 



PGDP Pavement Condition Survey 

Facility: C-730-C I Condition Survey Date: 
4.-\l.-l«t 

Inspector: P.A.C. 

Feature Description: Gravel parking area 

Feature Location: West of C-730, south of Water Works Road 

Pavement Type: D Asphalt DConcrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
~ 

Comments on pavement, drainage, signage conditions: 

~o ~l btJ if\Ci,\\X C""'I\ l .. H•\t."""' (1\-0lvl.. L~ '-I~~ IL 

Recommended Maintenance: 

S'" ~-,,.v.,e"; f\'5 ? j)--l:\110 I> S 'I VL-

Recommended Rehabilitation: 

\,JC)\.S!{ 



PGDP Pavement Condition Survey 

Facility: C-730-D I Condition Survey Date: <t <t_ 
-\.'l..-1 

Inspector: P.A.C. 

Feature Description: Gravel parking area 

Feature Location: West of C-730-C, south of Water Works Road 

Pavement Type: D Asphalt OConcrete IZJ Gravel 
Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
~ 

Comments on pavement, drainage, signage conditions: 

\.}O S( ~tJtf'tD\"-Jt Q4 "'UL.~ t 1LO'vV\..- y t\-€:\JI..C>'\> J 'IP.... 

'"A~ i>o\J01Nb CfJ i),Ff(JA:'JStO'J E:'~,a er f" u t.-i... "5:"f'AT(a./ 

Recommended Maintenance: PIK ~ -rl-~ rt 
'b'IQ. IM./c A~ P~"S Vt!:'4L ,Ft:, l9t:: 'Ir' ,,. 

Recommended Rehabilitation: 

Not.:,, 



PGDP Pavement Condition Survey 

Facility: C-746-K Landfill Road I Condition Survey Date: 
4.- t 1..- ,? 

Inspector: P.A.C. 

Feature Description: Gravel road 

Feature Location: Perimeter road around C-746-K 

Pavement Type: D Asphalt OConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
~ 

Comments on pavement, drainage, signage conditions: 

ua ~J t:>AJ > ~ C:. 6\ t>-t' Cbi A t..> 4 'f. '"( f"" rl.OM- i (l.,t'\Jl t> 0 S 'i~"-

Recommended Maintenance: 

~,\AA.% A<":. p,'J.,,it;"t/ Lo.>J y~>v 

Recommended Rehabilitation: 

S°AM..e' A< Pf1£1'\o~s \J;b''ln'I.-



PGDP Pavement Condition Survey 

Facility: C-746-S Landfill Road I Condition Survey Date: 
4- 2.-~- - J9 

Inspector: P.A.C. 

Feature Description: Asphalt and gravel road system 

Feature Location: North of plant, off Landfill Road around C-746-S & T Landfills 

Pavement Type: IZI Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed z... 
-

Comments on pavement, drainage, signage conditions: 

\..)o ~~~J\Q(' .. tJ'i Cv-l~tJbcs"! fYl.c.1/V\. °P fUV> 0 c) S "/ a_ , 

'Su.~ ~~OO"i\n..O»-,b ~ 6,~U:L. ~O(~•r\ fEC.'\tc,..,) 

Recommended Maintenance: 

'S~~ ~ '?(lJe;V'l.o oJ "~ 

Recommended Rehabilitation: 

~~~ 



PGDP Pavement Condition Survey 

Facility: C-764 Parking Lot I Condition Survey Date: 
Cf~ 11., 1<? 

Inspector: P.A.C. 

Feature Description: Gravel parking lot 

Feature Location: West of C-764 / Outside fence 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

\.)c, •5:l~f..<.it.\N'1 C~A,.)C.rl f""~ pµ'Y\6v' y',L 

Recommended Maintenance: 

'S"Aµ..f, 45 (-'~b ~ 'i f2.. 

Recommended Rehabilitation: 

\:)o"'-1~ 



PGDP Pavement Condition Survey 

Facility: C-800 Motorcycle Parking Area I Condition Survey Date: 
~-Le-\°' 

Inspector: P.A.C. 

Feature Description: Concrete motorcycle parking area w/ steel frame cover structure 

Feature Location: Southeast of Post 15 

Pavement Type: D Asphalt IZI Concrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
-

Comments on pavement, drainage, signage conditions: 

~cs Sl b I\J L f L CA ,_.,.., C ~" i..J(:>1.::0 (\JO"HC. ti 

Recommended Maintenance: 

'S'"~M.,C' VK {)11-c:vtov 1 

Recommended Rehabilitation: 

~t,,Jt 



PGDP Pavement Condition Survey 

Facility: C-810 Parking Lot I Condition Survey Date: 
L{- l "2.- i, 

Inspector: P.A.C. 

Feature Description: Asphalt parking lot 

Feature Location: South of C-100 

Pavement Type: ~ Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

?A £-4 .,t. /'t 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

~ ~ r"'"' ~,v,. e:tJlj' ' 1'lc»t'2-'\ri scot:: LU~'- I(._ l~"e"f' ~,11-~ j l..o~ lil'o'T'S 6 e'\Wff'"--.J 
J 

S"t'"6 ~ uMttV ,,-, ~ ~ l-bt.t>1"1b w,4,-1:11- (1uoT CP~'t~-1 (;.ya..,40Cry 

cua,...,;s \-.: L.l'l #Jb ,s' C. 4-1'<-tc:. I N I::. 

Recommended Maintenance: 

,Jot.JS' 

' 
Recommended Rehabilitation: 

~~p,,4,,a... w~'T' r1t:>t;;-w~lt....... 



PGDP Pavement Condition Survey 

Facility: C-811 Parking Lot I Condition Survey Date: 
4-lL--,q 

Inspector: P.A.C. 

Feature Description: Asphalt Parking Lot 

Feature Location: West of Post 15 

Pavement Type: IZI Asphalt Dconcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed _i_ 
Comments on pavement, drainage, signage conditions: 

Let l2.£'-r'Aucp 

bl p ~ 1..,Vril_.)!... Nt::'""">-l"- ;>on 15' l?-Ff t..Nt:..~ 

Recommended Maintenance: 
pc~r /5' 

EJl.Lt'(>T ~ Grl... R.~f>U'\c_,1::.,'M,€;"-"1' C{ S-t tJ c.,--i.vl-4 t.. K- ,v e ""i1 12--
~~M..£ 

Recommended Rehabilitation: 

S' ,.... "'""- £. A:; PiL--ti'vt ov5 



PGDP Pavement Condition Survey 

Facility: C-755 Area I Condition Survey Date: 
4-18-,q, 

Inspector: P.A.C. 

Feature Description: Gravel/concrete area 

Feature Location: East of plant, outside security fence 

Pavement Type: D Asphalt 0Concrete 0 Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ft--

Comments on pavement, drainage, signage conditions: 

~ "S' (t,AJ, (! 1 c...-. u"I" C.~" t-J C,.''= 1 ry'\-OM, r ,'l.t:'1/'ib. s -; a... 

Recommended Maintenance: 

"SAc.M::C "c;; :;, {},, ,-v t ~ ~ .! " pa. . 

Recommended Rehabilitation: 

~c, 



PGDP Pavement Condition Survey 

Facility: Patrol Road #1 I Condition Survey Date: 
Lf-'lS"-19 

Inspector: P.A.C. 

Feature Description: Asphalt/gravel Road 

Feature Location: Perimeter Patrol Road on west side of plant, runs N/S 

Pavement Type: ~ Asphalt DConcrete ~ Gravel 

Maintenance History: Evidence of previous grading and filling of depressions. 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed) 3 
~ 

Comments on pavement, drainage, signage conditions: 

}..)t, S\EstJ\fiL.f'\,._,, C~A...;)(sc:,S f"~ Pfl-.i"Vt>".S '1---· 

Recommended Maintenance: 

S'A""'"'- A< i' (\..t'Vto U.!> '1 e-l,\1L 

Recommended Rehabilitation: 

fAM-f; ,A( ~~IO\)i 'fCft..'{l.. 

• 



PGDP Pavement Condition Survey 

Facility: Patrol Road #2 I Condition Survey Date: 
4.-1 .. s- 1't 

Inspector: P.A.C. 

Feature Description: Asphalt Road 

Feature Location: North side of plant between Patrol Roads 1 & 3 

Pavement Type: IZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed} '3 
-

Comments on pavement, drainage, signage conditions: 

tvl> S°l l,,j'l\ (1 tQla 7 ~A t->l..'C!. ~ (1.4M. Pf'l.E Vt Ot>J 't 0,Z.... 

Recommended Maintenance: 

"i>AAA't. A< P()-i'Vtt>V~ VlvAIL-

Recommended Rehabilitation: 

\.l O,.:) '-



PGDP Pavement Condition Survey 

Facility: Patrol Road #3 I Condition Survey Date: 
t-f-1.-r-~ ,, 

Inspector: P.A.C. 

Feature Description: Asphalt Road/South end concrete at C-745-V 

Feature Location: East side of plant, Patrol Road #2 to Post 48, Post 48 to DUF6 Area 

Pavement Type: IZI Asphalt IZJConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

C1.> h,e .. i uNltJ G..C..c . .1e( \ -fc tv,.\.JJ 'l "S".5" he..< ~een ~t.po.,, ~J • 
\ I ... I.• I .D. ,,,,. , 012. h_o,~ bcV'\, f (C.V1P.:>$l{ ~ l:>crwu II'\. '("Oo&A.,,,f'ldJII. di-tch,.S f\.C.O..f I?\!(/\ 

{-t.. w,..t,.:, CJR... 
).)t) drt-.e.t ~\~~.r-. u..-t c..~ +..-c.v, le..¢. -yr. 

Recommended Maintenance: 

Sa.'MJ-. c.s f 1e.vio0S 'I' ( e'IC:<.f..111 fu M.W '21i'S"" c.v(v(.,-1: ,c_-,e..~ <) 

Recommended Rehabilitation: 

PGDP Pavement Condition Survey 



Facility: 4th Street I Condition Survey Date: 
Lf ~7-~ .. \'I 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: West side of plant, between Ohio & Virginia 

Pavement Type: ~ Asphalt Dconcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed :L 
-

Comments on pavement, drainage, signage conditions: 

'foo..._ ,tuc.J.. dra.,r.Q.~ ~ ~~ e.,..J., ( uJll!rt su~ . .c..J; 11.0,iA of c--,~5-A Wi'o..1"1.U.. 

\...)~"' A"'t-G..-.A o IS: ?.J&LL.. Ci(.dC~>,J~ jl.d~l-6 

)J,t) oT'W1&."'1'.. SU:11,.AFiG'Ai.Jt C44AAJ•8'S r~ Pt\--l!'V}.0\JS 'tciqn.. 

Recommended Maintenance: 

. s 'A-f\A, t:: AS P P.13:'VlOU $ '/~(L... 

Recommended Rehabilitation: 

~AJJJf:. A< Pfl..~o-oS 'Jn,,,_.. -

A~o {ttfL.A~CIN't CS( ~o rt-1 t.f A'-~.,« 12.A\~ C;t...,6~t 1AJh 



PGDP Pavement Condition Survey 

Facility: 5th Street I Condition Survey Date: 
<{- l.S" - t<:t 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: Ohio Avenue to Virginia Avenue 

Pavement Type: IZI Asphalt OConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2.. 
~ 

Comments on pavement, drainage, signage conditions: 

>JO 'Slbt.ll{°l 0.. tJ't q, ... \,.)~ r~-pa..~\.o"s ~ct)L 

Recommended Maintenance: 

S" A,u.,f.: A< ~4'-e\J\.o\.:( Y~-

Recommended Rehabilitation: 

"S~..O..~ A< P6\J0VLb"Vl Y'ft• 



PGDP Pavement Condition Survey 

Facility: gth Street I Condition Survey Date: 
LI:- t '5" - l ~ 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: East of C-720, between Ohio Ave and Tenn. Ave. 

Pavement Type: IZl Asphalt Dconcrete D Gravel 

Maintenance History: Evidence of previous grading. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '2.-
~ 

Comments on pavement, drainage, signage conditions: 

,-,c) Si ~t(\CP\..s) G\G'-~ Cat>1 ttl.O,t.,\, {)i\-Ell lr>l)S "eAiL--

Recommended Maintenance: 

po...:>t;'.. 

Recommended Rehabilitation: 

SAA,J\;E ~(' f fU:'Jl ,,.., !,. 



PGDP Pavement Condition Survey 

Facility: 10th Street (North) I Condition Survey Date: 
lf ~1.s- I 't 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North central section of plant between Virginia Ave and Patrol Road #2 

Pavement Type: ~ Asphalt OConcrete D Gravel 

Maintenance History: Evidence of previous grading. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

S"'M.Jt:: \ ~ 'S ~ A.,<;. y /L8V U>l>..S "~"-. 
Ot'tt\4 ~ (\.J!:C \ c,a..} "'., C•lo1<.-A ~~~~u; 

~CJ(.$~ c..v L.A./ 1n1...-r ~ P-"4 ~ '- C..(}..«S '"' (:, .OCICI IL C.. (s I ~ 

toA...o~e-...1 'P~...., S'.£0'\tc:t.1 e l/ll2.t:,-1WN1\. IJ..l"t ,:Yt~.!X..T1etJ 

Recommended Maintenance: 

$'A~ A~ Po.-e-utc>~.i \te;cln... 

CLS-Ad.. CU Lub 'n..j 

{7 .. :e: f"A ltL ~t iet\ A~ 

Recommended Rehabilitation: 

PotJ-G:' 



PGDP Pavement Condition Survey 

Facility: 10th Street (Central) I Condition Survey Date: 4-l.~-t1 
Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: Central Section of Plant; between Virginia & TN Ave 

Pavement Type: D Asphalt IZI Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed .b:J 
Comments on pavement, drainage, signage conditions: 

\JO ,._\b~ t(i c, .... U)' C/,dA~W"S t~ f't1-trV10'\)S \l;\t"AJt.... 

Recommended Maintenance: 

c~ ~ pa....--1\o ll~ ~t!'>4Y,...-

Recommended Rehabilitation: 

.:;;~.,.- As fP-8'\Jtfl...,..i \Jl!:YJfL-



PGDP Pavement Condition Survey 

Facility: 10th Street (South) I Condition Survey Date: 
'-\; -1-.<, - ' q 

Inspector: P.A.C. 

Feature Description: Concrete Plant Haul Road 

Feature Location: Central section of plant between TN Ave and Ohio Ave 

Pavement Type: D Asphalt IZ!Concrete D Gravel 
Maintenance History: Unkown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

CtM~ """\.... ,C.(..dtJ '=- l::.t, G,<t Cf;" 4l.J::.11Qp A l C-4 t '2... N~ 13 ie'l'J R~\1111':b ( .c.u)J n ... ,V 

\,.)0 c:::P)ot'e~ s<-bP Ir, 04 N1 <:M "~ bG:"S 

Recommended Maintenance: 

S°3',&M.£ 4k f/L#l.oi.J ')L-, 

Recommended Rehabilitation: 

"S"Jl~E. ~ P/L'GVl,O~( y;e.... 



PGDP Pavement Condition Survey 

Facility: 11th Street (TN Ave to Vermont) I Condition Survey Date: 
t.(.1.s-- \Cf 

Inspector: P.A.C. 

Feature Description: Conc./Asphalt Plant Road 

Feature Location: Central part of plant between TN Ave and Vermont Ave 

Pavement Type: IZI Asphalt IZ!Concrete D Gravel 

Maintenance History: New pavement and ditch work 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 1, 

Comments on pavement, drainage, signage conditions: 

~,,.MA" A< P-2-T\II" o.S Vt!-~ 
NW c.o~ ll"fv at 1AJ,g~s c<..rlcJ/IJ u)/ \/1~(:,/f.JI ./I ""Ot..OS lt,.04T~~ 

Recommended Maintenance: 

St\,vv.£ t\~ -?O--EV\OV~ \/,'(2..., 

Recommended Rehabilitation: 

'SAJU.€ A< ?l>-e\ltOVJ 't~/l..--



PGDP Pavement Condition Survey 

Facility: 11th Street {Vermont to Wyoming) I Condition Survey Date: 
lo{ -1.. b - l°' 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North central section of plant from Vermont to Wyoming 

Pavement Type: IZI Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

""€\,...:) ~ \J\?.,"'\&..."'(. 1'-'S t°A L-L"E°i1 A 't" €1'1 j rt,( ...,J"" '16 C.·, ~ b . 
Cv<..1..11:S<T 1.V/ !>Atk"&c.~ i:;,vas (Acu.Y~ To lltLU J..o ~1 

w\!$T' 0(' (-SU: 2. G,ta.Ac.J~ '~ ~ P~AC..&"!) (SVe""lt- c,}..;I).. ~'- C...(L6SS"1C'Je 
l<...0c..t:.....e-t:) c:...uc...vt.~ (wia;.,: <:te>C) Ac.noss f>UJkA Ooovt.. C.-3·}:;-- /, ,,c, e.~ C~•t.,u•-S kb"'rtc:..a-t>. 

Recommended Maintenance: 

'S .. ,u.£. I\< p O.,ii"'l/'l O O $. 'j, o..~ 

(2..1:.'f 141 tL DA)41.A'=>~ Cul,.,Ui:;tf 

C1...C::::-t..fL 6 L0 C,j(.,~J> Cu ~u\:;"tf 

Recommended Rehabilitation: 

~~ A~ P~"~s Yit.. 



PGDP Pavement Condition Survey 

Facility: 12th Street I Condition Survey Date: q 
l.(,'2.S"- I 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: West of C-310 between Ohio & TN 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L:_J 
Comments on pavement, drainage, signage conditions: 

,-.>o <=lt,1-)t~t a-'\ "->'t' C \.{ ~ ~C..'\f'S r l>'\.o'N'\, p~)b"))t Y,~11... 

Recommended Maintenance: 

~I\MA: ~~ ?~~ 'I,~ 

Recommended Rehabilitation: 

'S' ~ 7A.}.,t 1<1 f (l.,6V\ 0 -D .5 '/:,'-. 



PGDP Pavement Condition Survey 

Facility: 13th Street (North) I Condition Survey Date: 
1t-·2.s-1<t 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North section of plant, between Washington and Wyoming 

Pavement Type: IZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L:J 
Comments on pavement, drainage, signage conditions: 

/D S"t~:it,1'Ftl1Pt~ C~).)~, r-~ fl1-€V\,O-<. 't~L 

Recommended Maintenance: 

s AA.JI.,£" A.~ P/l...6'\/u> "~ 'Jr,. . 

Recommended Rehabilitation: 

S"A.o..' A, PP.:e''V\,O "~ V"f!. ~ 



PGDP Pavement Condition Survey 

Facility: 13th Street (South) I Condition Survey Date: 
'-{ '(.. s-- 19 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road, approx. 0.26 mile long 

Feature Location: West of C-333, running N/S 

Pavement Type: D Asphalt IZ!Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2. 
~ 

Comments on pavement, drainage, signage conditions: 

No Slt,N\(\c.l\Ni C.WA~i!P~--C F'~ '?~o~~ Ye:ArL 

Recommended Maintenance: 

SI\A.lvf;- A~ v uv t-c)--J 5:. ~l'l-

Recommended Rehabilitation: 

s 'A,}.).)S ~ .P~1,1:.'J( \J, ISl\ti... 



PGDP Pavement Condition Survey 

Facility: 14th Street (North end) I Condition Survey Date: 
4-1\°- l°I 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: Between Washington (east) and north security fence 

Pavement Type: 0 Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

~ 6 < l b-JJ) "'' (.;I'\~..,. C.~At->,e-<. fl'20IV\.. P(4Vto i,{ )tt#.. 

Recommended Maintenance: 

$",\,U,,15" A< P~-V\ov< \/,'f!:'A1L-

Recommended Rehabilitation: 

'S"aM.tG /Ct< i'A-.rvtoo! ~IJ"'A n.-



PGDP Pavement Condition Survey 

Facility: 14th Street (Between C335 & C337) I Condition Survey Date: 
'i-?..~ ~ l't 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: Between C335 & C337 (Washington & Vermont) 

Pavement Type: D Asphalt IZI Concrete D Gravel 

Maintenance History: Unknown/Asphalt Patching 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
~ 

Comments on pavement, drainage, signage conditions: 
,e,ICI"'- £.t•l.S'-1"1 

V' ~ l.,'J 
µo Slbfll\ F,1t't\-"'T C\(/N-)~ t~ f~t~,,, \JE:)411-

Recommended Maintenance: 

"SAv.A; At p~~ V,i:/J IL-

Recommended Rehabilitation: 

'S-A.~ A<. f.> 1\,8'\J) 0 ~ \/~ 



PGDP Pavement Condition Survey 

Facility: I Condition Survey Date: 
14th Street (Between Virginia & Vermont) t..l-1..'!'-tt 
,Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: Between Virginia Ave and Vermont Ave 

Pavement Type: D Asphalt IZJConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

\,JO ~I b-M(iQ4tJ1"' Cj.JIG,J6~ f"/1.oW'\. f/lA'VI UV{ yJt. 

Recommended Maintenance: 

SA~ ;1s f(l.€\ltUV S 'JI!-

Recommended Rehabilitation: 

SA>(,\,t°' A! f /J,t."'Vt u \) t 'JtL 



PGDP Pavement Condition Survey 

Facility: 14th Street (Between Ohio & TN) I Condition Survey Date: Ll-l...~- 1, 
Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: Between Ohio & Tennessee (C310 to west; C331 to east) 

Pavement Type: D Asphalt IZ!Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '2.. 
~ 

Comments on pavement, drainage; signage conditions: 

IJo Sf~ l(l (,'IU.J T C',-J141(J~e-'$ t1LOV'1 f fU:lllO"i "¥E'l41i 

Recommended Maintenance: 

S/iVIJ...~ tJJ' P(J,iNJO "~ y~ 

Recommended Rehabilitation: 

SAM&' ll~ ,,t,$'1/tov.$ Ya1dn-



PGDP Pavement Condition Survey 

Facility: 15th Street (North end) I Condition Survey Date: 
Li- l.S"--)' , 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North section of plant between Washington and Wyoming 

Pavement Type: ~ Asphalt OConcrete 0 Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed I 
-

Comments on pavement, drainage, signage conditions: 

>J6 St iJr All n c.A' Nl C~N'-u:'S Ftlt.HA ft...HIOtl! Vt,VtL 

Recommended Maintenance: 

)-.) o ,n;; 

\ 

Recommended Rehabilitation: 

'S°l4JIJW' fJ.< f ~vto"S 'I I"-



PGDP Pavement Condition Survey 

Facility: 16th Street {North) I Condition Survey Date: 
<r'- (,- I ti 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: East of Water Towers between TN Ave and Vermont Ave 

Pavement Type: IZi Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 1, 
~ 

Comments on pavement, drainage, signage conditions: 

~ "a( oN1f'u:_v,1,,jT C/,jA~~ I\P1{c:.t,J> 

Recommended Maintenance: 

"SN~ ~S 1-:, ,1--e-v1ov{ 

Recommended Rehabilitation: 

d l"i l,L,(,<,!:: AS PrL,~-Vt.,v( 



PGDP Pavement Condition Survey 

Facility: 15th Street (Central) I Condition Survey Date: 
S-~te-..,9 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: East of C331 between Ohio Ave and TN Ave 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

')-lo ~lb 1-.l L(LCA tvr CH,14.Nt.t< ~i\C...~. 

~<i..w cvL~'4-1 1A.Js7A1.,Lf;°J> ,c, MW 516 t S-3q, (CuLvlS'\1..:f U-N&!N ,s ~E:<notJ 

Recommended Maintenance: 

.5)(1~ A~ p n,1:;v1 d\JJ 

Recommended Rehabilitation: 

~J4,wLA! ,<l< (> fl.)!; th Cl us 



PGDP Pavement Condition Survey 

Facility: 16th Street (South) I Condition Survey Date: 
£-r.- ,1 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: Southeast section of plant between Michigan Ave and C-746-Q 

Pavement Type: D Asphalt IZl Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "2. 
-

Comments on pavement, drainage, signage conditions: 

..,..io S-l t..,c,.Jlft (;'4.NT ~At-li>t:'-< t~"vl;t.., ?fL.E;VlO"\f '/'="'j(__ 
-

Recommended Maintenance: 

$"' A M.,E:"° ,«' pn,%11/0\) s 

Recommended Rehabilitation: 

~ri~~ /4( PtUNl6\'J( 



PGDP Pavement Condition Survey 

Facility: 17th Street I Condition Survey Date: q .. 1,.5 .. ,'\ 
Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: Northeast section of plant between Washington Ave and Wyoming Ave 

Pavement Type: IZI Asphalt OConcrete D Gravel 

Maintenance History: Culvert replacement 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed I 
~ 

Comments on pavement, drainage, signage conditions: 

"'" S'I b>'f.>\ fwaVV'l CHA~ fO-cfr\ ~ /l£Vlo vS '1 lqtil... 

Recommended Maintenance: 

'$" )\ ..«A,-~ A< ptl,..f;\J\Oll ~ 

Recommended Rehabilitation: 

s~~ At. P1\.i6Vt.b)I ~ 



PGDP Pavement Condition Survey 

Facility: 18th Street (North) I Condition Survey Date: 
4.~"2-s- .. 1cr 

Inspector: P.A.C. 

Feature Description: Asphalt/Cone. Road 

Feature Location: East of 15th Street between TN Ave & Ohio Ave 

Pavement Type: IZI Asphalt IZ!Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2. 
-

Comments on pavement, drainage, signage conditions: 

\)o 'St bf',>t{t (f\tJ'J C,iJAU~~ t~ fUlltlt>j 't6')0)1..... 

Recommended Maintenance: 

)Jc.t~~ 

Recommended Rehabilitation: 

s~""'e- ~! f>/1,i'Vl,o ~{ VF:M.x.. 



PGDP Pavement Condition Survey 

Facility: 18th Street (South) I Condition Survey Date: I.( _ 
-2~- L' 

Inspector: P.A.C. 

Feature Description: Asphalt/Concrete Plant Road 

Feature Location: East of 16th Street between Ohio & KY Ave 

Pavement Type: IZI Asphalt IZJConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4,;, Good, 3 = Fair, 2 = Poor, 1 = Failed 2. 
~ 

Comments on pavement, drainage, signage conditions: 

'-> c, ~I b.> tfl (.A'->1 C\,/At..>(i. ~S f~ ?~LC>vS \Jt"Yttl. 

Recommended Maintenance: 

'S"Mt' A< ,t'l,.\S'Vt•»J YG141L-

Recommended Rehabilitation: 

'$'~~ M ffl,l~ovJ 'JgJ4¥-



PGDP Pavement Condition Survey 

Facility: 20th Street I Condition Survey Date: ~ Lf ... -z.~- l 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: East of C-337 running north/south 

Pavement Type: D Asphalt IZI Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 1..... 
~ 

Comments on pavement, drainage, signage conditions: 

~b ~ ( b u r,. Cll\ltll" C~,41'Vbtft frLCW\. f~th>! yp.. 

Recommended Maintenance: 

S"AA/vE A~ r'k~l«lt1S Yrt.S· 

Recommended Rehabilitation: 

~ ADJ., c f<." ~ tv-6V> °" J "vu 



PGDP Pavement Condition Survey 

Facility: 21st Street (South) I Condition Survey Date: 4- - 2. 'S"- ,, 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: SE section of plant, between Missouri Ave and Arkansas Ave 

Pavement Type: IZI Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2, 
~ 

Comments on pavement, drainage, signage conditions: 

\Jh s, o-iu1.(i.c:Pt ~ C'~l'v&t. ....... f"";lc4,t..(_ f>~c;v1ovl "ttL. 

SalA.k- ASPnt"LT p;( ~~ ~ AD1l c.t''J> 

Recommended Maintenance: 

'SAW',t.° As- f tt.evl oc.>~ Y.'(1... 

Recommended Rehabilitation: 

$/:rJ.)..$ c,r r /1.r;VI L> ,:,S \/fl... 



PGDP Pavement Condition Survey 

Facility: 21st Street (North) I Condition Survey Date: 
l.{~'2. ":)-- /9 

Inspector: P.A.C. 

Feature Description: Gravel plant road 

Feature Location: NE Section of plant, between Vermont Ave and Washington 

Pavement Type: D Asphalt Dconcrete IZI Gravel 
Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 

-

Comments on pavement, drainage, signage conditions: 

~6 St'="-' lt"\ C.iCtJIJ't C'l.~~6.C'S ,rt.o.M.- ?o.e-u1ouS Y(}.., 

Recommended Maintenance: 

:5"1111.\k.A...f: A:s ?f2.tvto.& 'itJ-.. 

Recommended Rehabilitation: 

~Ct...)~ 



PGDP Pavement Condition Survey 

Facility: 22nd Street I Condition Survey Date: 
Ll-1-")- q!'" 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: East section of plant, west of Patrol Road #3 

Pavement Type: ~ Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '2-
-

Comments on pavement, drainage, signage conditions: 

~o S,-l'\,..,01~b lN..-,d""t... Ntrf/c..tt-0 ~<T OF' CS"3~-"2. 0tZ-- otJ o..t:!:51 S1t11£" ,\T ~~.vt1't ~ 

µe, S"I 1>~tP1 o4 #J ~ 0.,A"(V&t~ µ:,'t(C..f:i) J-1'2-~ p~u..s-<S ~G.. 

Recommended Maintenance: 

s ..... N-.1'6 At:. P/J.. e'llte>V.S (~C..!:'1'1" .J)f.l.A ,,., bi 6 c ,s-s·· ~ AT C-S-J3-l-) 

Recommended Rehabilitation: 

S"'~ A~ f (l..,e\JlO 4 



PGDP Pavement Condition Survey 

Facility: 24th Street I Condition Survey Date: 
4:~7-'5" - ,er 

Inspector: P.A.C. 

Feature Description: Gravel Plant Road 

Feature Location: NE Section of plant between Washington Ave & Vermont Ave 

Pavement Type: D Asphalt OConcrete IZl Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed l:J 
Comments on pavement, drainage, signage conditions: 

~o S"1a"l lf. c.l\tJJ 0iAt)Jb£"S' :fP-o-fY'-' '?O-e;V\1>bS '/"II-

Recommended Maintenance: 

S~M.E. As j'(l-'MD-.fl, "'/'I-. 

Recommended Rehabilitation: 

µoulC 



PGDP Pavement Condition Survey 

Facility: Arkansas Ave I Condition Survey Date: 
4-1..5-1, 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: SE section of plant between 21st and 22nd Street 

Pavement Type: IZl Asphalt Dconcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed LJ 
Comments on pavement, drainage, signage conditions: 

~o ~It, fJt ft(IOtJt CkAe-J6e.S (:"'" vi.cM. 'P ~v t c.JU ~ YvL 

Recommended Maintenance: 

5A.M-E° AS PIJ-€V10t>S \J'(l., 

Recommended Rehabilitation: 

'51.\ v--'" lS p().-~/lb 'Y ~ 'JyL..' 



PGDP Pavement Condition Survey 

Facility: Kentucky Ave I Condition Survey Date: 
y,"l_S""- \~ 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: Southeast section of plant between 18th & 21st Streets 

Pavement Type: D Asphalt IZ!Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2-. 
~ 

Comments on pavement, drainage, signage conditions: 

,-.s(::) 9.<;J,~\ C)i\~ c~~.._,<.t.., r~ hj.,e11\DK '1'1-· 

Recommended Maintenance: 

S"'~,.u~ ~~ Pt'J,~lJw:,P.! \/t,:.-'(l<v' 

Recommended Rehabilitation: 

~O\,l~ 



PGDP Pavement Condition Survey 

Facility: Michigan Ave I Condition Survey Date: 
Lf,).5 ... ,'l 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: South of C333 between 13th & 13th Streets 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

µo SI t,,-l\(i U,."'1 CW-..f-Jbe .S fVl;,-,v\., 'r/\.tAl(ov< 'fl-, 

Recommended Maintenance: 

S,i:iM.ie A-: i~VtollC " ().,. 

Recommended Rehabilitation: 

<)KO,-t. ... ~ fl'-6Vto~t 'j(I-



PGDP Pavement Condition Survey 

Facility: Missouri Ave I Condition Survey Date: 4~ 2 . .5- r'I 
Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: SE section of plant between 13th & 22nd Streets 

Pavement Type: IZl Asphalt Dconcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed Lu 
Comments on pavement, drainage, signage conditions: 

vc> ste:f->t('lc.'\,.,,. cw,-.~s .r~ L~"r "j(L 

Recommended Maintenance: 

01'~ A< f:'/V&-VLtJV{ 't.L 

Recommended Rehabilitation: 

"SA~ Ai ?'2--cV\~ a,S 't (l, 



PGDP Pavement Condition Survey 

Facility: Nebraska Ave I Condition Survey Date: 
~ -'2.. S" - 1,l:f 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: SE Section of plant between 18th & 22nd Streets 

Pavement Type: IZl Asphalt Dconcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed I 
-

Comments on pavement, drainage, signage conditions: 

,-..io Sl l>TNC '1.c-'1"71 C I( 4.t,1 t. £< r ll'l..O fV\, 
?1i.-e-"V1.0v{ \/(}.~ 

Recommended Maintenance: 

~i;: 

Recommended Rehabilitation: 

r,N,o,"E" A~ P IJ....EV I<> iS. 'NL. 



PGDP Pavement Condition Survey 

Facility: Ohio Ave (A.K.A. Service Drive "A") I Condition Survey Date: 
'-{-"2.. ~ - I q 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: West side of plant between 4th Street and Patrol Road #1 

Pavement Type: IZI Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed } 
-

Comments on pavement, drainage, signage conditions: 

~o ~lo-tJl~C.cl\'-Jt Cl;jl\iJC::.e-< ('~ 'P~t~o.r -,fl.... 

Recommended Maintenance: 

S'f.\llA,b A~ P«vl-> c) J 

Recommended Rehabilitation: 

)..)c ,J~ 



PGDP Pavement Condition Survey 

Facility: Ohio Ave (C720 to 4th Street) I Condition Survey Date: Lf ~ '2..')-- 19 
Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: West section of plant, south of C720 & C743 

Pavement Type: IZl Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed i. 
-

Comments on pavement, drainage, signage conditions: 

µo bi bl-Jt~\ {Al..>) ~~I,)(>~ ~tL.o't\1\- P/1-e:'V\U 1'{ ye,QL. 

Recommended Maintenance: 

SA,v...cf As p,i.,svwvs "(J.. 

Recommended Rehabilitation: 

'"~ O"-Stilf- ICl'S PIIAv/tJv< " t.')'trt. 
~ Y.{-as/fl 

~M.lt 



PGDP Pavement Condition Survey 

Facility: Ohio Avenue (Central Section) I Condition Survey Date: 
4<2. '$"- ,, 

Inspector: P.A.C. 

Feature Description: Concrete plant haul road 

Feature Location: Central section of plant of plant between 13th Street and C720G 

Pavement Type: D Asphalt IZl Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed i 
~ 

Comments on pavement, drainage, signage conditions: 

\..)c::, ~lt,i\)t(iCl\"'-'i C~At..J6t;:1 .. -~ ?(1..-t.'VlO.,J 'It.-

Recommended Maintenance: 

~AM.$ At Po.-t-V\ovc '{(L, 

Recommended Rehabilitation: 

'S"A./..1.,~ As f'(l..f;V1t>VJ "~. 



PGDP Pavement Condition Survey 

Facility: Ohio Ave {East) I Condition Survey Date: 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: East side of plant between 22nd Street and Patrol Road #3 

Pavement Type: ~ Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "l-
~ 

Comments on pavement, drainage, signage conditions: 

~LOL.IU,-0 Cvt..~\ A.\ PA'T'vJ..o\- tl-<,-"\O ~3 "lt,J"f, 

\,JC) O"'TrlQL.. >I ~L(i C ,<iµf Q.i<IQOJ~~ f"~ Prf..eVlD"< Yt'M.. 

Recommended Maintenance: 

C Ur.JI-. Trl...00--". i;) C\Jl..v~"i 

Recommended Rehabilitation: 

~~c 



PGDP Pavement Condition Survey 

Facility: Oklahoma Avenue I Condition Survey Date: l{,.JS" - }q 
Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: South of C531-2 between 13th Street and 22nd Street 

Pavement Type: ISi Asphalt Dconcrete ISi Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

)\0 S'i~f1CA.Ni c~~6*~ f',l.d\A.. p~o.3 '*rv 

Recommended Maintenance: 

'SA~ t<:1"° {),~OJl '\JfNL. 

Recommended Rehabilitation: 

6~ 
.,., 1 ().t;iho'11 \/ ~IV 



PGDP Pavement Condition Survey 

Facility: Pennsylvania Ave I Condition Survey Date: 
L\-Z-5"- \ 'l 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North of C531-2 

Pavement Type: ~ Asphalt Dconcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

Recommended Maintenance: 

Recommended Rehabilitation: 

~o\.ll. 



PGDP Pavement Condition Survey 

Facility: Utah Ave I Condition Survey Date: ll-'l..s-- r, 
Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North of C410/C420 

Pavement Type: ~ Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

~ $ I l,11,> I(\(. MJ") 41A~ h~ p,i,~tDllj v~-. 

Recommended Maintenance: 

CS-1..t~ A! po ... ~>t>i>< 'It-• 

Recommended Rehabilitation: 

'SAw\llJ' I¥. PV'J..-t=VI OtJ> \Iii.... 



PGDP Pavement Condition Survey 

Facility: Tennessee Avenue (C725 to 4th Street) I Condition Survey Date: 
s--:.. (.- J 't 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: West end between C725 & 4th Street 

Pavement Type: IZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L:_J 
Comments on pavement, drainage, signage conditions: 
}J6 S)6N'1{lQo1Jr CHAiV~~( ).)~/Ce"'!) 

Recommended Maintenance: 

~~ ~{ ? ,2., t-'vl 0,, j 

Recommended Rehabilitation: 

S'~ ,t,,l,C Al PM"t~vs 



PGDP Pavement Condition Survey 

Facility: Tennessee Ave {Post 48 to 16th Street) I Condition Survey Date: s--u-ft 
Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: East side of plant between Post 48 and 16th Street 

Pavement Type: lZI Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ·i. 
-

Comments on pavement, drainage, signage conditions: 
µo ~t~l',l\t) (11.J'T C.w6\1'lbti ,-/0\\Ct,j) 

Recommended Maintenance: 

St1MJ; A~ [)1J..-CV\OV ~ 

Recommended Rehabilitation: 

S)~M.( Ar () ,'l,mll 0v j 



PGDP Pavement Condition Survey 

Facility: Tennessee Avenue (16th Street to C725) I Condition Survey Date: 
5'-lR- \. Cf 

Inspector: P.A.C. 

Feature Description: Concrete Plant Haul Road 

Feature Location: Runs east/west between 15th Street and C725 

Pavement Type: D Asphalt IZ!Concrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed "'2... 
~ 

Comments on pavement, drainage, signage conditions: 

~C> S°"loNlf 1 (~wi' C~A Uot.1 t-.)Ci\l Q,"':i) 

Recommended Maintenance: 

S°A Nlt fl( p,2.£11\0V~ 

Recommended Rehabilitation: 

S'4M..,t:' t..< p(l...eVlO"I ~ 



PGDP Pavement Condition Survey 

Facility: Texas Ave I Condition Survey Date: 
5-<'...- l9 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North east section of plant between Patrol Road #1 and 10th Street 

Pavement Type: ~ Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

"'o 5L bNtftl,~t,Jf Q,.j,Q,.Nbt!i1 f,.)01\ Citi) 

Recommended Maintenance: 

S-A~ As ?MVWVS 

Recommended Rehabilitation: 

)->O'l'o.)~ 



PGDP Pavement Condition Survey 

Facility: Vermont Avenue I Condition Survey Date: 
S" .. <.,.- ,, 

Inspector: P.A.C. 

Feature Description: Concrete plant road (west portion is asphalt) 

Feature Location: North of Virginia Ave between 11th Street & Patrol Road #3 

Pavement Type: ~ Asphalt ~Concrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 

l',)0 <:ii b,1,J IC: c P\~j C,l,IA.v6 \::.""S NC>'Tt cC!) 

Recommended Maintenance: 

'SA ,v..-t:; At Ptie'lli wi 

Recommended Rehabilitation: 

S-AMfi 14! /~ovj 



PGDP Pavement Condition Survey 

Facility: Virginia Avenue {16th Street to 11th Condition Survey Date: 
Street) ~- &-,'i 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North of Tennessee Ave between 16th Street and 11th Street 

Pavement Type: ~ Asphalt DConcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

~ O S(&Wl~I (.I'\ ...i) CM""' l. tr1 t-..)o, tct:;:'9 

Recommended Maintenance: 

S"A#J..,c A< (?~"-ii toJ<_. 

Recommended Rehabilitation: 

µotJ~ 



PGDP Pavement Condition Survey 

Facility: Virginia Ave (11th Street to C745B) I Condition Survey Date: s---l,-,q 
Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: North of Tennessee Ave between 11th Street and C745B 

Pavement Type: D Asphalt IZ!Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed l:J 
Comments on pavement, drainage, signage conditions: 

}-J<::> 5'tl:,IA,.)\(1 U~ IV""l C.\4 A )o...)Ca.t"<. NC"ltc...£""0 

Recommended Maintenance: 

"5'~~ °A( "Yl;t;V'\D'\.1-' 

Recommended Rehabilitation: 

'S fl. j.AA,b ~< ~~-ftoJ~ 



PGDP Pavement Condition Survey 

Facility: Virginia Ave (Patrol Road #1 to C745B) I Condition Survey Date: ') ~ 
- G:,- l 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North of Tennessee Ave between Patrol Road #1 and C745B 

Pavement Type: IZl Asphalt Dconcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

\JO 5lbi-.:( f I Lt"\ U'f C \rl A. t,-l f. t. (' ~C"'ILCJ(79 

Recommended Maintenance: 

c;;' j4 d\l\.,~ A< i'.71),,F\,ll.,~~i 

Recommended Rehabilitation: 

'SA~ ~ :;J~\ov.{ 



PGDP Pavement Condition Survey 

Facility: Washington Ave (East} I Condition Survey Date: 
1.+- l. c; - ' ., 

Inspector: P.A.C. 

Feature Description: Concrete Plant Road 

Feature Location: North of C337 between 14th Street and 24th Street 

Pavement Type: D Asphalt IZl Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

\.)c, S"lb~ l "1 (A tJ\ ~Ak>b.f. S f f\.()N\. PVl--t1/l.O~ ~ ~ 

Recommended Maintenance: 

<i:/11~ Af P1l..e:wl.l < '/v'L-

Recommended Rehabilitation: 

S'AM.£ A~ ~~\Ui>.S Y'<.., 



PGDP Pavement Condition Survey 

Facility: Washington Ave (West) I Condition Survey Date: t.\ 
~~ ,;-- \ '} 

Inspector: P.A.C. 

Feature Description: Asphalt/Concrete Plant Road 

Feature Location: North of C337 between 11th Street and 14th Street 

Pavement Type: IZI Asphalt IZI Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
-

Comments on pavement, drainage, signage conditions: 

~c CS L(;,t,) I(, (;41Jl C\it ,.,-,t.t.!. r~ P~evio,,J "J>/1..-. 

Recommended Maintenance: 

5A,..vi A! 7-();CV) "l) t 'f~I\.., 

Recommended Rehabilitation: 

"SJ4 v,A.S At.. p .,,iii t l> Q.( 't&i4~ 



PGDP Pavement Condition Survey 

Facility: Wyoming Avenue I Condition Survey Date: 
Lf-1. ~ - t'} 

Inspector: P.A.C. 

Feature Description: Asphalt Plant Road 

Feature Location: North section of plant between 11th Street & 13th Street and 15th Street & 17th 

Street 

Pavement Type: IZI Asphalt Dconcrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed w 
Comments on pavement, drainage, signage conditions: 
(uui..,e-yt.1 w/ D-1 "lA. ~ G.SO E°J.Jbf" ~ l.k.}OIL.-1~ r 110 t;. o{ c.-~:n-2 S'" I.Al t-it..H 'tW~ 

(,a....,to\ S""(oC of= fLC...t'ti) 

~o O"Tl"{'C::i."'il- S (~ tv J~\ (.A..,,- Chi"' tJ c.. ~ IJO"i let!) 

Recommended Maintenance: 

(2...t,f) ~ I (L C.v<...'-''1:.,r'\..."} '=tu o5 

Recommended Rehabilitation: 

-S-r\~ Ar p(l,,frlA01-J 



PGDP Pavement Condition Survey 

Facility: C-100 I Condition Survey Date: er 
-:;-- lP - I 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt Roads, Sidewalks & Curbs 

Feature Location: Central section of plant 

Pavement Type: ~ Asphalt ~Concrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

f\C'>Pl'2-c,~. t OC)c:> r~ oF nP ,. .. uVA'-1(..:'.> HAV\i. (3 c::-e-A.J 'Rf' p '-14. c..e ~ . 

B (\.o t c... 1:t-iv c.u IS\-(3 t t<....l:rr° I \ I tJ..13!> 

C.( o.o/(Jo l/ (,J ()'"L A fU:i"r?i tt,.JO ,f(:~ ~":0 . ~ltfN 8NTJ~r: u.l:..""S1 O(' C4fcrf;fl.lA 

Recommended Maintenance: 

S'"\ A...,U!; SJce::eic r 1!r IPI'~. S". fu Ff ~c:.... - -

Recommended Rehabilitation: 

S~Y\.A.S' l::;-,ILG~1 ~C..,I(_ f::",oe~t.-~J t Cu>e..6.S' 



PGDP Pavement Condition Survey 

Facility: C-200 I Condition Survey Date: 
s-- (A- t '7 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt Roads, Sidewalks & Curbs 

Feature Location: Central section of plant; east of C720 

Pavement Type: ~ Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 
S1o1Zt.v>1'--'~ ~cs:i,t..-"\r\ Cl" f'tt.tWlo,Jtl-'j M,C"l.JfluJ \/Au.J~ 0cM- t'S'!.ulS' t,.1u.~.:..or 70 eio 

fl,1:,(11..,1'~'1>. 

Recommended Maintenance: 'S-l.e-/'; 

~z:;,,o I&-- 'I l !let s:' ~li.7"< ti m' e('. f', B'"'""'" ~ 

Recommended Rehabilitation: 

S A ..U... S' 14-S P /l, B'\A ().) i 

~p U\<....~ '+i .IL\ s-- 1 yl:; "--11 cw o( 'l~ t::-t,U)ti.,k-, 



PGDP Pavement Condition Survey 

Facility: C-225 {Post 48 Area) I Condition Survey Date: ~-lr--tcf 
Inspector: P.A.C. 

Feature Description: Gravel/ Asphalt areas 

Feature Location: East side of plant around Post 48 

Pavement Type: D Asphalt IZ!Concrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 1-
-

Comments on pavement, drainage, signage conditions: 

µo "SlbUI f\~..,, ~A\J6~.., ,u:>w:.-t--:o 

Recommended Maintenance: 

s-~~ 14"' f ,t..E;\A u OJ 

Recommended Rehabilitation: 

)...)cvv\C' 



PGDP Pavement Condition Survey 

Facility: C-360 Area I Condition Survey Date: 
~-&,-11 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt/Gravel Areas 

Feature Location: East side of plant; NW of C-755 

Pavement Type: IZl Asphalt IZl Concrete IZl Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 5 
~ 

Comments on pavement, drainage, signage conditions: 

~c:> SloAJl!='te-~~ Cl,41.i-Jbc:I AJc,;1c..e-~ 

Recommended Maintenance: 

S°,4tv\£ A< p t\..).::r.-V) tn'l 

Recommended Rehabilitation: 

SA~ ~<- f'/vi51APV~ 



PGDP Pavement Condition Survey 

Facility: C412 Area I Condition Survey Date: 
5""- (a- ,ct 

Inspector: P.A.C. 

Feature Description: Gravel Area w/ trailers; gravel parking areas 

Feature Location: North C-710 

Pavement Type: D Asphalt OConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

r,12-icit L£1t..... 0gwLQ IN P/lC>f:r~J 

1)e1'1,t-t.-SS'/4',I\) .s A,- 4M£,l(..l 1J6 Lor (~n) i 1"'"2.'"t:tl ~. 

~T ~1{)C J) i:,'{)(U:""'5SI~! f>t~-;,tOJ,<-1/ #U.,t~ 7/ef\l~ UA. vb" 8 e8"r" R~A1 (l..._!!) 

Recommended Maintenance: 

'S ~.u..,e;- ,¥ p ll.,li:h/\ 0 ..J J 

·., 

Recommended Rehabilitation: 

~Q-NlE 



PGDP Pavement Condition Survey 

Facility: C-633 Area I Condition Survey Date: 
L( -1..~- t't 

Inspector: P.A.C. 

Feature Description: Gravel Area 

Feature Location: SE Corner of plant, south of C533 

Pavement Type: D Asphalt DConcrete IZI Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

'-Jc:> ~U:.I.J i('tCY\M C\46\iJt.~ I\JC>">\ C\;'J> 

Recommended Maintenance: 

S ~ ANG (U v r2, ~""\I\ °" 5 

Recommended Rehabilitation: 

~)J\:j 



PGDP Pavement Condition Survey 

Facility: C637 Area I Condition Survey Date: <4--z.s-- ,q 
Inspector: P.A.C. 

Feature Description: Gravel Area 

Feature Location: Northeast corner of plant, east of C337 

Pavement Type: D Asphalt Dconcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5-= Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
-

Comments on pavement, drainage, signage conditions: 

'DAM.. ~<=,.c::."l C.uc..'-':::Nl-; Ui.>()~ UJ\!:.'S, 412..J( 111:!...'"l.. ~O A, V~'l 1'Vci 

~o OTti?:'\t- S"tbtVlfll.-tt'-'"T C:::J..IAi.J'-t;l NOTtct"!). 

Recommended Maintenance: 

il-C"PA tvL DAM-"bC:N> C..u t...\Jl5\tt 

Recommended Rehabilitation: 

~otvt::""" 



PGDP Pavement Condition Survey 

Facility: C710 Area I Condition Survey Date: 
S-- lo-(4 

Inspector: P.A.C. 

Feature Description: Concrete roads, parking & sidewalks 

Feature Location: Central section of plant; north of ClOO 

Pavement Type: D Asphalt IZl Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed -i-
-

Comments on pavement, drainage, signage conditions: 

fAuL-,~ ( iJ S" IO l!:'L,VH L 'fi$ 1-(Avu: ~a-r\l Grl2-ov •.. ,p. 

~o o"t'~l- 'S\t,,V ~"t0A # Cl,l,H.J6~~ ~tc...e--i) · 

Recommended Maintenance: 

5 IA vU-G" "4.C ? lLt:,"\J.. O"' 5 (£JLJ:....t,-~ ""( ~ l () b'u.l~-U. ~ fl..l ,v, ,IA..<L. 

Recommended Rehabilitation: 

'S "' >1..A..,.:.- /1< i> /'I.- eVl <J"' J 



PGDP Pavement Condition Survey 

Facility: C720 (North East) 1 of 4 I Condition Survey Date: 
)- "- 1<:t 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt/Gravel Service areas and sidewalks 

Feature Location: Central section of plant, north of Ohio Ave, south of TN Ave 

Pavement Type: IZI Asphalt IZI Concrete IZI Gravel 
Maintenance History: Unknown 

PASSER RATING: {5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L::J 
Comments on pavement, drainage, signage conditions: 

PO ~lb'vt F1LA...X C\41\u<'.;,S ~lC.61) 

Recommended Maintenance: 

"SA~ ~ p /1..C\J LV V~ 

Recommended Rehabilitation: 

S'f<l~ ~c {>(U::VtuvS 



PGDP Pavement Condition Survey 

Facility: C720 (South East) 2 of 4 I Condition Survey Date: 
~ -La--1t.J 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt/Gravel Service areas and sidewalks 

Feature Location: Central section of plant, north of Ohio Ave, south of TN Ave 

Pavement Type: IZl Asphalt IZl Concrete IZl Gravel 

Maintenance History: New sidewalk sections 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed -~ 
~ 

Comments on pavement, drainage, signage conditions: 

\JO 'f:Lbl01q.! A~ C.\J~~bbl .t.JCJvtc:.-C't> 

Recommended Maintenance: 

SI\~ /l( j)(l,t-'VlOV r 

Recommended Rehabilitation: 

$1<)~ l<IS Pq VI o 1.1] 



PGDP Pavement Condition Survey 

Facility: C720 (South West) 3 of 4 I Condition Survey Date: <t 
~-to-\. 

Inspector: P.A.C. 

Feature Description: Concrete/Asphalt/Gravel Service areas and sidewalks 

Feature Location: Central section of plant, north of Ohio Ave, south of TN Ave 

Pavement Type: ~ Asphalt ~Concrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L:J 
Comments on pavement, drainage, signage conditions: 

~D ~I bN\ f't (;11 UT Ct.i~k.J(;,.C:~ Ne"T/c..e-j) 

Recommended Maintenance: 
'S" ~ y\.A..; ~- i(\{ />/l,b-VilN5 

Recommended Rehabilitation: 

SA~ -A.f f>(l,c"l/ll>V) 



PGDP Pavement Condition Survey 

Facility: C720 (North West) 4 of 4 I Condition Survey Date: 
:5-~-tq 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt/Gravel Service areas and sidewalks 

Feature Location: Central section of plant, north of Ohio Ave, south of TN Ave 

Pavement Type: IZJ Asphalt IZ!Concrete IZJ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

).Jc S"'t bA..> l ~\ c.,(\ WT CW Atvb,tft ~~tcb-J) 

Recommended Maintenance: 

"'5 J() 'I\A...£" n.< {)rt.,b\llO-'J 

Recommended Rehabilitation: 

-Sl<l-~ A< p VL.J::..111 cvs 



PGDP Pavement Condition Survey 

Facility: C743 Area I Condition Survey Date: ~- ~-l ~ 
Inspector: P.A.C. 

Feature Description: Gravel/Asphalt Parking Areas 

Feature Location: North of C200 

Pavement Type: IZI Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

(.uLul.!:"Yl-T wt:"9J o~ T"OCf l'S DA"'t.A~ ( ~li..O'f...i~; ,~cct fAJ ~,so} 
f,JC1 07H-t,-W.... ~ I bN I f I CYt ...Jf CW 1'I fv be-! 

Recommended Maintenance: 

~Pt...1'<-G"' C.UUJ'€:-tl.. I 
~..a~ 1-Q<" ?M,IA ()t,,.J 

Recommended Rehabilitation: 

~<:.,)-)"\!, 



PGDP Pavement Condition Survey 

Facility: C745A Area I Condition Survey Date: 
i.l~1....;-- l9 

Inspector: P.A.C. 

Feature Description: Gravel DUF6 cylinder storage yard 

Feature Location: West side of plant south of C745B 

Pavement Type: D Asphalt DConcrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed lfJ 
Comments on pavement, drainage, signage conditions: 

~o '$ l bN\~\ <:At.Jr C\.,l~,tvbt::t NOi\.tt!> 

Recommended Maintenance: 

)~AA.,(; A{ Prt G'Vt t>V( 

Recommended Rehabilitation: 

,_)0'1-..)~ 



PGDP Pavement Condition Survey 

Facility: C7458 Area I Condition Survey Date: 
Lt-2..~ - IQ 

Inspector: P.A.C. 

Feature Description: Gravel DUF6 cylinder storage yard 

Feature Location : West of C745C 

Pavement Type: D Aspha lt O concrete IZI Gravel 
Maintenance History: Unknown 

I 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed L./ 
~ 

Comments on pavement, drainage, signage conditions: 

~D $'lb~\ ( L (~ .....ri C..lA At-J(:.b-C ~.t:1nc.t':O 

I 

Recommended Maintenance: 

SAM--C 4~ r fU;.v'\ tH> ~ 

I 

Recommended Rehabilitation: I 

~N~ 



PGDP Pavement Condition Survey 

Facility: C745C Area I Condition Survey Date: l{ 1 - -i..cr- 1 

Inspector: P.A.C. 

Feature Description: Gravel DUF6 cylinder storage yard (Not in use) 

Feature Location : South of Texas Ave, East of C745B 

Pavement Type: D Asphalt D Concrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed i, 
-

Comments on pavement, drainage, signage conditions: 

)-)0 )-J~ S'tWl(tC.f\f\Ji \ -ssu~~ NC"ilc.~':9 

Recommended Maintenance: 

5'Af-A.£ A< f Yl,€"\ll l) ") 

Recommended Rehabilitation: 

\...)0-..,...,6' 



PGDP Pavement Condition Survey 

Facility: C746D I Condition Survey Date: 
~-&-[~ 

Inspector: P.A.C. 

Feature Description: Gravel yard 

Feature Location : West of C745E; South of C360 

Pavement Type: D Asphalt D concrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

\JC 't)IG\..::l\~\C.~\l 'r C~A.Nb&; t-..)O"i\C..C-1) . 

Recommended Maintenance: 

-s·~ M.,~ At Rt'U::;-v1ov~ 

Recommended Rehabilitation: 

\..::)O#,.,j)5° 



PGDP Pavement Condition Survey 

Facility: C745H Area I Condition Survey Date: 4- <... <;"" - 11 
Inspector: P.A.C. 

Feature Description: Gravel DUF6 cylinder storage yard 

Feature Location: Northwest corner of plant, east of C537-2 

Pavement Type: 0 Asphalt Oconcrete 181 Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ~ 
Comments on pavement, drainage, signage conditions: 

~o 51bNl(1 U\,.r; C~bt-Jbc{ "-.J{5;1C..b"'? 

Recommended Maintenance: 

-s-~ ,111.,'6" A ( p f\4rVl, vv .S 

Recommended Rehabilitation : 
/ 

(f,Jc,Nt 



PGDP Pavement Condition Survey 

Facility: C746 Scrapyard Area I Condition Survey Date: 
S--<i. -1 9 

Inspector: P.A.C. 

Feature Description : Gravel roads throughout the C746 Area 

Feature Location : Northwest corner of plant 

Pavement Type: D Asphalt D Concrete IZI Gravel 
Maintenance History: Unknown 

, 

PASSER RATING : (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '3 
~ 

Comments on pavement, drainage, signage conditions: 

S'-tov1...iCY\... crl.Dr1c.,J a.J N. s,or: ~ /,JW C...CA.lJ ~ O{:' c--r-rr-{ 
).Jc.> 0,-~ r1'6N t (l c.~"""1 C t.JAt..Joc:r{ 

Recommended Maintenance: 

$' t.:\ j'\.A, ,c ~~ p rl-,-tn./1 °"'1 

Recommended Rehabilitation : 

\..) 0 '-JG"° 



PGDP Pavement Condition Survey 

Facility: C746 N&S I Condition Survey Date: 
S--& -1 ~ 

Inspector: P.A.C. 

Feature Description : Gravel/ Asphalt Roads 

Feature Location: North and South of C746A&B Area 

Pavement Type: ~ Asphalt O Concrete ~ Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Fa iled L 
~ 

Comments on pavement, drainage, signage conditions: 

µo 'Slbt-l \~IC A,N" C. t.l ,.. IJ 6t'< NO''Hc.:tfy 

Recommended Maintenance: 

<$ A i,v'\x. A { t' ~t?",,\ aJ{ 

Recommended Rehabilitation : 

"S'~~ M Pft-W\.uvS 



PGDP Pavement Condition Survey 

Facility: C750 Area I Condition Survey Date: 
5 - b- \9 

Inspector: P.A.C. 

Feature Description: Concrete/ Asphalt Roads & Service Areas 

Feature Location: North of C200 

Pavement Type: IZI Asphalt i:gJ concrete D Gravel 
Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 2-
-

Comments on pavement, drainage, signage conditions: 

~c ~l<.:.NL'1 (.,f'\...rJ q .. A~f,t,'i; ~O"'\l~J>. 

? ,u_ '>"V\ (.,h.) s \......, Mk-~ \ e,(V \::,',/.) Dc:-fA.~,(1c.J f2-,t:-X, )l. t 42--c:;-f). 

Recommended Maintenance: 

"'ii'A.U/(:; A\ PfL~vwu~ O<..c..c<"T FGH\....... 0 c;- r tLC. r ! 1 V'V tL,·Cf ;4 dL 

Recommended Rehabilitation : 

S-A,v..... t: !)<I' p ll.-H"Vl l.T O J 



PGDP Pavement Condition Survey 

Facility: Patrol Roads 3 & 4 (East End) I Condition Survey Date: 
S-to-t<t 

Inspector: P.A.C. 

Feature Description: Asphalt Patrol Road 

Feature Location: DUF6 area, SE Corner of plant 

Pavement Type: 0 Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

L> tJ 4'.~t>w.J 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed) ~ 

~ 

Comments on pavement, drainage, signage conditions: 

))o 1- lbAJ lftGIO aN'"7' CM >4 #J6t.'.s' f"tu>~ t'~vioi>(' Ye-All-

Recommended Maintenance: 

)...)o'-1~ 

Recommended Rehabilitation: 

.Sr'\-..a.,~ A:t> pfJ...£11tcu,s 



_ _ ___ PGDP Pavement Condi!_io11 Survey _ _ _ _ __ ___ _ _ 

Facility: Patrol Road 4 (at C745T) I Condition Survey Date: 
t""~ lO- ICf 

Inspector: P.A.C. 

Feature Description: Asphalt/Concrete patrol road 

Feature Location: East and South of C745T/West section is concrete 

Pavement Type: l2SI Asphalt 12S1Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed) 

Comments on pavement, drainage, signage conditions: 

'))b ~tbf.Jt(i CAu-r (~~Nb~ .f'l\.0'1111, ~~~v1ou{ 'y~IJ-. 

Recommended Maintenance: 

Recommended Rehabilitation: 

"lS Aµ.,,& A< p (1.-8" UtO I).{ 

~ 

! : 



· PGDP Pavement C:ondition Survey · , ' '.' ·· : , · 

Facility: Patrol Road 5 (DUF6 Area, Gate 51 to 
Montana) 

Inspector: P.A.C. 

Feature Description: Asphalt/Concrete patrol road 

Condition Survey Date: 

5-10- 1q 

Feature Location: Security fence (Gate 51) to DUF6 entrance (Asphalt); DUF6 entrance to Montana 
Ave (Concrete) 

Pavement Type: rzJ Asphalt rzJ Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

on pavernent, conditions: 

Recommended Maintenance: 

6° !(lM.,t;' i(!S' p,U,-Vl,OV~ 

Recommended Rehabilitation: 



Facility: Patrol Road 5 (Inside Security Fence) Condition Survey Date: 

Inspector: P.A.C. 

Feature Description: Asphalt road 

Feature Location: Ohio Ave to Security Fence (Gate 51) 

Pavement Type: ~ Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Recommended Maintenance: 

Recommended Rehabilitation: 

~IC M..G A" P~l>tJ.S 



_ _ _ PGDJ!_ Pavement Condition Survey · _ 

Facility: Alabama Ave Condition Survey Date: 
~-1b-1'1' 

Inspector: P.A.C. 

Feature Description: Concrete Haul Road 

Feature Location: 
Southeast section of plant (Patrol Road 5 to 16th Street; 161h Street to Patrol Road #3) 

Pavement Type: D Asphalt [gj(oncrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on drainage" signage conditions: 

Recommended Maintenance: 

sit~ A~ f>{).,l'!UlbuS 

Recommended Rehabilitation: 

';5" ~ i,.u..,s J4 S' t> n-:~v t ~ a! 



Facility: Alaska Avenue I Condition Survey Date: 
:S--1D-1Cf 

Inspector: P.A.C. 

Feature Description: Concrete haul road 

Feature Location: North of C745S; South of C745M 

Pavement Type: D Asphalt lz'.JConcrete D Gravel 

Maintenance History: Evidence of previous grading. 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed l2J 
Comments on pavement, drainage, signage conditions: 

"'" pftS .. At>aJ \lt'.~if,., ~o "St t,h',J ,(1 c~ N'i G~ A;.; 6!ft -\ ti.OM. 

Recommended Maintenance: 

Recommended Rehabilitation: 



_ PGDP Paveme_n! Condition Surv~y, _ _ _ 

Facility: Montana Ave (Inside) 

Inspector: P.A.C. 

Feature Description: Concrete haul road 

Feature Location: Gate 49A to Patrol Road 4 

Pavement Type: D Asphalt ~Concrete 

Maintenance History: U11k1100v1r?M:... s--10-1" 

P~D1.1S e;PO'K,'-f PA "'i'(j-j 

Condition Survey Date: 

D Gravel 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

!1{lOfL.J:. ..... "' PA ~~N1 A,- G~Te:' 49 A 1.:5 WO"-CG 

Recommended Maintenance: 

Recommended Rehabilitation: 

S ;4 ~ {k i'.' ILt;'\l')O•..' 

5-lb- 1'7 



_ _ . P~DP Pav_err1e(!t C~ndition Survey _· __ _ __ 

Facility: Montana Ave (Outside) Condition Survey Date: 
,;--1 p.. i'-( 

Inspector: P.A.C. 

Feature Description: Concrete Haul Road and Parking Area 

Feature Location: Entrance Hwy to Gate 49A 

Pavement Type: D Asphalt ~Concrete 0 Gravel 

Maintenance History: Je,J11k1,avv11 f'.;i..c'.. :S-·1-·" 

f'R.,/9JIIH ~ G:P~'/ ~A"fu.j 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

}.)c:i 'StlyN lG'\c.,fU..1'1 0 ~Nb~ ,.-:'i.o\!'V'l pa ... ev\D <>! \J,~ll-

Recommended Maintenance: 

Recommended Rehabilitation: 

S A, AJ,....,v;;; A~ P 4\--e:'lll,O .- .t 



_ _ ___ PGDP Pavement C:ondition Survey _ _ _ _ 

Facility: Unnamed Road (DUF6 Area) I Condition Survey Date: 

(A.K.A. A~~of..lA Alitl s-- tO- t<f 
Inspector: P.A.C. 

Feature Description: Concrete Haul Road 

Feature Location: South of C745G; North of C745K 

Pavement Type: D Asphalt [:gj Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

~b S1bMft C l<lff.J bB"<. F ~ f'iJ..&/\b »$ 'tBW (i.., 

Recommended Maintenance: 

'5'6<1 N(..,b- A f f'Cl-e\ltvl S 

Recommended Rehabilitation: 

3 
-



_ _ RGDP R_ayement Condi!iori ~uryey , _ __ _ } · _ _ _ 

Facility: DUF6 East Road I Condition Survey Date: 
s-- 1-e}- J 'f 

Inspector: P.A.C. 

Feature Description: Asphalt access road 

Feature Location: Between Montana Ave & DUF6 Parking Lot Road 

Pavement Type: ~ Asphalt DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed '-I -

Comments on pavement, drainage, signage conditions: 

)JO S(bNIJ;\ ,'.16,,~ ? t-En/cO-»{ \/1:::(1~., 

i 

Recommended Maintenance: 

Recommended Rehabilitation: 



_ _ _ PGD_P _Pavement Condition Survey _ - _ _ _, __ 

Facility: DUF6 Parking Lot & Roads I Condition Survey Date: 
S--10- i~ 

Inspector: P.A.C. 

Feature Description: Asphalt parking lot and roads 

Feature Location: South of Adm in & Warehouse Buildings 

Pavement Type: l2sl Asp ha It DConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed tJ 
Comments on pavement, drainage, signage conditions: 

~Cl ~A,/'Jb~ 1ll.ol'A I rl!:";ViDD<. }tt:W,..-

Recommended Maintenance: 

'S l"\IA....,L.(' f\CS. ? 1 iA:Y\)tGV$ 

Recommended Rehabilitation: 



_ _ _ _ PGDP Pavement Condition s_ur:"~Y _ _ _ _ _ __ __ __ 

Facility: 14th Street (DUF6 Area) I Condition Survey Date: 
~ - Io- 1°[ 

Inspector: P.A.C. 

Feature Description: Concrete Haul Road 

Feature Location: Michigan Avenue to Montana 

Pavement Type: D Asphalt l2sl Concrete D Gravel 

Maintenance History: New pavement and ditch work 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed :3 
-

Comments on pavement, drainage, signage conditions: 

Bfu.JN P~vi"M~!VT tJG:"e~..ub PA,c.,£..{ s.ov;tt, or; AcA,"2>,q ~ Av~. 

0 ""S lb ii) if I 1:)'\ 1,.,, 'I' (]:"4i\ u 

Recommended Maintenance: 

'f' )(U""G\..i p I..\) l:f'M.,U, "1r 

"Sill~ '4t p f\-trvl-D (A 

Recommended Rehabilitation: 

~~~ 14;. li"~lttf 



PGDP Pave_rmmt Concl~tion Survey __ 

Facility: 16th Street (South; DU~ Area) Condition Survey Date: 
S-ro-1't 

Inspector: P.A.C. 

Feature Description: Concrete Haul Road 

Feature Location: East of C745Q, P, & U; From new DUF6 fence to Alabama 

Pavement Type: D Asphalt IZJConcrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

~ S U.:,>.J 1f1C1 W CW~ Nbe< ~'M- ? /l-0.Aov! Yi, 

C 

Recommended Maintenance: 

s ~ t,,(_A,,6"" -4,"5' ? ()--b-v(b ~ ~ 

Recommended Rehabilitation: 



_ PGDP Pavement Condition Sur:_vey . · __ _ __ 

Facility: C745D (A.K.A. C7450X) I Condition Survey Date: 
s-10-1cz 

Inspector: P.A.C. 

Feature Description: Gravel storage yard 

Feature location: South of C745G 

Pavement Type: D Asphalt DConcrete IZI Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 
2--

Comments on pavement, drainage, signage conditions: 

i::V I \l c J.-C i;: ct: f'AB'r uJO'(L~ 

Si>'\1'1:Q,Mb ·.~ A".1 ~LiH 

Recommended Maintenance: 

.sf\ ,;Jv'f, ~ f)fJ.+.,-Vto'J{ 

Recommended Rehabilitation: 

CN I!:~ 0/1-Ait>JAbt; 

~ 

liuf 1)(.l(i;,.it96\5 l-5' <'nlL ~L. 



PGDP _Pavement CondJtior1 Survey ~ - _ 

Facility: C7 45F Condition Survey Date: 

Inspector: P.A.C. 

Feature Description: Gravel storage yard 

Feature Location: West of C745K 

Pavement Type: D Asphalt DConcrete ~ Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Recommended Maintenance: 

Recommended Rehabilitation: 



PGDP Pavement Condition Survey _ , _ _ 

Facility: C7 45G Condition Survey Date: 
s-- lo- l't 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: South of Michigan Ave 

Pavement Type: D Asphalt cgJ Concrete D Gravel 

Maintenance History: Previous crack repairs 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
Comments on pavement, drainage, signage conditions: 

-ei'-01.U:?·N ?14vS;-(°Vl-\{"t'c'T { A.'1J 1',.)6t2-i'H e;,vll er IJJ~"TT~A'JC:.,-bj 'I) [L,µJlt,/J 

Recommended Maintenance: 

Recommended Rehabilitation: 

'S.14~ J4< lj)fl..,e"VL-0~ 



_ PGDP Pavement Conclition Survey - · _ , _ __. __ 

Facility: C745K West Perimeter Road I Condition Survey Date: 
5 -lo. ,er 

Inspector: P.A.C. 

Feature Description: Concrete Road, approx. 600 LF 

Feature Location: West of C74SK 

Pavement Type: D Asphalt ISi Concrete ISi Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

~b "-5!St,,.> StL,J.-) \(,c_.Q,;;.J'T" CWA.i~ ~1n,CD"l) 

Recommended Maintenance: 

5,,( ~ Ac ffl...ev u> oS 

Recommended Rehabilitation: 

~ ~ tv p,),,e>l1 o ~s 

n'l~D;)(° 

3 
-

Y£1Af4--



~- _ PGDP P_avement Condition Survey _ _ " __ 

Facility: C745K I Condition Survey Date: 
'5""~10-19 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature location: East of C745F; West of C745L 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed g 
-

Comments on pavement, drainage, signage conditions: 

)>..)O i>J~ su~u;,. Ci-\lJJJ C~AAJ6.~ P~D1,,( \Je;AI!, 

Recommended Maintenance: 

.5,qo\,U".> ~ <12-cViOvt 

Recommended Rehabilitation: 

~6~lf:° 



_ _ __ _ _ _ PGDP Pavement Condition Surve¥ · , . 

Facility: C7 45L Condition SuNey Date: 
J··/D·t'f 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: East of C745K; South of C745G 

Pavement Type: D Asphalt l2sl Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

~otL"!l.--1,/Cl'\'ST C:..=tuJll>"'vl-, ~ YIA.fl..P ;{u::::,~ ~D~9f. 'S/!:'"i7t..Jn). ?ViM.Jt. if.4-.Ck(,e-N, 

.'>"l:;4,i-::.,., ,,.,6 '-'v.4'1~· ru /,i.)..)! C,,:.,,;,AJ i.rYv 
~,C-; ~'t 

Recommended Maintenance: 

s A.~ A< 'f!l-SVtopJ 

!'4..-PJi ii4-- ~p..o1<,e;;rl PA ve-tw~ 

Recommended Rehabilitation: 



_ !:>GDP Pavemen! Eond!tion Survey_ _ _ _ _ _ : _ 

Facility: C745M Condition Survey Date: 
)' !0- 1'1 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature location: South of C745F; North of C745S 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

-:::rotu7 rA.,1..ut-~ al...) c~ 'S'(Q;;; "TVS'i: ~"'Tl-l o( AL6'f"S~ Ao1J". 

Recommended Maintenance: 

'i2J: p ;,\ ~ "CTO~'T . 

.s;A tA....A.Jo ~ ? fvf:',J) bJ S 

Recommended Rehabilitation: 

S'~ tAAJ6" ~ r' ~ t;,-:> .$.. 



I 

I 

_ PGD~ Pavement_Conditio_n S_urvey ___ __ , , 

Facility: C745N&P I Condition Survey Date: 
~--10-19 

Inspector: P.A.C. 

Feature Description: Gravel DUF6 Cylinder Storage Yards 

Feature location: North of C74SU 

Pavement Type: D Asphalt DConcrete IZJ Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

\JO 5U:,iJ ,C',c.f) C'l,l A'!!Jbe( 

Recommended Maintenance: 

Recommended Rehabilitation: 
,.,, 

~owl> 

t,JD';t c.lJ:'J) 

4-



_ _ PGDP Pa_vement Condition Survey _ _ _ 

Facility: C74SQ I Condition Survey Date: S- q 
- Io- I 

Inspector: P.A.C. 

Feature Description: Gravel DUF6 Cylinder Storage Yard/ Concrete perimeter road on west side 

Feature location: South of C745Q; east of C745G 

Pavement Type: D Asphalt IZl Concrete IZl Gravel 

Maintenance History: Unknown 

PASSER RATING: (S = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 
tA-'-,;-10--1 t 
~ 

\-'C· dAtvr 

Recommended Maintenance: 

.S\I'\ ~ lr,-s ~81\.0"{ 

Recommended Rehabilitation: 

-::Sf\ W\, e:,~ ~< j>/Lf:!.,"V/l> ,J J 

f>-~ 

~ 



PGDP Pavement Condition Survey , , , , ' , , _ 

Facility: C745R I Condition Survey Date: 
5'- ID- t't 

Inspector: P.A.C. 

Feature Description: Concrete/gravel DUF6 Cylinder Storage Yard 

Feature Location: South of C746Q; east of C745G 

Pavement Type: D Asphalt IZl Concrete IZl Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

',JO 'St bpJ IC; C,'1 u, C~N<hSI(' ~eJd)> 

"" Ac 'Tu:;",:!_ 

Recommended Maintenance: 

'S11~- "( \1)4\.,1:\)!,01.1.S 

Recommended Rehabilitation: 

il\i t=o~r t'e.Y<n b4' ()( Lt:q~i.,, 

:, 
-

Cl 1. 



_ PGDP Pavem~_nt C:C>ndition Survey__ _ _ ' , _ _ __ _ __ 

Facility: C745S I Condition Survey Date: 
s- -10-11 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: South of C746M&K 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Previous crack repairs 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

Hit,-.,tri:;,.i i)~l)iW\Ci'Jl"- A; S.t>VJ!rl 

~'0 C> •li tY-- 5 t &fJ ;.fa, ..J;: 

Recommended Maintenance: 

-SA ~ A<. , li--lTIH u u 5 

Recommended Rehabilitation: 

~S1: C-~IJ/!,'h- A.-J ~& 

iJ 



_PGDP _Pavement _Condition Survey 

Facility: C7 45T I Condition Survey Date: 
$°'- tD-1~ 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: South of Montana Ave 

Pavement Type: D Asphalt lz::JConcrete D Gravel 

Maintenance History: Previous crack repairs; epoxy repairs 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed ?> 
~ 

Comments on pavement, drainage, signage conditions: 

s~nu.vl AT Et..~r IV"\ \.l T-5 LPT AP1>e'-14Lf ~-~t 

l-~ 
; ' u 11'\.u :rt>- 1-..,,V ttl C!\l~ C 

Recommended Maintenance: 

~·..q~ 

Recommended Rehabilitation: 

~Nl:, 



PGDP !avement Condition Survey_ _ _ _ _ _ _ 

Facility: C745U I Condition Survey Date: 
~- 10-1 Cf 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: South of C745N&P 

Pavement Type: D Asphalt ~Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 3 
-

Comments on pavement, drainage, signage conditions: 

\JD SI i;,N\C'\ GI\AJ-r (:Wflk.iS~~ (j-1.C.NL 'f'(Lt-v, Di><; "!~iL-

' 
fRecommended Maintenance: 

s~ yVU5 A) prt.,~tN) 

Recommended Rehabilitation: 



_ _ PGDP P<1.vement Condition Survey __ _ 

Facility: C7 45V Condition Survey Date: q 
$'"'- { o- I I 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: South east corner of plant; east of C745R 

Pavement Type: D Asphalt IZI Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 

Comments on pavement, drainage, signage conditions: 

Recommended Maintenance: 

Recommended Rehabilitation: 



_ PGDP Pavement Condition Survey __ 

Facility: C745W I Condition Survey Date: 
~- ID-Li 

Inspector: P.A.C. 

Feature Description: Concrete DUF6 Cylinder Storage Yard 

Feature Location: South of C745R 

Pavement Type: D Asphalt [gj Concrete D Gravel 

Maintenance History: Unknown 

PASSER RATING: (5 = Excellent, 4 = Good, 3 = Fair, 2 = Poor, 1 = Failed 1 
-

Comments on pavement, drainage, signage conditions: 
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Recommended Maintenance: 

Recommended Rehabilitation: 


	Tammy Courtney
	TC:SM:jlb
	Enclosure:  As stated



